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1. Introduction 
This document is a catalogue of Extended Display Element Library for process displays on the 
Advant Station 500 Series OS Master. Element types are chosen to cover most frequently used displays. 


The sourcecode for all elements is based on OS software *1.7. 


For all 3D objects only the centercolor behavior is described, the upper and lower 3D colors change similar. 


2. General 


The names given to display elements for process displays, consists of 6-8 characters. The first 2 or 
3 charaters indicates the functional type: 


Al = Analogue input signal 
AO = Analogue output signal 
DAT = Database object 

DI = Digital input signal 

DO = Digital output signal 
GBI = Binary Control 


GU1/2 = Userdefined Control 

MOT = Motor Controller 

PID = PID Controller 

VAL = Valve Controller 
The next 2 characters indicate the display type: 

PD = process display 


The last 2-3 characters are sequential numbers. 


Example: AIPD81 is an analogue input display element for process displays. 
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3. Display Elements 


3.1. Analogue Inputs 
AIPD80 : Integer Limit 


Presentation: 


1. Frame 


2. Value \ J 3. Unit 


Ht 


4.Limit A 


Behavior: 


FrameColor Solid White Line SELECTED = 1 Object select frame 


Dotted Yellow Line AL_BLK = 1 Alarm blocked by 
Operator 
Measured Value Wes ae ll Object value 
BLOCKED = 1 Input blocked 


222 in flashing ERR = 1 and Alarm 
Red AL_UNACK = 1 Unacknowledged 
Flashing Red AL_UNACK = 1 Alarm 
unacknowledged 
222 insolid Red ERR = 1 Alarm acknowledged 
DISTURB Alarm acknowledged 


UnitVisible = onRequest | Object Unit 
Unit Color UNIT NormalColor 
Limit 


UnitVisible = Unit is invisible 
noSubscription 


Limit is invisible Po 


a ee, 
a ere 
Ea Ga ae 
| 
er Ls 
es a 
a= as 
i es, 
ae ae 
ae 
a Ee 
ar 
a 
| en! 
= 
a as 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 
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Configuration: 


[Parameters Affects Option (boldisdefault) [Remarks 
SelectAreaColor 1 SelectArea K16(Black), any color 

FrameWidth 1 SelectFrame 2, 1..4 

NormalColor 2 Value K5(Green), any color 

NumberOfChar 2 Value 7 

Font 2 Value & 3 Unit FA40, any other font 

[UnitVisible Unit onRequest_noSubscription [ 
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AIPD81 : Integer Bargraph 


Presentation: 


2. Frame 
NL 


1. Symbol 


Behavior: 


Description Condition 


Bargraph 
MV Value BLOCKED = 1 
Flashing Red AL_UNACK = 1 Alarm 
Unacknowledged 


DISTURB = 1 and Alarm acknowledged 
DisturbanceUsed = 1 


3D Display Object 


Input blocked 


=e 


Al Error ? Flashing Red ERR = 1 Alarm 


AL_UNACK = 1 Unacknowledged 


Process Limits HI_LIM1 = 1 
yellow AL_BLK = 1 
yellow 

filled red 

filled yellow AL_BLK = 1 

filled yellow 

red 

yellow AL_BLK = 1 
unfilled yellow 

tabs filled red 

tabs filled yellow AL_BLK = 1 
Bottom left and right }AL_BLK = 1 

tabs unfilled yellow 


All 4 tabs Unfilled 
Grey 


VO Error. Alarm 
acknowledged 
NormalColor 


High limit 1 


aR 
KR 


High limit 2 


Low limit 1 


Low limit 2 


Limit Color 


}No |Description = 
1 [Symbol 
Ee 
a 
a ee 
a 
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| [FrameColor Solid White Line SELECTED = 1 


(2 


Bootom Right Edge __| Dark Grey BootomRightColor 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration: 


Parameters [Option (bold is default) [Remarks 
NormalColor [K5(Green), any other color [| SSCS 
TopLeftColor 
BottomRightColor 
BarBackColor rKi6(Black), any othercolor | SSCS 
LimitCotor rMi6(Grey), any other color | —SC~S~S~S 
FrameWidth a 


FrameColor D1(Grey), any other color Use when backgroundcolor 
is D1 
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AIPD82 : Integer Percent 
Presentation: 


1. Frame 


N 


1. Symbol 


Behavior: 


FrameColor Solid White Line SELECTED The Object frame 
selected 


Dotted Yellow Line AL_BLK = 1 Alarm blocked by 
Operator 
Li (2c 


MV Value Valuestring 


=1 
Color BLOCKED = 1 Input blocked 
Flashing Red AL_UNACK = 1 Alarm 
unacknowledged 
DISTURB = 1 and Alarm acknowledged 
DisturbanceUsed = 1 
MV Error 222 Flashing Red ERR = 1 Alarm 
AL_UNACK = 1 unacknowledged 


22? Red ERR = 1 Alarm acknowledged 
AL_UNACK = 0 
PF UnitVisible = onRequest | Object Unit 
Unit Color [Green UNIT NormalColor 


UnitVisible = Unit is invisible 
noSubscription 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


ied 
ed 
uti 
iat 
a 
=] 


Configuration: 


[Option (boldis defauit) [Remarks 
[K5(Green), any othercolor | 
/K16(Black), any othercolor | 
Ce 
pO 
pO 
pO 
| 


Parameters 
NormalColor 
SelectAreaColor 
NumberOfChar 
Font 

UnitVisible 
FrameWidth 
FrameColor 


FA40, any other font 
onRequest, noSubscription 


=| =] 0 
Cc 
=) 
=> 


K16(Black), any other color 
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3.2. Analogue Outputs 
AOPD81 : Integer 3D Button 


Presentation: 


Behavior: 


eave [reais 


operator 
AL_UNACK = 1 and Alarm 

AutoColor 

ManualColor 


7 
MAN =0 Auto mode 
AutoColor 
MAN = 1 Manual mode 
ManualColor 


UnitVisible = Unit invisible 


UnitVisible = Object Unit visible 
onRequest 


noSubscription 


SELECTED = 1 The Object select 
frame 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration: 


Parameters 
AutoColor 
ManualColor 
ManAreaColor 
AutoAreaColor 


UnitVisible 
DarkFrameColor 
LightFrameColor 
ManFrameWiath 
AutoFrameWidth 


Font FA40, any other font 


[Remarks 
pO 
po 
po 
NumberOfChar A 
pO 
pO 
pO 
pO 
pO 
PO 
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3.3. Database Object (DAT) 


DATPD80 : Square 3D 


Presentation: 


2. Label 2. Label 
3. Frame 3. Frame 
1. On-Symbol 1. Off-Symbol 


Behavior: 


Remarks 


Data false 


TrueColor 
FalseColor 


LabelTrueColor 


LabelFalseColor 


The Object select 
frame 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration : 


Parameters 
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3.4. Digital Inputs 
DIPD69 : Reg. Loop 


Presentation: 


2. Frame 2. Frame 


1. On-Symbol 1. Off-Symbol 


Behavior: 


On-Symbol VALUE = 1 and Input closed 
Inverted = 0 or 
VALUE = 0 and 
Inverted = 1 

Off-Symbol VALUE = 0 and Input open 
Inverted = 0 or 
VALUE = 1tand 
Inverted = 1 


BLOCKED = 1 Input blocked 
Flashing Red AL_UNACK = 1 and Alarm 
DISTURB = 1 unacknowledged 


DISTURBANCE = 1 and | Alarm acknowledged 
DisturbanceUsed = 1 but disturbance exists 
AL_UNACK = 0 or or 
ERR = 1 Input error 


Solid White Line SELECTED = 1 Object selected 
Dotted Yellow Line AL_BLK = 1 Alarm blocked 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration : 
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DIPD70 : Reg. loop 


Presentation: 


2. Frame 2. Frame 


N N 


1. On-Symbol 1. Off-Symbol 


Behavior: 


[No [pesernion[iesetaton[eonaon [Renate 


1 Symbol 2D Display Object 


On-Symbol VALUE = 1 and Input open 
Inverted =0or 
VALUE =0 and 
Inverted = 1 

Off-Symbol VALUE =0 and Input closed 
Inverted = 0 or 


VALUE = 1and 
Inverted = 1 


BLOCKED = 1 Input blocked 


Flashing Red AL_UNACK = 1 and Alarm 
DISTURB = 1 unacknowledged 


DISTURB = 1 and Alarm acknowledged 

DisturbanceUsed = 1 but disturbance exists 

ERR = 1 Input error 
a 6 


Frame The Object frame 
Solid White Line SELECTED =1 Object selected 
Po Dotted Yellow Line AL_BLK = 1 Alarm blocked 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration : 


Options (bold is default) [Remarks 

E4(Green), any othercolor | 

1 Symbol false, true 
ee 

pO 

es 


1 Symbol 
DisplayColor Background N13(Grey), any other color 
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DIPD71 : Label 


Presentation: 


Generator Not Available -- 


1. LabelOn 2. LabelOff 


Behavior: 


VALUE = 1 and Input On Label visible 
Inverted = 0 or LabelOn 

VALUE = 0 and 

Inverted = 1 


VALUE = 0 and Input Off Label visible 
Inverted = 0 or LabelOff 

VALUE = 1and 

Inverted = 1 


VALUE = 1 and LabelOnColor 
Inverted = 0 or 

VALUE = 0 and 

Inverted = 1 

VALUE = 0 and LabelOffColor 
Inverted = 0 or 

VALUE = tand 

Inverted = 1 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration : 


Generator Not Available, any other 
string (1 to 25 char) 


-, any other string (1 to 25 char) 
N1(Flashing Red), any other color 
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DIPD72 : Reg. loop 


Presentation: 


2. Frame 2. Frame 


° MM : | 
bapa I 
1. On-Symbol 1. Off-Symbol 


Behavior: 


VALUE = 1 and Input open 
Inverted = 0 or 

VALUE =0 and 

Inverted = 1 


VALUE =0 and Input closed 
Inverted = 0 or 

VALUE = 1and 

Inverted = 1 


Flashing Red AL_UNACK = 1 and Alarm 
DISTURB = 1 unacknowledged 
Red 


DISTURB = 1 and Alarm acknowledged 
DisturbanceUsed = 1 but disturbance exists 
AL_UNACK = 0 or or 
ERR = 1 Input error 


es = 
CN 
[__[Farecuor Sor wnte ture |SE1eoTED = [Oversea 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration : 


1 Symbol false, true 
FrameWidth 
DisplayColor Background N13(Grey), any other color 
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DIPD73 : Reg. loop 


Presentation: 


2. Frame 2. Frame 


= aa 8 | 
a mm 
1. On-Symbol 1. Off-Symbol 


Behavior: 


VALUE = 1 and Input open 
Inverted = 0 or 

VALUE =0 and 

Inverted = 1 

VALUE = 0 and Input closed 
Inverted = 0 or 

VALUE = 1and 

Inverted = 1 


BLOCKED = 1 Input blocked 
Flashing Red AL_UNACK = 1 and Alarm 
DISTURB = 1 unacknowledged 


DISTURB = 1 and Alarm acknowledged 
DisturbanceUsed = 1 but disturbance exists 
AL_UNACK = 0 or or 
ERR = 1 Input error 


[mace 
ee 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration : 


Options (bold is default) 
E4(Green), any other color 


page 15 3BSE 014 763R0001 


Extended Display Element Library Advant Station 500 Series OS 


DIPD74 : Breaker Horizontal 2D 


Presentation: 


2. Frame 2. Frame 


N N 


1. On-Symbol 1. Off-Symbol 


Behavior: 


Shape On-Symbol VALUE =1 and Input open 
Inverted = 0 or 
VALUE =0 and 
Inverted = 1 
Off-Symbol VALUE =0 and Input closed 
Inverted = 0 or 
VALUE = 1and 
Inverted = 1 


=) a 


BLOCKED = 1 Input blocked 
Flashing Red AL_UNACK = 1 and Alarm 
DISTURB = 1 unacknowledged 


DISTURB = 1 and Alarm acknowledged 
DisturbanceUsed = 1 but disturbance exists 
ERR = 1 Input error 


Frame Rese oe a. itl The Object frame 
FrameColor Solid White Line SELECTED =1 Object selected 
Dotted Yellow Line AL_BLK = 1 Alarm blocked 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration : 


[Options (bold is default) [Remarks 
1 Symbol |K5(Green), any othercolor | 
1 Symbol false, true 
1 Symbol false, true 
2 Frame ee (ey 

ee 


DisplayColor ackground N13(Grey), any other color 
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DIPD75 : Breaker Vertical 2D 


Presentation: 


2. Frame 2. Frame 
1. On-Symbol 1. Off-Symbol 


Behavior: 


VALUE = 1 and Input open 
Inverted = 0 or 

VALUE =0 and 

Inverted = 1 

VALUE = 0 and Input closed 
Inverted = 0 or 

VALUE = 1and 

Inverted = 1 


BLOCKED = 1 Input blocked 
Flashing Red AL_UNACK = 1 and Alarm 
DISTURB = 1 unacknowledged 


DISTURB = 1 and Alarm acknowledged 
DisturbanceUsed = 1 but disturbance exists 
AL_UNACK = 0 or or 
ERR = 1 Input error 


Solid White Line SELECTED =1 Object selected 
Dotted Yellow Line AL_BLK = 1 Alarm blocked 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration : 


[Options (bold is default) [Remarks 
[K5(Green), any othercolor | 
false, true 
false, true 
Ee 

ee 


N13(Grey), any other color 
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DIPD76 : Arrow Right 


Presentation: 


2. Frame 2. Frame 
1. On-Symbol 1. Off-Symbol 


Behavior: 


Shape On-Symbol VALUE = 1 and Input open 
Inverted = 0 or 
VALUE =0 and 
Inverted = 1 
Off-Symbol VALUE =0 and Input closed 
Inverted = 0 or 
VALUE = 1and 
Inverted = 1 


—=/ oa 


BLOCKED = 1 Input blocked 
Flashing Red AL_UNACK = 1 and Alarm 
DISTURB = 1 unacknowledged 


DISTURB = 1 and Alarm acknowledged 
DisturbanceUsed = 1 but disturbance exists 
AL_UNACK = 0 or or 
ERR = 1 Input error 


(a 


The conditions are in priority order. Underlined parameters are configurable.Bold is the default value. 


Configuration: 


Parameters [Options (bold is default) [Remarks 
DarkNormalColor 1 Symbol |C3(Light Blue), any othercolor | 
LightNormalColor 1 Symbol [C3(Light Blue), any othercolor[ 
NormalColor 1 Symbol [C3(Light Blue), any othercolor [ 
ee 
es 
| 
Pee 


DisturbanceUsed 1 Symbol 
Inverted 1 Symbol 
FrameWidth 2 Frame 
DisplayColor ackground 
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DIPD77 : Arrow Left 


Presentation: 


2. Frame 


N 


1. On-Symbol 


Behavior: 


Advant Station 500 Series OS 


2. Frame 


od 


1. Off-Symbol 


VALUE = 1 and Input open 
Inverted = 0 or 

VALUE =0 and 

Inverted = 1 

VALUE = 0 and Input closed 
Inverted = 0 or 

VALUE = 1and 

Inverted = 1 


BLOCKED = 1 Input blocked 
Flashing Red AL_UNACK = 1 and Alarm 
DISTURB = 1 unacknowledged 


DISTURB = 1 and 

DisturbanceUsed = 1 but disturbance exists 
AL_UNACK =0 or or 

ERR = 1 Input error 


Light Blue | NormalColor 


Alarm acknowledged 


The Object frame 


Solid White Line SELECTED =1 Object selected 


Dotted Yellow Line AL_BLK = 1 


Alarm blocked 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration: 
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DIPD78 : Arrow Up 


Presentation: 


2. Frame 2. Frame 
1. On-Symbol 1. Off-Symbol 


Behavior: 


Preseravon —[eerain [Raman 


VALUE = 1 and Input open 
Inverted = 0 or 

VALUE =0 and 

Inverted = 1 

VALUE =0 and Input closed 
Inverted = 0 or 

VALUE = 1and 

Inverted = 1 


BLOCKED = 1 Input blocked 
AL_UNACK = 1 and Alarm 
DISTURB =1 unacknowledged 


DISTURB = 1 and Alarm acknowledged 
DisturbanceUsed = 1 but disturbance exists 
AL_UNACK = 0 or or 
ERR = 1 Input error 


Peale 
cc 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration: 


DarkNormalColor 
LightNormalColor 


N13(Grey), any other color 
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DIPD79 : Arrow Down 


Presentation: 
2. Frame 


1. On-Symbol 


Behavior: 


Advant Station 500 Series OS 


1. Off-Symbol 


VALUE = 1 and 
Inverted = 0 or 
VALUE =0 and 
Inverted = 1 


Off-Symbol VALUE =0 and 
Inverted = 0 or 
VALUE = 1and 
Inverted = 1 


Input open 
Input closed 


BLOCKED = 1 Input blocked 


Flashing Red AL_UNACK = 1 and 
DISTURB = 1 


Alarm 
unacknowledged 


Alarm acknowledged 
but disturbance exists 


DISTURB = 1 and 

DisturbanceUsed = 1 

AL_UNACK = 0 or or 
ERR = 1 Input error 


Light Blue 


NormalColor 


Solid White Line SELECTED = 1 
=A 


Object selected 


Dotted Yellow Line AL_BLK Alarm blocked 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration: 


Options (bold is default) 
C3(Light Blue), any other color 
C3(Light Blue), any other color 


false, true 


false, true 
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[Remarks 
| 
C3(Light Blue), any othercolor [| 
ee 
ee 
zs 
es 


N13(Grey), any other color 
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DIPD80 : Motor 


Presentation: 


2. Frame 2. Frame 
1. Symbol (filled) 1. Symbol (unfilled) 


Behavior: 


Prsenaton — [eonaivon ———[Remaria 


Filled-Symbol VALUE = 1 and Input open 
Inverted = 0 or 
VALUE = 0 and 
Inverted = 1 

Unfilled-Symbol VALUE = 0 and Input closed 
Inverted = 0 or 
VALUE = 1tand 
Inverted = 1 


BLOCKED = 1 Input blocked 


Flashing Red AL_UNACK = 1 and 
DISTURB = 1 Unacknowledged 
DISTURB = 1 and Alarm Acknowledged 
DisturbanceUsed = 1 or 
AL_UNACK = 0 input error 
ERR = 1 


ee ca 
cL 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration: 


false, true 


N13(Grey), any other color 
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DIPD81 : Valve Horizontal 


Presentation: 


2. Frame 2. Frame 
1. Symbol (filled) 1. Symbol (unfilled) 


Behavior: 


Filled-Symbol VALUE = 1 and Input open 
Inverted = 0 or 
VALUE = 0 and 
Inverted = 1 

Unfilled-Symbol VALUE = 0 and Input closed 
Inverted = 0 or 
VALUE = 1tand 
Inverted = 1 


ActuatorIndVis = true Actuator visible 
BLOCKED = Input blocked 


Flashing Red AL_UNACK = 1 and Alarm 
DISTURB = 1 Unacknowledged 


DISTURB = 1 and Alarm Acknowledged 
DisturbanceUsed = 1 or 

AL_UNACK = 0 input error 

ERR = 1 


Solid White Line SELECTED = 1 Object selected 
Dotted Yellow Line AL_BLK = 1 Alarm blocked 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration: 


Parameters [Options (bold is default) [Remarks 
OffColor }K16(Black), any othercolor | 
DarkNormalColor |M5(Green), any othercolor | 
LightNormalColor |L5(Green), any othercolor | 
NormalColor |K5(Green), any othercolor | 
ee 
pO 
_ 
| 
[aes 


ActuatorindVis 
DisturbanceUsed 
nverted 
Display Color 
FrameWidth 
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DIPD82 : Valve Vertical 


Presentation: 


2. Frame 2. Frame 
1. Symbol (filled) 1. Symbol (unfilled) 


Behavior: 


Presentation [oonaivon —[Rewaris 


Filled-Symbol VALUE = 1 and Input open 
Inverted = 0 or 
VALUE = 0 and 
Inverted = 1 

Unfilled-Symbol VALUE = 0 and Input closed 
Inverted = 0 or 
VALUE = tand 
Inverted = 1 


ActuatorIndVis = true Actuator visible 


BLOCKED = Input blocked 
Flashing Red AL_UNACK = 1 and Alarm 
DISTURB = 1 Unacknowledged 


ae DISTURB = 1 and Alarm Acknowledged 
DisturbanceUsed = 1 or 

AL_UNACK = 0 input error 

ERR =1 
a 


The Object frame 
Solid White Line SELECTED = 1 Object selected 
Dotted Yellow Line AL_BLK = 1 Alarm blocked 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration: 


[Options (bold is default) [Remarks 
rK16(Black), any othercolor | SSCS 
rM5(Green), any other color + —S~S~S 
rL5(Green), any other color —~+4| SSS 
rK5(Green), any other color —~+dSSSCSCSC~S 
A 
A 
A 
INTa(Black), any othercolor —=4dSSSCSC—C~S 

————r 


FrameWiath 
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DIPD83 : Pump Right Flow 


Presentation: 


2. Frame 2. Frame 


© oO 


1. Symbol (filled) 1. Symbol (unfilled) 


Behavior: 


Preseravon [Cavan [Raman 


Filled-Symbol VALUE = 1 and Input open 
Inverted = 0 or 
VALUE = 0 and 
Inverted = 1 

Unfilled-Symbol VALUE = 0 and Input closed 
Inverted = 0 or 
VALUE = 1and 
Inverted = 1 


BLOCKED = 1 Input blocked 


Flashing Red AL_UNACK = 1 and Alarm 
DISTURB = 1 Unacknowledged 


DISTURB = 1 and Alarm Acknowledged 
DisturbanceUsed = 1 or 

AL_UNACK = 0 input error 

ERR = 1 


Solid White Line SELECTED = 1 Object selected 
Dotted Yellow Line AL_BLK = 1 Alarm blocked 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration: 


false, true 


N13(Grey), any other color 
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DIPD84 : Pump Left Flow 


Presentation: 


2. Frame 2. Frame 


2 0 


1. Symbol (filled) 1. Symbol (unfilled) 


Behavior: 


Preseravon [Cavan [Raman 


Filled-Symbol VALUE = 1 and Input open 
Inverted = 0 or 
VALUE = 0 and 
Inverted = 1 

Unfilled-Symbol VALUE = 0 and Input closed 
Inverted = 0 or 
VALUE = 1and 
Inverted = 1 


BLOCKED = 1 Input blocked 


Flashing Red AL_UNACK = 1 and Alarm 
DISTURB = 1 Unacknowledged 


DISTURB = 1 and Alarm Acknowledged 
DisturbanceUsed = 1 or 

AL_UNACK = 0 input error 

ERR = 1 


Solid White Line SELECTED = 1 Object selected 
Dotted Yellow Line AL_BLK = 1 Alarm blocked 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration: 


[Options (bold is default) [Remarks 
}K16(Black), any othercolor | 
|M5(Green), any othercolor | 
|L5(Green), any othercolor | 
[K5(Green), any othercolor | 
pO 
po 
pO 
] 
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DIPD85 : Pump Up Flow 


Presentation: 


2. Frame 2. Frame 


9 Oo 


1. Symbol (filled) 1. Symbol (unfilled) 


Behavior: 


Shape Filled-Symbol VALUE = 1 and Input open 
Inverted = 0 or 
VALUE = 0 and 
Inverted = 1 
Unfilled-Symbol VALUE = 0 and Input closed 

Inverted = 0 or 
VALUE = 1and 
Inverted = 1 


BLOCKED = 1 Input blocked 
Flashing Red AL_UNACK = 1 and Alarm 
DISTURB = 1 Unacknowledged 


| DISTURB = 1 and Alarm Acknowledged 
DisturbanceUsed = 1 or 

AL_UNACK = 0 input error 

ERR =1 

a 


The Object frame 
FrameColor Solid White Line SELECTED = 1 Object selected 
Dotted Yellow Line AL_BLK = 1 Alarm blocked 


| 


[No 
— 
1 
t= 
El 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration: 


N13(Grey), any other color 


page 27 3BSE 014 763R0001 


Extended Display Element Library Advant Station 500 Series OS 


DIPD86 : Pump Down Flow 


Presentation: 


2. Frame 2. Frame 


N N 


1. Symbol (filled) 1. Symbol (unfilled) 


Behavior: 


[Ro [peserinion ~~ [iesetaton [onion [Ranants 


1 Symbol 3D Display Object 


VALUE = 1 and Input open 
Inverted = 0 or 

VALUE = 0 and 

Inverted = 1 

VALUE = 0 and Input closed 
Inverted = 0 or 

VALUE = 1and 

Inverted = 1 


BLOCKED = 1 Input blocked 
AL_UNACK = 1 and Alarm 
DISTURB = 1 Unacknowledged 


DISTURB = 1 and Alarm Acknowledged 
DisturbanceUsed = 1 or 


AL_UNACK = 0 input error 
ERR = 1 


es cae 
ce 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration: 


false, true 


N13(Grey), any other color 
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DIPD87 : Fan Right Flow 


Presentation: 


2. Frame 2. Frame 


eo 


1. Symbol (filled) 1. Symbol (unfilled) 


Behavior: 


Prsenaton — [eonaivon ———[Remaria 


Filled-Symbol VALUE = 1 and Input open 
Inverted = 0 or 
VALUE = 0 and 
Inverted = 1 

Unfilled-Symbol VALUE = 0 and Input closed 
Inverted = 0 or 
VALUE = 1tand 
Inverted = 1 


BLOCKED = 1 Input blocked 


Flashing Red AL_UNACK = 1 and 
DISTURB = 1 Unacknowledged 
DISTURB = 1 and Alarm Acknowledged 
DisturbanceUsed = 1 or 
AL_UNACK = 0 input error 
ERR = 1 


ee ca 
Lc 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration: 


false, true 
FrameWidth 


ackground N13(Grey), any other color 
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DIPD88 : Fan Left Flow 


Presentation: 


2. Frame 2. Frame 
1. Symbol (filled) 1. Symbol (unfilled) 


Behavior: 


Sa a 


Filled-Symbol VALUE = 1 and Input open 
Inverted = 0 or 
VALUE = 0 and 
Inverted = 1 

Unfilled-Symbol VALUE = 0 and Input closed 
Inverted = 0 or 
VALUE = 1and 
Inverted = 1 


BLOCKED = 1 Input blocked 


Flashing Red AL_UNACK = 1 and Alarm 
DISTURB = 1 Unacknowledged 


DISTURB = 1 and Alarm Acknowledged 
DisturbanceUsed = 1 or 

AL_UNACK = 0 input error 

ERR = 1 


Solid White Line SELECTED = 1 Object selected 
Dotted Yellow Line AL_BLK = 1 Alarm blocked 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration: 


pO 
pO 
pO 
K5(Green), any other color pO 
pO 
pO 
pO 
Pp 


N13(Grey), any other color 
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DIPD89 : Fan Up Flow 


Presentation: 


2. Frame 2. Frame 


© © 


1. Symbol (filled) 1. Symbol (unfilled) 


Behavior: 


Shape Filled-Symbol VALUE = 1 and Input open 
Inverted = 0 or 
VALUE = 0 and 
Inverted = 1 
Unfilled-Symbol VALUE = 0 and Input closed 

Inverted = 0 or 
VALUE = 1and 
Inverted = 1 


BLOCKED = 1 Input blocked 
Flashing Red AL_UNACK = 1 and Alarm 
DISTURB = 1 Unacknowledged 


| DISTURB = 1 and Alarm Acknowledged 
DisturbanceUsed = 1 or 

AL_UNACK = 0 input error 

ERR =1 

a 


The Object frame 
FrameColor Solid White Line SELECTED = 1 Object selected 
Dotted Yellow Line AL_BLK = 1 Alarm blocked 


| 


[No 
— 
1 
t= 
El 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration: 


[Remarks 
| 
fd 
K5(Green), any other color | 
ee 
| 
Sd 
N13(Grey), any other color Pp 
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DIPD90 : Fan Down Flow 


Presentation: 


2. Frame 2. Frame 


© Oo 


1. Symbol (filled) 1. Symbol (unfilled) 


Behavior: 


Preseravon [Cavan [Raman 


Filled-Symbol VALUE = 1 and Input open 
Inverted = 0 or 
VALUE = 0 and 
Inverted = 1 

Unfilled-Symbol VALUE = 0 and Input closed 
Inverted = 0 or 
VALUE = 1and 
Inverted = 1 


BLOCKED = 1 Input blocked 


Flashing Red AL_UNACK = 1 and Alarm 
DISTURB = 1 Unacknowledged 


DISTURB = 1 and Alarm Acknowledged 
DisturbanceUsed = 1 or 

AL_UNACK = 0 input error 

ERR = 1 


Solid White Line SELECTED = 1 Object selected 
Dotted Yellow Line AL_BLK = 1 Alarm blocked 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration: 


[Options (boldis default) [Remarks 
|K16(Black), any othercolor J 
|M5(Green), any othercolor | 
|L5(Green), any othercolor | 
|K5(Green), any othercolor | 
false, true 
pO 
pO 
PO 


N13(Grey), any other color 
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DIPD91 : Damper Horizontal Flow 


Presentation: 


2. Frame 2. Frame 
1. Symbol (filled) 1. Symbol (unfilled) 


Behavior: 


Filled-Symbol VALUE = 1 and Input open 
Inverted = 0 or 
VALUE = 0 and 
Inverted = 1 

Unfilled-Symbol VALUE = 0 and Input closed 
Inverted = 0 or 
VALUE = tand 
Inverted = 1 


BLOCKED = 1 Input blocked 


Flashing Red AL_UNACK = 1 and Alarm 
DISTURB = 1 Unacknowledged 


DISTURB = 1 and Alarm Acknowledged 
DisturbanceUsed = 1 or 

AL_UNACK = 0 input error 

ERR = 1 


Solid White Line SELECTED = 1 Object selected 
Dotted Yellow Line AL_BLK = 1 Alarm blocked 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration: 


Parameters [Options (boldis default) [Remarks 
OffColor /K16(Black), any othercolor | 
DarkNormalColor |M5(Green), any othercolor | 
LightNormalColor |L5(Green), any othercolor | 
NormalColor [K5(Green), any othercolor | 
DisturbanceUsed false, true 
nverted false, true 

PO 


FrameWidth 
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DIPD92 : Damper Vertical Flow 


Presentation: 


2. Frame 2. Frame 
Lt] 
1. Symbol (filled) 1. Symbol (unfilled) 


Behavior: 


Filled-Symbol VALUE = 1 and Input open 
Inverted = 0 or 
VALUE = 0 and 
Inverted = 1 

Unfilled-Symbol VALUE = 0 and Input closed 
Inverted = 0 or 
VALUE = tand 
Inverted = 1 


BLOCKED = 1 Input blocked 


Flashing Red AL_UNACK = 1 and Alarm 
DISTURB = 1 Unacknowledged 


DISTURB = 1 and Alarm Acknowledged 
DisturbanceUsed = 1 or 

AL_UNACK = 0 input error 

ERR = 1 


Solid White Line SELECTED = 1 Object selected 
Dotted Yellow Line AL_BLK = 1 Alarm blocked 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration: 


Parameters [Options (boldis default) [Remarks 
OffColor /K16(Black), any othercolor | 
DarkNormalColor |M5(Green), any othercolor | 
LightNormalColor |L5(Green), any othercolor | 
NormalColor [K5(Green), any othercolor | 
DisturbanceUsed false, true 
nverted false, true 

PO 


FrameWidth 
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DIPD93 : Breaker Horizontal 3D 


Presentation: 


2. Frame 2. Frame 


N 


— 


1. On-Symbol 1. Off-Symbol 


Behavior: 


Preseraton [oonaivon[Remais 


Filled-Symbol VALUE = 1 and Input open 
Inverted = 0 or 
VALUE = 0 and 
Inverted = 1 

Unfilled-Symbol VALUE = 0 and Input closed 
Inverted = 0 or 
VALUE = 1tand 
Inverted = 1 


BLOCKED = 1 Input blocked 


Flashing Red AL_UNACK = 1 and Alarm 
DISTURB = 1 Unacknowledged 


a DISTURB = 1 and Alarm Acknowledged 
DisturbanceUsed = 1 or 

AL_UNACK = 0 input error 

ERR =1 

eee | Beaman 


The Object frame 
Solid White Line SELECTED = 1 Object selected 
Dotted Yellow Line AL_BLK = 1 Alarm blocked 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration: 


[Remarks sid 
DarkNormalColor Po 
LightNormalColor Pp 


N13(Grey), any other color 
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DIPD94 : Breaker Vertical 3D 


Presentation: 


2. Frame 2. Frame 
1. On-Symbol 1. Off-Symbol 


Behavior: 


Filled-Symbol VALUE = 1 and Input open 
Inverted = 0 or 
VALUE = 0 and 
Inverted = 1 

Unfilled-Symbol VALUE = 0 and Input closed 
Inverted = 0 or 
VALUE = 1tand 
Inverted = 1 


BLOCKED = 1 Input blocked 
Flashing Red AL_UNACK = 1 and Alarm 
DISTURB = 1 Unacknowledged 


DISTURB = 1 and Alarm Acknowledged 
DisturbanceUsed = 1 or 

AL_UNACK = 0 input error 

ERR = 1 


Solid White Line SELECTED = 1 Object selected 
Dotted Yellow Line AL_BLK = 1 Alarm blocked 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration : 
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DIPD95 : Earth 


Presentation: 


2. Frame 2. Frame 
lj 
= 
1. On-Symbol 1. Off-Symbol 


resonaion—[eavavon —[ronats 


1.1 Shape On-Symbol VALUE = 1 and Input open 
Inverted = 0 or 
VALUE = 0 and 
Inverted = 1 
Off-Symbol VALUE = 0 and Input closed 

Inverted = 0 or 
VALUE = 1tand 
Inverted = 1 


Behavior: 


BLOCKED = 1 Input Blocked 
Flashing Red AL_UNACK = 1 and Alarm 
DISTURB = 1 Unacknowledged 


DISTURB = 1 and Alarm Acknowledged 
DisturbanceUsed = 1 or 

AL_UNACK = 0 input error 

ERR = 1 


Green NormalColor 


Solid White Line SELECTED = 1 Object selected 
=o 


rs Dotted Yellow Line |AL_BLK Alarm blocked 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration: 


[Parameters Affects | Options (bold is default) [Remarks 
NormalColor 1 Symbol K5(Yellow), any other color = 
DisturbanceUsed 1 Symbol true, false | 

—as 
——————s 
Pd 


1 Symbol false, true 
FrameWidth 
DisplayColor Background N13(Grey), any other color 
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DIPD96 : Label 


Presentation: 


On Off 


1. Label-On 1. Label-Off 


Behavior: 


Preseravon —[eavaion ‘[Remaris 


VALUE = 1 and Input closed 
Inverted = 0 or LabelOn 
VALUE = 0 and 

Inverted = 1 


VALUE = 0 and Input open 
Inverted = 0 or LabelOff 
VALUE = 1tand 

Inverted = 1 


White SELECTED = 1 Object selected 


Yellow BLOCKED = 1 and 
ERR = 1 input error 

Flashing Red AL_UNACK = 1 and 
ERR =1 Unacknowledged 
DISTURB = 1 and Alarm Acknowledged 
DisturbanceUsed = 1 or |o 
ERR = 1 input error 

Yellow VALUE = 1 and Input open 
Inverted = 0 or LabelOnColor 
VALUE = 0 and 
Inverted = 1 


Magenta VALUE = 0 and Input closed 
Inverted = 0 or LabelOffColor 
VALUE = 1and 
Inverted = 1 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration: 


Parameters [Options (boldis default) [Remarks 
[On, any other string(max20char) [| 
[Off, any other string (max 20char) [| 
|M3(Yellow), any othercolor [| 
|M11(Magenta), any othercolor {| 
[FC10, anyotherfont | 

pO 

———eE 


DisturbanceUsed 
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DIPD97 : Indicator (F/B) 


Presentation: 


2. Frame 2. Frame 


N N 


1. F-Symbol 1. B-Symbol 


Behavior: 


Presentation [Conaivon —[omaris 


F DISTURB = 1 and Alarm 
DisturbanceUsed = 1 or unacknowledged 
AL_UNACK = 1 


AL_BLK =10R Alarm acknowledged 
AL_P_BLK = 1 or 
RP_F_BLK = 1 
Yellow flash RP_F_BLK = 1 PF 
Yellow AL_BLK = 1 0R Alarm Blocked 
AL_P_BLK = 1 
Red flash AL_UNACK = 1 Alarm 
unacknowledged 
Red DISTURB = 1 Alarm acknowledged 
Solid White Line SELECTED = 1 Object selected 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration: 


Options (bold is default) [Remarks 
FC40, any other font ——EEEEarn 
true, false 
false, true 

ye 


FrameWidth 
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DIPD98 : Diamond 3D 


Presentation: 


2. Frame 2. Frame 


N ‘N 


1. Symbol (filled) 1. Symbol (unfilled) 


Behavior: 


Filled VALUE = 1 and Input closed 
Inverted = 0 or 
VALUE = 0 and 
Inverted = 1 

Unfilled VALUE = 0 and Input open 
Inverted = 0 or 
VALUE = 1tand 
Inverted = 1 


BLOCKED = 1 Input Blocked 
Flashing Red AL_UNACK = 1 Alarm 
Unacknowledged 


DISTURB = 1 and Input error 
DisturbanceUsed = 1 or 
ERR = 1 
Solid White Line SELECTED = 1 Object selected 
Dotted Yellow Line AL_BLK = 1 Alarm blocked 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration: 


[Options (bold is default) [Remarks | 
rK16(Black), any othercolor | SSS 
rM5(Green), any other color +4 SCS 
[L5(Green), any other color —*sY| SSCS 
rK5(Green), any other color ——S«d SSSSCSCSCS~CS~S 
false,tue—SSCSC“~idSCSC‘“‘“=*SC~* 
false, true — 
rT 
— 
ras 
a 
| 


, any other character 


FrameWidth 
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3.5. Display 
DISP81 : Arrow Right 


Presentation: 


> 


1. 2D-Symbol 1. 3D-Symbol 


Behavior: 


es ce 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration: 
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DISP82 : Arrow Up 


Presentation: 


A A 


1. 2D-Symbol 1. 3D-Symbol 


Behavior: 


Presentation [oonaivon——[Rewaris 


2D-Symbol GraphicType = false Pe 
3D-Symbol GraphicType = true PO 


LightGrey GraphicType = true Light3DColor 
DarkGrey GraphicType = true Dark3DColor 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration : 
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< 


1. 2D-Symbol 1. 3D-Symbol 


DISP83 : Arrow Left 


Presentation: 


Behavior: 


[No [peserinion[Presetaton [onion [Renate 


2D-Symbol GraphicType = false Po 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


1 
1.1 
1.2 


Configuration: 


B1(Grey), any other color 
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DISP84 : Arrow Down 


Presentation: 


Vv 


1. 2D-Symbol 1. 3D-Symbol 


Behavior: 


Beeson [Faravon [Sona [Ronee 
Symbol Po 3D Display Object 


2D-Symbol GraphicType = false 


—— 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration: 
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3.6. Digital Outputs 
DOPD69 : Reg. Loop 


Presentation: 


1. On-Symbol 1. Off-Symbol 


Behavior: 


eevaiion —emars 


VALUE = 1 and 
Inverted = 0 or 
VALUE = 0 and 
Inverted = 1 


VALUE = 0 and 
Inverted = 0 or 
VALUE = 1and 
Inverted = 1 


OUTP_BLK Output blocked 


7 
AL_UNACK = 1 Alarm 
unacknowledged 
=1 


Lc 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


ERR = 1 Output error 
=1 


Configuration: 


[Parameters sd Affects | Options (bold is default) [Remarks 
AutoColor 1 Symbol K11(Magenta), any othercolor | | 
1 Symbol K9(Cyan), any other color = 
Po 
PO 
———$— 


1 Symbol 
FrameWidth 
DisplayColor Background N13(Grey), any other color 
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DOPD70 : Reg. Loop 


Presentation: 
2. Frame 2. Frame 
1. On-Symbol 1. Off-Symbol 


Behavior: 


eevaon [reais 


VALUE = 1 and 
Inverted = 0 or 
VALUE = 0 and 
Inverted = 1 


VALUE = 0 and 
Inverted = 0 or 
VALUE = 1and 
Inverted = 1 


OUTP_BLK Output blocked 


1 
AL_UNACK = 1 Alarm 
unacknowledged 
=1 


ee 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


ERR = 1 Output error 
=1 


Configuration: 


[Parameters sf Affects Options (boldis default) | Remarks 
|AutoColor A Symbol _—s K1.4(Magentta), any othercolor | 
[ManColor A Symbol sd K9(Cyan), any othercolor | 
Inverted Symbol ifalseytrue 
[FrameWidth 2 Frame 

PO 


DisplayColor Background N13(Grey), any other color 
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DOPD72 : Reg. Loop 


Presentation: 


2. Frame 2. Frame 
= MN, | 
rs I 
1. On-Symbol 1. Off-Symbol 


Behavior: 


Besetptin [Prevention [oanion [Remerig 
2D Display Object 


VALUE = 1 and 
Inverted = 0 or 
VALUE = 0 and 
Inverted = 1 


VALUE = 0 and 
Inverted = 0 or 

VALUE = 1and 

Inverted = 1 


Output blocked 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration: 


Options (bold is default) Remarks 
K11(Magenta), any othercolor [| sd 
1 Symbol K9(Cyan), any other color Pe 
1 Po 
[  — 
4 


Symbol 
DisplayColor Background N13(Grey), any other color 
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DOPD73 : Reg. Loop 


Presentation: 


2. Frame 2. Frame 
= 4 x | 
4 WY 
1. On-Symbol 1. Off-Symbol 


Behavior: 


Besetptin [Prevention [oanion [Remerig 
2D Display Object 


VALUE = 1 and 
Inverted = 0 or 
VALUE = 0 and 
Inverted = 1 


VALUE = 0 and 
Inverted = 0 or 
VALUE = 1and 
Inverted = 1 


Output blocked 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration: 


[Parameters sd Affects | Options (bold is default) [Remarks 
AutoColor 1 Symbol K11(Magenta), any othercolor | | 
Symbol K9(Cyan), any other color Po 
Po 
Po 
Pd 


1 
1 Symbol 
FrameWidth 
DisplayColor Background N13(Grey), any other color 
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DOPD81 : Valve Horizontal 


Presentation: 


2. Frame 
1. Symbol (filled) 


Behavior: 


Advant Station 500 Series OS 


2. Frame 


‘tA 


1. Symbol (unfilled) 


Besson [Pieseiaton[oonaivon [Remaris 


Actuator visible 


VALUE = 1 and 
Inverted = 0 or 
VALUE = 0 and 
Inverted = 1 

VALUE = 0 and 
Inverted = 0 or 
VALUE = 1and 
Inverted = 1 


Output blocked 


Alarm 
unacknowledged 
Output error 
AutoColor 

The Object frame 
Object selected 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration: 
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DOPD82 : Valve Vertical 


Presentation: 


2. Frame 2. Frame 
1. Symbol (filled) 1. Symbol (unfilled) 


Behavior: 


VALUE = 1 and 
Inverted = 0 or 
VALUE = 0 and 
Inverted = 1 

VALUE = 0 and 
Inverted = 0 or 
VALUE = 1and 
Inverted = 1 


ActuatorIndVis = true 
OUTP_BLK = 1 Output blocked 


Alarm 
unacknowledged 
Output error 


Solid White Line SELECTED = 1 Object selected 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration: 


Parameters 
OffColor 
DarkAutoColor 
MediumAutoColor 
LightAutoColor 
DarkManColor 


MediumManColor 
LightManColor 
DisplayColor 
ActuatorindVis 
FrameWidth 


Inverted false, true 
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DOPD83 : Reg. Loop 


Presentation: 


2. Frame 2. Frame 
| ‘EE 
»~ 77 
1. On-Symbol 1. Off-Symbol 


Behavior: 


VALUE = 1 and 
Inverted =0 or 
VALUE = 0 and 
Inverted = 1 

VALUE = 0 and 
Inverted = 0 or 
VALUE = 1and 
Inverted = 1 


Output blocked 


Alarm 
unacknowledged 
Output error 
AutoColor 

The Object frame 


Object selected 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration: 


Parameters 
OffColor 
DarkAutoColor 
MediumAutoColor 
LightAutoColor 
DarkManColor 
MediumManColor 
LightManColor 
DisplayColor 
FrameWidth 


nverted false, true 
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DOPD84 : Pushbutton Square 


Presentation: 


2. Indicator 2. Indicator 
3. Frame 3. Frame 
1. On-Symbol 1. Off-Symbol 


Behavior: 


VALUE = 1 and Pressed in 
Inverted = 0 or Output On 
VALUE = 0 and 

Inverted = 1 

VALUE = 0 and Output Off 
Inverted = 0 or 
VALUE = 1and 
Inverted = 1 


OUTP_BLK 


_BLK = 1 
ERR = 1 Output errror 
MAN = 1 ManColor 


Output blocked 


MAN = 0 AutoColor 
MAN = 0 Auto Mode 


MAN = 0 CrossAutoColor 


VALUE = 1 and LabelColor 
Inverted = 0 or 
VALUE = 0 and 
Inverted = 1 
VALUE = 0 and LabelOffColor 
Inverted = 0 or 

VALUE = 1and 

Inverted = 1 


SELECTED = 1 Object selected 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 
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Configuration : 


DarkAutoColor 
MediumAutoColor 
LightAutoColor 
DarkManColor 
MediumManColor 
LightManColor 
CrossAutoColor 


r 


LabelColor 
LabelOffColor 


DisplayColor 
FrameWidth 
nverted 


LabelFont 
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13(Grey), any other color 


a|7 


Ise, true 


=h | ok 
are 
nN 


a 
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DOPD85 : Pushbutton Diamond 


Presentation: 


3. Frame 


N 


1. On-Symbol 


Behavior: 


Advant Station 500 Series OS 


2. Indicator 


3. Frame : 2. Indicator 


1. Off-Symbol 


VALUE = 1 and 
Inverted = 0 or 
VALUE = 0 and 
Inverted = 1 

VALUE = 0 and 
Inverted = 0 or 
VALUE = 1and 
Inverted = 1 


BLK = 1 
ERR = 1 
MAN = 1 
MAN = 0 
MAN = 0 


MAN = 0 


VALUE = 1 and 
Inverted = 0 or 
VALUE = 0 and 
Inverted = 1 

VALUE = 0 and 
Inverted = 0 or 
VALUE = 1and 
Inverted = 1 


3D Display Object 


Pressed in 
Output On 


Output Off 


Output blocked 
Output errror 
ManColor 
AutoColor 


Auto Mode 
Label 
CrossAutoColor 


LabelColor 


LabelOffColor 


The Object frame 
Object selected 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 
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Configuration: 


DarkAutoColor 
MediumAutoColor 
LightAutoColor 
DarkManColor 
MediumManColor 
LightManColor 
CrossAutoColor 


r 


LabelColor 
LabelOffColor 


DisplayColor 
FrameWidth 
nverted 


LabelFont 
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13(Grey), any other color 


a|7 


Ise, true 


=h | ok 
are 
nN 


a 
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3.7. Binary Control (GENBIN) 
GBIPD71 : 3-Valve Long (Left/Right/Down) 


Presentation: 


2. Flag 2. Flag 


Nac Nac 


3. Frame 


N 


Pe > 


1. On-Symbol 1. Off-Symbol 


3. Frame 


Behavior: 


resenavon—— [eonaivon[ravans 
a 
rsmit Posters | 
rsmetPOSTares 
a 
eae 


(PC_ST_24 = PC_ST_25) Off OffColor 


Flashing Red AU_ST_00 = 1 or Unacknowledged signal error 
AU_ST_01=1 or UnAck alarm feedback error 
AU_ST_04 =1 or UnAck alarm Hi limit2 
AU_ST_05 = 1 or UnAck alarm HI limit1 


AU_ST_06 = 1 or UnAck alarm Lo limit1 
AU_ST_07=1 UnAck alarm Lo limit2 


AlarmFlashingColor 


PC_ST_00=1 or Signal error 
PC_ST_01=10o0r Alarm feedback error 
PC_ST_04=1o0r Alarm Hi limit2 
PC_ST_05=1or Alarm HI limit1 
PC_ST_06 = 1 or Alarm Lo limit! 
PC_ST_07 = 1 Alarm Lo limit2 
AlarmColor 


Flashing Green PC_ST_25=1 and OnFlashingColor 
PC_ST_ 24=0 
Light Green PC_ST_24 = PC_ST_25 On OnColor 
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oi 


Flags Status Indication 


AU_ST_00 = 1 or Alarm Indication 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05 = 1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 or 
PC_ST_00=1 or 
PC_ST_01=1o0r 
PC_ST_04=1o0r 
PC_ST_05=10o0r 
PC_ST_06=1 or 
PC_ST_07=1 


PC_ST_08-11 =1 Interlock Indication 


Flashing Red AU_ST_00 = 1 or AlarmFlashingColor 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05=1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 


PC_ST_00=1 or AlarmColor 
PC_ST_01=10o0r 

PC_ST_04=10o0r 

PC_ST_05=10o0r 

PC_ST_06=1 or 

PC_ST_07=1 


Yellow PC_ST_ 08-1 1 =1 InterlockColor 
Manual Indication 
Auto Indication 
Blocked Indication 
Standby Indication 


Mode Indication 


Mode Indication color 


ModeColor 


Remote Indication 


Local Indication 
Central Indication 


eee es 
Solid White Line SELECTED = 1 
Dotted Yellow Line AL_BLK = 1 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Control Indication 


Control indication 


FrameColor 


oO 
ee 
3 =) 
@O 
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Configuration: 


Remarks 
ymbol 
ymbol 
ymbol 
ymbol 
ymbol 


Parameters 
TopLeftColor 
BottomRightColor 
OnColor 

OffColor 
TopLeftFlashingColor 
BottomRightFlashingColor 
OnFlashingColor 
TopLeftAlarmColor 
BottomRightAlarmColor 
AlarmColor 
AlarmFlashingColor 
InterlockColor 
ModelndVis 
ModeColor 
ControllndVis 
ControlColor 
ActuatorIndVis 

Font 

FrameWidth 
DisplayColor 


ymbol 
ymbol 
ymbol 
ymbol 


ymbol 
Flag 
Flag 
Flag 
Flag 
Flag 
Frame 


ackground N13(Grey), any other color 
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Extended Display Element Library Advant Station 500 Series OS 


GBIPD72 : 3-Valve Long (Left/Left/Down) 


Presentation: 


2. Flag 2. Flag 
3. Frame A C 3. Frame A C 
1. On-Symbol 1. Off-Symbol 


Behavior: 


ActuatorIndVis = 1 Actuator Indication Visible 
Black = PC_ST 24=PC ST 25 Off OffColor 


Flashing Red AU_ST_00 = 1 or Unacknowledged signal error 
AU_ST_01=1 or UnAck alarm feedback error 
AU_ST_04 =1 or UnAck alarm Hi limit2 
AU_ST_05 = 1 or UnAck alarm HI limit1 


AU_ST_06 = 1 or UnAck alarm Lo limit1 
AU_ST_07=1 UnAck alarm Lo limit2 


AlarmFlashingColor 


PC_ST_00 =1 or Signal error 
PC_ST_01=10o0r Alarm feedback error 
PC_ST_04=10r Alarm Hi limit2 
PC_ST_05=1or Alarm HI limit1 
PC_ST_06 = 1 or Alarm Lo limit! 
PC_ST_07=1 Alarm Lo limit2 
AlarmColor 


Flashing Green PC_ST_25=1 and OnFlashingColor 
PC_ST 24=0 
Light Green PC_ST_24 = PC_ST_25 On OnColor 
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Extended Display Element Library Advant Station 500 Series OS 


oi 


Flags Status Indication 


AU_ST_00 = 1 or Alarm Indication 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05 = 1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 or 
PC_ST_00=1 or 
PC_ST_01=1o0r 
PC_ST_04=1o0r 
PC_ST_05=10o0r 
PC_ST_06=1 or 
PC_ST_07=1 


PC_ST_08-11 =1 Interlock Indication 


Flashing Red AU_ST_00 = 1 or AlarmFlashingColor 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05=1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 


PC_ST_00=1 or AlarmColor 
PC_ST_01=10o0r 

PC_ST_04=10o0r 

PC_ST_05=10o0r 

PC_ST_06=1 or 

PC_ST_07=1 


Yellow PC_ST_ 08-1 1 =1 InterlockColor 
Manual Indication 
Auto Indication 
Blocked Indication 
Standby Indication 


Mode Indication 


Mode Indication color 


ModeColor 


Remote Indication 


Local Indication 
Central Indication 


eee es 
Solid White Line SELECTED = 1 
Dotted Yellow Line AL_BLK = 1 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Control Indication 


Control indication 


FrameColor 
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Extended Display Element Library Advant Station 500 Series OS 


Configuration: 


Remarks 
ymbol 
ymbol 
ymbol 
ymbol 
ymbol 


Parameters 
TopLeftColor 
BottomRightColor 
OnColor 

OffColor 
TopLeftFlashingColor 
BottomRightFlashingColor 
OnFlashingColor 
TopLeftAlarmColor 
BottomRightAlarmColor 
AlarmColor 
AlarmFlashingColor 
InterlockColor 
ModelndVis 
ModeColor 
ControllndVis 
ControlColor 
ActuatorIndVis 

Font 

FrameWidth 
DisplayColor 


ymbol 
ymbol 
ymbol 
ymbol 


ymbol 
Flag 
Flag 
Flag 
Flag 
Flag 
Frame 


ackground N13(Grey), any other color 
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Extended Display Element Library Advant Station 500 Series OS 


GBIPD73 : 3-Valve Long (Left/Right/Down) 


Presentation: 


2. Flag 2. Flag 


NAc Nac 


3. Frame 


N 


LP > 


1. On-Symbol 1. Off-Symbol 


3. Frame 


Behavior: 


ActuatorIndVis = 1 Actuator Indication Visible 
Black = PC_ST 24=PC ST 25 Off OffColor 


Flashing Red AU_ST_00 = 1 or Unacknowledged signal error 
AU_ST_01=1 or UnAck alarm feedback error 
AU_ST_04 =1 or UnAck alarm Hi limit2 
AU_ST_05 = 1 or UnAck alarm HI limit1 


AU_ST_06 = 1 or UnAck alarm Lo limit1 
AU_ST_07=1 UnAck alarm Lo limit2 


AlarmFlashingColor 


PC_ST_00 =1 or Signal error 
PC_ST_01=10o0r Alarm feedback error 
PC_ST_04=10r Alarm Hi limit2 
PC_ST_05=1or Alarm HI limit1 
PC_ST_06 = 1 or Alarm Lo limit! 
PC_ST_07=1 Alarm Lo limit2 
AlarmColor 


Flashing Green PC_ST_25=1 and OnFlashingColor 
PC_ST 24=0 
Light Green PC_ST_24 = PC_ST_25 On OnColor 
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Extended Display Element Library Advant Station 500 Series OS 


oi 


Flags Status Indication 


AU_ST_00 = 1 or Alarm Indication 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05 = 1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 or 
PC_ST_00=1 or 
PC_ST_01=1o0r 
PC_ST_04=1o0r 
PC_ST_05=10o0r 
PC_ST_06=1 or 
PC_ST_07=1 


PC_ST_08-11 =1 Interlock Indication 


Flashing Red AU_ST_00 = 1 or AlarmFlashingColor 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05=1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 


PC_ST_00=1 or AlarmColor 
PC_ST_01=10o0r 

PC_ST_04=10o0r 

PC_ST_05=10o0r 

PC_ST_06=1 or 

PC_ST_07=1 


Yellow PC_ST_ 08-1 1 =1 InterlockColor 
Manual Indication 
Auto Indication 
Blocked Indication 
Standby Indication 


Mode Indication 


Mode Indication color 


ModeColor 


Remote Indication 


Local Indication 
Central Indication 


eee es 
Solid White Line SELECTED = 1 
Dotted Yellow Line AL_BLK = 1 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Control Indication 


Control indication 


FrameColor 
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Extended Display Element Library Advant Station 500 Series OS 


Configuration: 


Remarks 
ymbol 
ymbol 
ymbol 
ymbol 
ymbol 


Parameters 
TopLeftColor 
BottomRightColor 
OnColor 

OffColor 
TopLeftFlashingColor 
BottomRightFlashingColor 
OnFlashingColor 
TopLeftAlarmColor 
BottomRightAlarmColor 
AlarmColor 
AlarmFlashingColor 
InterlockColor 
ModelndVis 
ModeColor 
ControllndVis 
ControlColor 
ActuatorIndVis 

Font 

FrameWidth 
DisplayColor 


ymbol 
ymbol 
ymbol 
ymbol 


ymbol 
Flag 
Flag 
Flag 
Flag 
Flag 
Frame 


ackground N13(Grey), any other color 
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Extended Display Element Library Advant Station 500 Series OS 


GBIPD74 : 3-Valve Horizontal/Down 


Presentation: 


2. Flag 2. Flag 


3. Frame Nia C 3. Frame Nia G 
Ss N 


1. On-Symbol 1. Off-Symbol 


Behavior: 


AU_ST_00=1 or Unacknowledged signal error 
AU_ST_01=1 or UnAck alarm feedback error 
AU_ST_04=1 or UnAck alarm Hi limit2 
AU_ST_05 = 1 or UnAck alarm HI limit1 
AU_ST_06 = 1 or UnAck alarm Lo limit1 
AU_ST_07 = 1 UnAck alarm Lo limit2 
AlarmFlashingColor 


PC_ST_00=1 or Signal error 
PC_ST_01=1o0r Alarm feedback error 
PC_ST_04=1o0r Alarm Hi limit2 
PC_ST_05=1or Alarm HI limit1 
PC_ST_06 = 1 or Alarm Lo limit! 
PC_ST_07=1 Alarm Lo limit2 
AlarmColor 


Flashing Green PC_ST_25=1 and OnFlashingColor 
PC_ST 24=0 
Light Green PC_ST_24 = PC_ST_25 On OnColor 
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Extended Display Element Library Advant Station 500 Series OS 


oi 


Flags Status Indication 


AU_ST_00 = 1 or Alarm Indication 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05 = 1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 or 
PC_ST_00=1 or 
PC_ST_01=1o0r 
PC_ST_04=1o0r 
PC_ST_05=10o0r 
PC_ST_06=1 or 
PC_ST_07=1 


PC_ST_08-11 =1 Interlock Indication 


Flashing Red AU_ST_00 = 1 or AlarmFlashingColor 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05=1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 


PC_ST_00=1 or AlarmColor 
PC_ST_01=10o0r 

PC_ST_04=10o0r 

PC_ST_05=10o0r 

PC_ST_06=1 or 

PC_ST_07=1 


Yellow PC_ST_ 08-1 1 =1 InterlockColor 
Manual Indication 
Auto Indication 
Blocked Indication 
Standby Indication 


Mode Indication 


Mode Indication color 


ModeColor 


Remote Indication 


Local Indication 
Central Indication 


eee es 
Solid White Line SELECTED = 1 
Dotted Yellow Line AL_BLK = 1 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Control Indication 


Control indication 


FrameColor 
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Extended Display Element Library Advant Station 500 Series OS 


Configuration: 


Remarks 
ymbol 
ymbol 
ymbol 
ymbol 
ymbol 


Parameters 
TopLeftColor 
BottomRightColor 
OnColor 

OffColor 
TopLeftFlashingColor 
BottomRightFlashingColor 
OnFlashingColor 
TopLeftAlarmColor 
BottomRightAlarmColor 
AlarmColor 
AlarmFlashingColor 
InterlockColor 
ModelndVis 
ModeColor 
ControllndVis 
ControlColor 
ActuatorIndVis 

Font 

FrameWidth 
DisplayColor 


ymbol 
ymbol 
ymbol 
ymbol 


ymbol 
Flag 
Flag 
Flag 
Flag 
Flag 
Frame 


ackground N13(Grey), any other color 
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Extended Display Element Library Advant Station 500 Series OS 


GBIPD75 : 3-Valve Vertical/Left 


Presentation: 


3. Frame 3. Frame 


WN 2. Flag WN 2. Flag 
a> <a 
C C 


1. On-Symbol 1. Off-Symbol 


Behavior: 


Besernton [Presentation [eoniion [Remarke 
cram (USS (2000 cca 

Gc a 

ActuatorIndVis = 1 Actuator Indication Visible 

a ee 


AU_ST_00 = 1 or Unacknowledged signal error 
AU_ST_01=1 or UnAck alarm feedback error 
AU_ST_04 =1 or UnAck alarm Hi limit2 
AU_ST_05 = 1 or UnAck alarm HI limit? 


AU_ST_06 = 1 or UnAck alarm Lo limit? 
AU_ST_07=1 UnAck alarm Lo limit2 


AlarmFlashingColor 


PC_ST_00 = 1 or Signal error 
PC_ST_01=10o0r Alarm feedback error 
PC_ST_04=1 or Alarm Hi limit2 
PC_ST_05=1 or Alarm HI limit1 
PC_ST_06 =1or Alarm Lo limit1 
PC_ST_07=1 Alarm Lo limit2 
AlarmColor 


Flashing Green PC_ST_25=1 and OnFlashingColor 
PC_ST 24=0 
Light Green PC_ST_24 = PC_ST_25 On OnColor 
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Extended Display Element Library Advant Station 500 Series OS 


oi 


Flags Status Indication 


AU_ST_00 = 1 or Alarm Indication 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05 = 1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 or 
PC_ST_00=1 or 
PC_ST_01=1o0r 
PC_ST_04=1o0r 
PC_ST_05=10o0r 
PC_ST_06=1 or 
PC_ST_07=1 


PC_ST_08-11 =1 Interlock Indication 


Flashing Red AU_ST_00 = 1 or AlarmFlashingColor 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05=1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 


PC_ST_00=1 or AlarmColor 
PC_ST_01=10o0r 

PC_ST_04=10o0r 

PC_ST_05=10o0r 

PC_ST_06=1 or 

PC_ST_07=1 


Yellow PC_ST_ 08-1 1 =1 InterlockColor 
Manual Indication 
Auto Indication 
Blocked Indication 
Standby Indication 


Mode Indication 


Mode Indication color 


ModeColor 


Remote Indication 


Local Indication 
Central Indication 


eee es 
Solid White Line SELECTED = 1 
Dotted Yellow Line AL_BLK = 1 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Control Indication 


Control indication 


FrameColor 
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Extended Display Element Library Advant Station 500 Series OS 


Configuration: 


Remarks 
ymbol 
ymbol 
ymbol 
ymbol 
ymbol 


Parameters 
TopLeftColor 
BottomRightColor 
OnColor 

OffColor 
TopLeftFlashingColor 
BottomRightFlashingColor 
OnFlashingColor 
TopLeftAlarmColor 
BottomRightAlarmColor 
AlarmColor 
AlarmFlashingColor 
InterlockColor 
ModelndVis 
ModeColor 
ControllndVis 
ControlColor 
ActuatorIndVis 

Font 

FrameWidth 
DisplayColor 


ymbol 
ymbol 
ymbol 
ymbol 


ymbol 
Flag 
Flag 
Flag 
Flag 
Flag 
Frame 


ackground N13(Grey), any other color 
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Extended Display Element Library Advant Station 500 Series OS 


GBIPD76 : 3-Valve Vertical/Right 


Presentation: 


3. Frame 3. Frame 
2. Flag Y 2. Flag 
Nin Nin 
C C 
1. On-Symbol 1. Off-Symbol 


Behavior: 


Symbol 


On-Symbol PC_ST 24<>PC_ST 25 


1 
1.1 
1.2 


Off-Symbol PC_ST_24=PC_ST 25 
Color 


Flashing Red AU_ST_00 = 1 or Unacknowledged signal error 
AU_ST_01=1o0r UnAck alarm feedback error 
AU_ST_04=1 or UnAck alarm Hi limit2 
AU_ST_05 = 1 or UnAck alarm HI limit1 
AU_ST_06 = 1 or UnAck alarm Lo limit? 
AU_ST_07=1 UnAck alarm Lo limit2 
AlarmFlashingColor 


Flashing Green PC_ST_25=1 and OnFlashingColor 
PC_ST 24=0 
Light Green PC_ST_24 = PC_ST_25 On OnColor 


PC_ST_00 = 1 or Signal error 
PC_ST_01=10o0r Alarm feedback error 
PC_ST_04=1 or Alarm Hi limit2 
PC_ST_05=1or Alarm HI limit1 
PC_ST_06=1or Alarm Lo limit1 
PC_ST_07 = 1 Alarm Lo limit2 
AlarmColor 
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Extended Display Element Library Advant Station 500 Series OS 


oi 


Flags Status Indication 


AU_ST_00 = 1 or Alarm Indication 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05 = 1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 or 
PC_ST_00=1 or 
PC_ST_01=1o0r 
PC_ST_04=1o0r 
PC_ST_05=10o0r 
PC_ST_06=1 or 
PC_ST_07=1 


PC_ST_08-11 =1 Interlock Indication 


Flashing Red AU_ST_00 = 1 or AlarmFlashingColor 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05=1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 


PC_ST_00=1 or AlarmColor 
PC_ST_01=10o0r 

PC_ST_04=10o0r 

PC_ST_05=10o0r 

PC_ST_06=1 or 

PC_ST_07=1 


Yellow PC_ST_ 08-1 1 =1 InterlockColor 
Manual Indication 
Auto Indication 
Blocked Indication 
Standby Indication 


Mode Indication 


Mode Indication color 


ModeColor 


Remote Indication 


Local Indication 
Central Indication 


eee es 
Solid White Line SELECTED = 1 
Dotted Yellow Line AL_BLK = 1 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Control Indication 


Control indication 


FrameColor 
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Extended Display Element Library Advant Station 500 Series OS 


Configuration: 


Remarks 
ymbol 
ymbol 
ymbol 
ymbol 
ymbol 


Parameters 
TopLeftColor 
BottomRightColor 
OnColor 

OffColor 
TopLeftFlashingColor 
BottomRightFlashingColor 
OnFlashingColor 
TopLeftAlarmColor 
BottomRightAlarmColor 
AlarmColor 
AlarmFlashingColor 
InterlockColor 
ModelndVis 
ModeColor 
ControllndVis 
ControlColor 
ActuatorIndVis 

Font 

FrameWidth 
DisplayColor 


ymbol 
ymbol 
ymbol 
ymbol 


ymbol 
Flag 
Flag 
Flag 
Flag 
Flag 
Frame 


ackground N13(Grey), any other color 
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Extended Display Element Library Advant Station 500 Series OS 


GBIPD77 : 3-Valve Horizontal/Up 


Presentation: 


3. Frame 3. Frame 


N N 


2. Flag 2. Flag 


wa wa 


1. On-Symbol 1. Off-Symbol 


Behavior: 


Besernton [Presentation [eoniion [Remarke 
cram (USS (2000 cca 
ic GS 

ActuatorIndVis = 1 Actuator Indication Visible 
a ee 


AU_ST_00 = 1 or Unacknowledged signal error 
AU_ST_01=1 or UnAck alarm feedback error 
AU_ST_04 = 1 or UnAck alarm Hi limit2 
AU_ST_05 = 1 or UnAck alarm HI limit? 


AU_ST_06 = 1 or UnAck alarm Lo limit? 
AU_ST_07=1 UnAck alarm Lo limit2 


AlarmFlashingColor 


PC_ST_00 = 1 or Signal error 
PC_ST_01=10o0r Alarm feedback error 
PC_ST_04=1 or Alarm Hi limit2 
PC_ST_05=1 or Alarm HI limit1 
PC_ST_06 =1or Alarm Lo limit1 
PC_ST_07=1 Alarm Lo limit2 
AlarmColor 


Flashing Green PC_ST_25=1 and OnFlashingColor 
PC_ST 24=0 
Light Green PC_ST_24 = PC_ST_25 On OnColor 
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Flags Status Indication 


AU_ST_00 = 1 or Alarm Indication 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05 = 1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 or 
PC_ST_00=1 or 
PC_ST_01=1o0r 
PC_ST_04=1o0r 
PC_ST_05=10o0r 
PC_ST_06=1 or 
PC_ST_07=1 


PC_ST_08-11 =1 Interlock Indication 


Flashing Red AU_ST_00 = 1 or AlarmFlashingColor 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05=1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 


PC_ST_00=1 or AlarmColor 
PC_ST_01=10o0r 

PC_ST_04=10o0r 

PC_ST_05=10o0r 

PC_ST_06=1 or 

PC_ST_07=1 


Yellow PC_ST_ 08-1 1 =1 InterlockColor 
Manual Indication 
Auto Indication 
Blocked Indication 
Standby Indication 


Mode Indication 


Mode Indication color 


ModeColor 


Remote Indication 


Local Indication 
Central Indication 


eee es 
Solid White Line SELECTED = 1 
Dotted Yellow Line AL_BLK = 1 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Control Indication 


Control indication 


FrameColor 
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Extended Display Element Library Advant Station 500 Series OS 


Configuration: 


Remarks 
ymbol 
ymbol 
ymbol 
ymbol 
ymbol 


Parameters 
TopLeftColor 
BottomRightColor 
OnColor 

OffColor 
TopLeftFlashingColor 
BottomRightFlashingColor 
OnFlashingColor 
TopLeftAlarmColor 
BottomRightAlarmColor 
AlarmColor 
AlarmFlashingColor 
InterlockColor 
ModelndVis 
ModeColor 
ControllndVis 
ControlColor 
ActuatorIndVis 

Font 

FrameWidth 
DisplayColor 


ymbol 
ymbol 
ymbol 
ymbol 


ymbol 
Flag 
Flag 
Flag 
Flag 
Flag 
Frame 


ackground N13(Grey), any other color 
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Extended Display Element Library Advant Station 500 Series OS 


GBIPD78 : Damper Horizontal Flow 


Presentation: 


2: — 2. < 
3. Frame A C 3. Frame A C 
1. On-Symbol 1. Off-Symbol 


Behavior: 


reseniaten— [eondon—Remeis 


On-Symbol PC_ST_24 <> PC_ST_25 Po 
Off-Symbol PC_ST_24 = PC_ST_25 Po 


TopLeftEdge Green flashing PC_ST_25 =1 and TopLeftFlashingColor 
PC_ST 24=0 


PC_ST_24=PC_ST_ 25 TopLeftColor 
Light Green PC_ST_ 24 <>PC_ST_ 25 BottomRightColor 


BottomRightEdge Green flashing PC_ST_25 = 1 and BottomRightFlashingColor 


=e 


—=/ oa 
=e 


PC ST 24=0 


PC_ST_24<> PC_ST_25 TopLeftColor 
Light Green PC_ST_24 = PC_ST_25 BottomRightColor 


Center Square (PC_ST_24=PC_ST_25) Off OffColor 


Flashing Red AU_ST_00 = 1 or Unacknowledged signal error 
AU_ST_01 =1 or UnAck alarm feedback error 
AU_ST_04 =1 or UnAck alarm Hi limit2 
AU_ST_05 = 1 or UnAck alarm HI limit1 


AU_ST_06 = 1 or UnAck alarm Lo limit? 
AU_ST_07 = 1 UnAck alarm Lo limit2 


AlarmFlashingColor 


PC_ST_00 =1 or Signal error 
PC_ST_01=1or Alarm feedback error 
PC_ST_04=1o0r Alarm Hi limit2 
PC_ST_05 = 1 or Alarm HI limit1 
PC_ST_06 = 1 or Alarm Lo limit1 
PC_ST_07 = 1 Alarm Lo limit2 
AlarmColor 


Flashing Green PC_ST_25=1 and OnFlashingColor 
PC_ST 24=0 
Light Green PC_ST_24 = PC_ST_25 On OnColor 
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Extended Display Element Library 


Flags 


Alarm Indication 


AU_ST_00 = 1 or 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05 = 1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 or 
PC_ST_00=1 or 
PC_ST_01=10o0r 
PC_ST_04=1o0r 
PC_ST_05=10o0r 
PC_ST_06=1 or 
PC_ST_07=1 


Advant Station 500 Series OS 


Status Indication 


Alarm Indication 


PC_ST_08-11 =1 Interlock Indication 


Flashing Red AU_ST_00 = 1 or 


AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05 = 1 or 
AU_ST_06 = 1 or 
AU_ST _07=1 


PC_ST_00=1or 
PC_ST_01=10o0r 
PC_ST_04=1o0r 
PC_ST_05=1o0r 
PC_ST_06=1 or 
PC_ST_07=1 


Mode Indication 

PC_ST_20=1 
PC_ST_19=1 
PC_ST_21=1 
PC_ST_22=1 
Mode Indication color 

ModelndVis = 1 


PC_ST_18=1 


L PC_ST_17=1 
Cc PC_ST_16=1 


Control indication 


ControllndVis = 1 


Control Indication Po 


FrameColor 


Solid White Line SELECTED = 1 
Dotted Yellow Line AL_BLK = 1 


ay 8 
2 oO 
3 = 
) 


AlarmFlashingColor 


AlarmColor 


InterlockColor 
Manual Indication 
Auto Indication 
Blocked Indication 
Standby Indication 
ModeColor 


Remote Indication 


Local Indication 
Central Indication 


Le 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 
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Extended Display Element Library Advant Station 500 Series OS 


Configuration: 
Parameters Option (bold is default) Remarks 
TopLeftColor ymbol L5(Green), any other color 
BottomRightColor ymbol M5(Green), any other color 
OnColor K5(Green), any other color 
OffColor 1 Symbol K16(Black), any other color 
TopLeftFlashingColor 1 Symbol N5(Green), any other color 
BottomRightFlashingColor | 1 Symbol N6(Green), any other color 
OnFlashingColor 1 Symbol N5(Green), any other color 
TopLeftAlarmColor ymbol L1(Red), any other color 
BottomRightAlarmColor ymbol M1(Red), any other color 
AlarmColor 1 Symbol K1(Red), any other color 
AlarmFlashingColor 1 N1(Red flash), any other color 
InterlockColor 2 K3(Yellow), any other color 
ModelndVis 2 
ModeColor 

ControllndVis 

ControlColor 

Font 


FrameWidth me, 
DisplayColor background N13(Grey), any other color 


l 
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o 
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Extended Display Element Library Advant Station 500 Series OS 


GBIPD79 : Damper Vertical Flow 


Presentation: 


2. Flag 2. Flag 
3. < A C 3. Frame A C 
° 
1. On-Symbol 1. Off-Symbol 


Behavior: 


a 2 
Ea 
Sc GL 
eS Ca 


TopLeftEdge Green flashing PC_ST_25 =1 and TopLeftFlashingColor 
PC_ST_24=0 
Pe Light Green PC_ST 24<>PC_ST 25 BottomRightColor 


BottomRightEdge Green flashing PC_ST_25 =1 and BottomRightFlashingColor 
PC_ST 24=0 

Po Light Green PC_ST_24=PC_ST 25 BottomRightColor 

Center Square Black = (PC_ST_24=PC_ST 25 Off OffColor 


Flashing Red AU_ST_00 = 1 or Unacknowledged signal error 
AU_ST_01 =1 or UnAck alarm feedback error 
AU_ST_04 =1 or UnAck alarm Hi limit2 
AU_ST_05 = 1 or UnAck alarm HI limit1 
AU_ST_06 = 1 or UnAck alarm Lo limit1 
AU_ST_07 =1 UnAck alarm Lo limit2 
AlarmFlashingColor 


PC_ST_00 =1 or Signal error 
PC_ST_01=1or Alarm feedback error 
PC_ST_04=1o0r Alarm Hi limit2 
PC_ST_05 =1 or Alarm HI limit1 
PC_ST_06 =1 or Alarm Lo limit? 
PC_ST_07 = 1 Alarm Lo limit2 
AlarmColor 


1 
1.1 
1.2 


Flashing Green PC_ST_25=1 and OnFlashingColor 
PC_ST 24=0 
Light Green PC_ST_24 = PC_ST_25 On OnColor 
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Extended Display Element Library 


Flags 


Alarm Indication 


AU_ST_00 = 1 or 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05 = 1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 or 
PC_ST_00=1 or 
PC_ST_01=10o0r 
PC_ST_04=1o0r 
PC_ST_05=10o0r 
PC_ST_06=1 or 
PC_ST_07=1 


Advant Station 500 Series OS 


Status Indication 


Alarm Indication 


PC_ST_08-11 =1 Interlock Indication 


Flashing Red AU_ST_00 = 1 or 


AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05 = 1 or 
AU_ST_06 = 1 or 
AU_ST _07=1 


PC_ST_00=1or 
PC_ST_01=10o0r 
PC_ST_04=1o0r 
PC_ST_05=1o0r 
PC_ST_06=1 or 
PC_ST_07=1 


Mode Indication 

PC_ST_20=1 
PC_ST_19=1 
PC_ST_21=1 
PC_ST_22=1 
Mode Indication color 

ModelndVis = 1 


PC_ST_18=1 


L PC_ST_17=1 
Cc PC_ST_16=1 


Control indication 


ControllndVis = 1 


Control Indication Po 


FrameColor Solid White Line SELECTED = 1 
Dotted Yellow Line AL_BLK = 1 


ay 8 
2 oO 
3 = 
) 


AlarmFlashingColor 


AlarmColor 


InterlockColor 
Manual Indication 
Auto Indication 
Blocked Indication 
Standby Indication 
ModeColor 


Remote Indication 


Local Indication 
Central Indication 


Poe 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 
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Extended Display Element Library Advant Station 500 Series OS 


Configuration: 
Parameters Option (bold is default) Remarks 
TopLeftColor ymbol L5(Green), any other color 
BottomRightColor ymbol M5(Green), any other color 
OnColor K5(Green), any other color 
OffColor 1 Symbol K16(Black), any other color 
TopLeftFlashingColor 1 Symbol N5(Green), any other color 
BottomRightFlashingColor | 1 Symbol N6(Green), any other color 
OnFlashingColor 1 Symbol N5(Green), any other color 
TopLeftAlarmColor ymbol L1(Red), any other color 
BottomRightAlarmColor ymbol M1(Red), any other color 
AlarmColor 1 Symbol K1(Red), any other color 
AlarmFlashingColor 1 N1(Red flash), any other color 
InterlockColor 2 K3(Yellow), any other color 
ModelndVis 2 
ModeColor 

ControllndVis 

ControlColor 

Font 


FrameWidth me, 
DisplayColor background N13(Grey), any other color 


l 


1 
1 


TH 111 
ojos 
a }a}3 
ior 
o 
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Extended Display Element Library Advant Station 500 Series OS 


GBIPD80 : Motor Horizontal flow 


Presentation: 


2. Flag 2. Flag 


3. Frame A Cc 3. Frame A C 


N N 


1. Symbol (filled) 1. Symbol (unfilled) 


Behavior: 


[Besson [Pesenavon[Gondiion [romans 
a 2 
En CL 
Sa i 
a 
PC_ST_24=0 
[ait creon pest ar so S725 [Botananicomr 
File ca 


BottomRightEdge Green flashing PC_ST_25 =1 and BottomRightFlashingColor 
PC_ST_ 24=0 

Po Light Green PC_ST_24=PC_ST 25 BottomRightColor 

Center Square Black = (PC_ST_24=PC_ST 25 Off OffColor 


Flashing Red AU_ST_00 =1 or Unacknowledged signal error 
AU_ST_01 =1 or UnAck alarm feedback error 
AU_ST_04 =1 or UnAck alarm Hi limit2 
AU_ST_05 =1 or UnAck alarm HI limit1 
AU_ST_06 = 1 or UnAck alarm Lo limit1 
AU_ST_07 = 1 UnAck alarm Lo limit2 
AlarmFlashingColor 


PC_ST_00 =1 or Signal error 
PC_ST_01=1o0r Alarm feedback error 
PC_ST_04=1o0r Alarm Hi limit2 
PC_ST_05 =1 or Alarm HI limit1 
PC_ST_06 = 1 or Alarm Lo limit1 
PC_ST_07 =1 Alarm Lo limit2 
AlarmColor 


1 
1.1 
2 


1 


Flashing Green PC_ST_25=1 and OnFlashingColor 
PC_ST 24=0 
Light Green PC_ST_24 = PC_ST_25 On OnColor 
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Extended Display Element Library Advant Station 500 Series OS 


oi 


Flags Status Indication 


AU_ST_00 = 1 or Alarm Indication 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05 = 1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 or 
PC_ST_00=1 or 
PC_ST_01=1o0r 
PC_ST_04=1o0r 
PC_ST_05=10o0r 
PC_ST_06=1 or 
PC_ST_07=1 


PC_ST_08-11 =1 Interlock Indication 


Flashing Red AU_ST_00 = 1 or AlarmFlashingColor 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05=1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 


PC_ST_00=1 or AlarmColor 
PC_ST_01=10o0r 

PC_ST_04=10o0r 

PC_ST_05=10o0r 

PC_ST_06=1 or 

PC_ST_07=1 


Yellow PC_ST_ 08-1 1 =1 InterlockColor 
Manual Indication 
Auto Indication 
Blocked Indication 
Standby Indication 


Mode Indication 


Mode Indication color 


ModeColor 


Remote Indication 


Local Indication 
Central Indication 


eee es 
Solid White Line SELECTED = 1 
Dotted Yellow Line AL_BLK = 1 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Control Indication 


Control indication 


FrameColor 


oO 
ee 
3 =) 
@O 
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Extended Display Element Library Advant Station 500 Series OS 


Configuration: 


Option (bold is default) Remarks 


ymbol 
ymbol 
ymbol 
ymbol 
ymbol 
ymbol 


l 


TopLeftColor 
BottomRightColor 


TopLeftFlashingColor 
BottomRightFlashingColor 
OnFlashingColor 
TopLeftAlarmColor 
BottomRightAlarmColor 


fr 


a 
pO 
po 
pO 
ee 
pO 
ymbol [N5(Green), any othercolor | 
ymbol [Li(Red), any othercolor | 
ymbol [M1(Red), any othercolor | 
ymbol [Ki(Red), any othercolor | 
po 
pO 
pO 
pO 
po 
pO 
pO 
pO 
Pp 


Symbol 
Flag 


Flag Ise, true 


Flag 5(Green), any other color 


Flag C20, any other font 


Frame 


ackground 


AlarmFlashingColor 
nterlockColor 


= 


ControllndVis 
ControlColor 


NY) Als 


[TopLeftColor 
[BottomRightColor 
OffColor 
[TopLeftFlashingColor | 
| BottomRightFlashingColor _| 
[OnFlashingColor 
[TopLeftAlarmColor | 
|BottomRightAlarmColor _| 
AlarmColor 
[AlarmFlashingColor_ | 
ModelndVis 

ModeColor 
[Controlindvis 
[ControlColor 
FrameWidth 
[DisplayColor 


TD] COPPS] PO] PO] PO] POP Po] A] aH 
mi) m 
fella ed) 
oR (o} 

a 


P4 


DisplayColor 13(Grey), any other color 
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Extended Display Element Library 


GBIPD81 : Valve Horizontal 


Presentation: 


Advant Station 500 Series OS 


2. Flag 2. Flag 


3. Frame 


Behavior: 


N 


1. Symbol (filled) 


N N 
A AC 


Cc 3. Frame 


N 


1. Symbol (unfilled) 


fo [Besson [Prseniaion 


3BSE 014 763R0001 


UnFilled 


Filled PC_ST_24 <> PC_ST_25 


Actuator 


Green flashing 
PC_ST 24=0 
Dark Green 


PC_ST_24 = PC_ST_25 


ActuatorIndVis = true 


PC_ST_25=1 and 


Light Green 


Green flashing 
PC_ST_24=0 
Dark Green 


Light Green 


Flashing Red AU_ST_00 = 1 or 
AU_ST_01 =1 or 
AU_ST_04 =1 or 
AU_ST_05 =1 or 
AU_ST_06 = 1 or 
AU_ST_07 =1 


PC_ST_00=1 or 
PC_ST_01=1o0r 
PC_ST_04=1o0r 
PC_ST_05=1o0r 
PC_ST_06=1 or 
PC_ST_07 =1 


Flashing Green 
PC_ST_ 24=0 


Light Green 


PC_ST_25=1 and 


PC_ST_24 = PC_ST_25 


3D Display Object 
On 
Off 


Actuator visible 


TopLeftFlashingColor 


PC_ST_ 24=PC_ST 25 TopLeftColor 
PC_ST_ 24 <>PC_ST_ 25 BottomRightColor 


PC_ST_25=1 and 


BottomRightFlashingColor 


PC_ST_24<> PC_ST_25 TopLeftColor 
PC_ST_24=PC_ST_25 BottomRightColor 


= ) 


(PC_ST_24 = PC_ST_25 


Off OffColor 


Unacknowledged signal error 
UnAck alarm feedback error 
UnAck alarm Hi limit2 

UnAck alarm HI limit? 

UnAck alarm Lo limit1 

UnAck alarm Lo limit2 


AlarmFlashingColor 


Signal error 

Alarm feedback error 
Alarm Hi limit2 
Alarm HI limit 
Alarm Lo limit1 
Alarm Lo limit2 
AlarmColor 


OnFlashingColor 
On OnColor 
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Extended Display Element Library Advant Station 500 Series OS 


oi 


Flags Status Indication 


AU_ST_00 = 1 or Alarm Indication 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05 = 1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 or 
PC_ST_00=1 or 
PC_ST_01=1o0r 
PC_ST_04=1o0r 
PC_ST_05=10o0r 
PC_ST_06=1 or 
PC_ST_07=1 


PC_ST_08-11 =1 Interlock Indication 


Flashing Red AU_ST_00 = 1 or AlarmFlashingColor 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05=1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 


PC_ST_00=1 or AlarmColor 
PC_ST_01=10o0r 

PC_ST_04=10o0r 

PC_ST_05=10o0r 

PC_ST_06=1 or 

PC_ST_07=1 


Yellow PC_ST_ 08-1 1 =1 InterlockColor 
Manual Indication 
Auto Indication 
Blocked Indication 
Standby Indication 


Mode Indication 


Mode Indication color 


ModeColor 


Remote Indication 


Local Indication 
Central Indication 


eee es 
Solid White Line SELECTED = 1 
Dotted Yellow Line AL_BLK = 1 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Control Indication 


Control indication 


FrameColor 


oO 
ee 
3 =) 
@O 
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Extended Display Element Library Advant Station 500 Series OS 


Configuration: 


Remarks 
ymbol 
ymbol 
ymbol 
ymbol 
ymbol 


Parameters 
TopLeftColor 
BottomRightColor 
OnColor 

OffColor 
TopLeftFlashingColor 
BottomRightFlashingColor 
OnFlashingColor 
TopLeftAlarmColor 
BottomRightAlarmColor 
AlarmColor 
AlarmFlashingColor 
InterlockColor 
ModelndVis 
ModeColor 
ControllndVis 
ControlColor 
ActuatorIndVis 

Font 

FrameWidth 
DisplayColor 


ymbol 
ymbol 
ymbol 
ymbol 


ymbol 
Flag 
Flag 
Flag 
Flag 
Flag 
Frame 


ackground N13(Grey), any other color 


oO] 9} Po] Po] Po] PO] Po} po] po] |] = 
TH 111 
ojos 
a }a}3 
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Extended Display Element Library Advant Station 500 Series OS 


GBIPD82 : Valve Vertical 


Presentation: 


3. Frame 3. Frame 


WN 2. Flag 
4 


C 
1. Symbol (filled) 1. Symbol (unfilled) 
Behavior: 
[Re [Beeernton [Preseniation [Gondtn [Remarks 
1 Symbol 3D Display Object 


Filled PC_ST_24 <> PC_ST_25 
UnFilled PC_ST_24 = PC_ST_25 


ActuatorIndVis = true Actuator visible 
TopLeftEdge Green flashing PC_ST_25 =1 and TopLeftFlashingColor 
PC_ST 24=0 


Pe Light Green PC_ST 24 <>PC_ST 25 BottomRightColor 


BottomRightEdge Green flashing PC_ST_25 =1 and BottomRightFlashingColor 
PC_ST 24=0 


Pe Dark Green PC_ST 24<> PC_ST 25 TopLeftColor 
Po Light Green PC_ST 24=PC_ST 25 BottomRightColor 


Flashing Red AU_ST_00 =1 or Unacknowledged signal error 
AU_ST_01 =1 or UnAck alarm feedback error 
AU_ST_04 =1 or UnAck alarm Hi limit2 
AU_ST_05 = 1 or UnAck alarm HI limit1 
AU_ST_06 = 1 or UnAck alarm Lo limit1 
AU_ST_07 = 1 UnAck alarm Lo limit2 


AlarmFlashingColor 


Flashing Green PC_ST_25=1 and OnFlashingColor 
PC_ST 24=0 
Light Green PC_ST_24 = PC_ST_25 On OnColor 


PC_ST_00 =1 or Signal error 
PC_ST_01=1or Alarm feedback error 
PC_ST_04=1o0r Alarm Hi limit2 
PC_ST_05 = 1 or Alarm HI limit? 
PC_ST_06 = 1 or Alarm Lo limit1 
PC_ST_07 = 1 Alarm Lo limit2 
AlarmColor 
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Extended Display Element Library Advant Station 500 Series OS 


oi 


Flags Status Indication 


AU_ST_00 = 1 or Alarm Indication 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05 = 1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 or 
PC_ST_00=1 or 
PC_ST_01=1o0r 
PC_ST_04=1o0r 
PC_ST_05=10o0r 
PC_ST_06=1 or 
PC_ST_07=1 


PC_ST_08-11 =1 Interlock Indication 


Flashing Red AU_ST_00 = 1 or AlarmFlashingColor 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05=1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 


PC_ST_00=1 or AlarmColor 
PC_ST_01=10o0r 

PC_ST_04=10o0r 

PC_ST_05=10o0r 

PC_ST_06=1 or 

PC_ST_07=1 


Yellow PC_ST_ 08-1 1 =1 InterlockColor 
Manual Indication 
Auto Indication 
Blocked Indication 
Standby Indication 


Mode Indication 


Mode Indication color 


ModeColor 


Remote Indication 


Local Indication 
Central Indication 


eee es 
Solid White Line SELECTED = 1 
Dotted Yellow Line AL_BLK = 1 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Control Indication 


Control indication 


FrameColor 


oO 
ee 
3 =) 
@O 
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Extended Display Element Library Advant Station 500 Series OS 


Configuration: 


Remarks 
ymbol 
ymbol 
ymbol 
ymbol 
ymbol 


Parameters 
TopLeftColor 
BottomRightColor 
OnColor 

OffColor 
TopLeftFlashingColor 
BottomRightFlashingColor 
OnFlashingColor 
TopLeftAlarmColor 
BottomRightAlarmColor 
AlarmColor 
AlarmFlashingColor 
InterlockColor 
ModelndVis 
ModeColor 
ControllndVis 
ControlColor 
ActuatorIndVis 

Font 

FrameWidth 
DisplayColor 


ymbol 
ymbol 
ymbol 
ymbol 


ymbol 
Flag 
Flag 
Flag 
Flag 
Flag 
Frame 


ackground N13(Grey), any other color 


oO] 9} Po] Po] Po] PO] Po} po] po] |] = 
TH 111 
ojos 
a }a}3 
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Extended Display Element Library Advant Station 500 Series OS 


GBIPD83 : Pump Right Flow 


Presentation: 


2. Flag 2. Flag 
3. Frame A C 3. Frame A C 
1. Symbol (filled) 1. Symbol (unfilled) 


Behavior: 


Filled PC_ST_24 <> PC_ST_25 


UnFilled PC_ST_24 = PC_ST_25 


TopLeftEdge Green flashing PC_ST_25 =1 and TopLeftFlashingColor 
PC_ST_24=0 
Po Dark Green PC_ST 24=PC ST 25 TopLeftColor 


PF Light Green PC_ST 24 <>PC_ST 25 BottomRightColor 
BottomRightEdge Green flashing PC_ST_25 =1 and BottomRightFlashingColor 


PC_ST 24=0 


ee Dark Green PC_ST 24<> PC_ST 25 TopLeftColor 
Pe Light Green PC_ST_24=PC_ST 25 BottomRightColor 
Center Color 


(PC_ST_24 = PC_ST_25 Off OffColor 


= ) 
Flashing Red AU_ST_00 = 1 or Unacknowledged signal error 
3BSE 014 763R0001 page 92 


=e 


= 
ye) 


AU_ST_01 =1 or UnAck alarm feedback error 
AU_ST_04 =1 or UnAck alarm Hi limit2 
AU_ST_05 = 1 or UnAck alarm HI limit1 
AU_ST_06 = 1 or UnAck alarm Lo limit? 
AU_ST_07 =1 UnAck alarm Lo limit2 
AlarmFlashingColor 


PC_ST_00 =1 or Signal error 
PC_ST_01=1or Alarm feedback error 
PC_ST_04=1o0r Alarm Hi limit2 
PC_ST_05 = 1 or Alarm HI limit1 
PC_ST_06 =1 or Alarm Lo limit? 
PC_ST_07 = 1 Alarm Lo limit2 
AlarmColor 


Flashing Green PC_ST_25=1 and OnFlashingColor 
PC_ST 24=0 
Light Green PC_ST_24 = PC_ST_25 On OnColor 


Extended Display Element Library Advant Station 500 Series OS 


oi 


Flags Status Indication 


AU_ST_00 = 1 or Alarm Indication 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05 = 1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 or 
PC_ST_00=1 or 
PC_ST_01=1o0r 
PC_ST_04=1o0r 
PC_ST_05=10o0r 
PC_ST_06=1 or 
PC_ST_07=1 


PC_ST_08-11 =1 Interlock Indication 


Flashing Red AU_ST_00 = 1 or AlarmFlashingColor 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05=1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 


PC_ST_00=1 or AlarmColor 
PC_ST_01=10o0r 

PC_ST_04=10o0r 

PC_ST_05=10o0r 

PC_ST_06=1 or 

PC_ST_07=1 


Yellow PC_ST_ 08-1 1 =1 InterlockColor 
Manual Indication 
Auto Indication 
Blocked Indication 
Standby Indication 


Mode Indication 


Mode Indication color 


ModeColor 


Remote Indication 


Local Indication 
Central Indication 


eee es 
Solid White Line SELECTED = 1 
Dotted Yellow Line AL_BLK = 1 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Control Indication 


Control indication 


FrameColor 


oO 
ee 
3 =) 
@O 
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Extended Display Element Library Advant Station 500 Series OS 


Configuration: 
Parameters Option (bold is default) Remarks 
TopLeftColor ymbol L5(Green), any other color 
BottomRightColor ymbol M5(Green), any other color 
OnColor K5(Green), any other color 
OffColor 1 Symbol K16(Black), any other color 
TopLeftFlashingColor 1 Symbol N5(Green), any other color 
BottomRightFlashingColor | 1 Symbol N6(Green), any other color 
OnFlashingColor 1 Symbol N5(Green), any other color 
TopLeftAlarmColor ymbol L1(Red), any other color 
BottomRightAlarmColor ymbol M1(Red), any other color 
AlarmColor 1 Symbol K1(Red), any other color 
AlarmFlashingColor 1 N1(Red flash), any other color 
InterlockColor 2 K3(Yellow), any other color 
ModelndVis 2 
ModeColor 

ControllndVis 

ControlColor 

Font 


FrameWidth me, 
DisplayColor background N13(Grey), any other color 


l 


1 
1 


TH 111 
ojos 
a }a}3 
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Extended Display Element Library Advant Station 500 Series OS 


GBIPD84 : Pump Left Flow 


Presentation: 


2. Flag 2. Flag 


3. Frame A C 3. Frame A C 


N N 


1. Symbol (filled) 1. Symbol (unfilled) 
Behavior: 
[Re [Peeernton[rreseniation  [Gondten [Renate 
1 Symbol 3D Display Object 
Filled PC_ST_24 <> PC_ST_25 


UnFilled PC_ST_24 = PC_ST_25 


TopLeftEdge Green flashing PC_ST_25 =1 and TopLeftFlashingColor 
PC_ST 24=0 


PC_ST_ 24=PC_ST_25 TopLeftColor 


PC_ST_ 24 <>PC_ST 25 BottomRightColor 


BottomRightEdge Green flashing PC_ST_25 =1 and BottomRightFlashingColor 
PC_ST 24=0 


(PC_ST_24 = PC_ST_25) Off OffColor 


AU_ST_00 =1 or Unacknowledged signal error 
AU_ST_01 =1 or UnAck alarm feedback error 
AU_ST_04 =1 or UnAck alarm Hi limit2 
AU_ST_05 =1 or UnAck alarm HI limit1 
AU_ST_06 = 1 or UnAck alarm Lo limit? 
AU_ST_07 = 1 UnAck alarm Lo limit2 
AlarmFlashingColor 


PC_ST_00 =1 or Signal error 
PC_ST_01=1o0r Alarm feedback error 
PC_ST_04=1o0r Alarm Hi limit2 
PC_ST_05 =1 or Alarm HI limit1 
PC_ST_06 =1 or Alarm Lo limit? 
PC_ST_07 =1 Alarm Lo limit2 
AlarmColor 


Flashing Green PC_ST_25=1 and OnFlashingColor 
PC_ST 24=0 
Light Green PC_ST_24 = PC_ST_25 On OnColor 
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Extended Display Element Library Advant Station 500 Series OS 


oi 


Flags Status Indication 


AU_ST_00 = 1 or Alarm Indication 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05 = 1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 or 
PC_ST_00=1 or 
PC_ST_01=1o0r 
PC_ST_04=1o0r 
PC_ST_05=10o0r 
PC_ST_06=1 or 
PC_ST_07=1 


PC_ST_08-11 =1 Interlock Indication 


Flashing Red AU_ST_00 = 1 or AlarmFlashingColor 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05=1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 


PC_ST_00=1 or AlarmColor 
PC_ST_01=10o0r 

PC_ST_04=10o0r 

PC_ST_05=10o0r 

PC_ST_06=1 or 

PC_ST_07=1 


Yellow PC_ST_ 08-1 1 =1 InterlockColor 
Manual Indication 
Auto Indication 
Blocked Indication 
Standby Indication 


Mode Indication 


Mode Indication color 


ModeColor 


Remote Indication 


Local Indication 
Central Indication 


eee es 
Solid White Line SELECTED = 1 
Dotted Yellow Line AL_BLK = 1 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Control Indication 


Control indication 


FrameColor 


oO 
ee 
3 =) 
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Extended Display Element Library Advant Station 500 Series OS 


Configuration: 
Parameters Option (bold is default) Remarks 
TopLeftColor ymbol L5(Green), any other color 
BottomRightColor ymbol M5(Green), any other color 
OnColor K5(Green), any other color 
OffColor 1 Symbol K16(Black), any other color 
TopLeftFlashingColor 1 Symbol N5(Green), any other color 
BottomRightFlashingColor | 1 Symbol N6(Green), any other color 
OnFlashingColor 1 Symbol N5(Green), any other color 
TopLeftAlarmColor ymbol L1(Red), any other color 
BottomRightAlarmColor ymbol M1(Red), any other color 
AlarmColor 1 Symbol K1(Red), any other color 
AlarmFlashingColor 1 N1(Red flash), any other color 
InterlockColor 2 K3(Yellow), any other color 
ModelndVis 2 
ModeColor 

ControllndVis 

ControlColor 

Font 


FrameWidth me, 
DisplayColor background N13(Grey), any other color 


l 


1 
1 


TH 111 
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Extended Display Element Library 


GBIPD85 : Pump Up Flow 


Presentation: 


3. Frame 2 Flag 3. Frame 2. Flag 
\ . Fla NX . Fla 
A a 
C C 
) ) 


1. Symbol (filled 1. Symbol (unfilled 


Behavior: 


UnFilled 


TopLeftEdge Green flashing 


PC_ST_24 = PC_ST_25 


PC_ST_25=1 and 
PC_ST 24=0 
Dark Green 


PC_ST_24 <> PC_ST_25 


PC_ST_25=1 and 
PC_ST 24=0 


Light Green 


BottomRightEdge Green flashing 


Dark Green 


Center Color 


= ) 
AU_ST_00 = 1 or 
AU_ST_01 =1 or 
AU_ST_04 =1 or 
AU_ST_05 =1 or 
AU_ST_06 = 1 or 
AU_ST_07 = 1 


Flashing Red 


PC_ST_00=1 or 
PC_ST_01=1or 
PC_ST_04=1o0r 
PC_ST_05=1o0r 
PC_ST_06=1 or 
PC_ST_07 =1 


PC_ST_25=1 and 
PC_ST 24=0 
PC_ST_ 24=PC_ST_ 25 


Flashing Green 


Light Green 


3BSE 014 763R0001 


Filled PC_ST_24 <> PC_ST_25 


Advant Station 500 Series OS 


3D Display Object 


TopLeftFlashingColor 
PC_ST_24=PC_ST_25 TopLeftColor 


BottomRightColor 
BottomRightFlashingColor 


PC_ST_24<> PC_ST_25 TopLeftColor 
PC_ST_24=PC_ST_25 BottomRightColor 
(PC_ST_24=PC_ST 25 Off OffColor 


Unacknowledged signal error 
UnAck alarm feedback error 
UnAck alarm Hi limit2 

UnAck alarm HI limit1 

UnAck alarm Lo limit1 

UnAck alarm Lo limit2 


AlarmFlashingColor 


Signal error 

Alarm feedback error 
Alarm Hi limit2 
Alarm HI limit1 
Alarm Lo limit? 
Alarm Lo limit2 
AlarmColor 


OnFlashingColor 
On OnColor 
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Extended Display Element Library Advant Station 500 Series OS 


oi 


Flags Status Indication 


AU_ST_00 = 1 or Alarm Indication 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05 = 1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 or 
PC_ST_00=1 or 
PC_ST_01=1o0r 
PC_ST_04=1o0r 
PC_ST_05=10o0r 
PC_ST_06=1 or 
PC_ST_07=1 


PC_ST_08-11 =1 Interlock Indication 


Flashing Red AU_ST_00 = 1 or AlarmFlashingColor 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05=1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 


PC_ST_00=1 or AlarmColor 
PC_ST_01=10o0r 

PC_ST_04=10o0r 

PC_ST_05=10o0r 

PC_ST_06=1 or 

PC_ST_07=1 


Yellow PC_ST_ 08-1 1 =1 InterlockColor 
Manual Indication 
Auto Indication 
Blocked Indication 
Standby Indication 


Mode Indication 


Mode Indication color 


ModeColor 


Remote Indication 


Local Indication 
Central Indication 


eee es 
Solid White Line SELECTED = 1 
Dotted Yellow Line AL_BLK = 1 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Control Indication 


Control indication 


FrameColor 


oO 
ee 
3 =) 
@O 
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Extended Display Element Library Advant Station 500 Series OS 


Configuration: 


Option (bold is default) Remarks 


ymbol 
ymbol 
ymbol 
ymbol 
ymbol 
ymbol 


l 


TopLeftColor 
BottomRightColor 


TopLeftFlashingColor 
BottomRightFlashingColor 
OnFlashingColor 
TopLeftAlarmColor 
BottomRightAlarmColor 


fr 


a 
pO 
po 
pO 
ee 
pO 
ymbol [N5(Green), any othercolor | 
ymbol [Li(Red), any othercolor | 
ymbol [M1(Red), any othercolor | 
ymbol [Ki(Red), any othercolor | 
po 
pO 
pO 
pO 
po 
pO 
pO 
pO 
Pp 


Symbol 
Flag 


Flag Ise, true 


Flag 5(Green), any other color 


Flag C20, any other font 


Frame 


ackground 


AlarmFlashingColor 
nterlockColor 


= 


ControllndVis 
ControlColor 


NY) Als 


[TopLeftColor 
[BottomRightColor 
OffColor 
[TopLeftFlashingColor | 
| BottomRightFlashingColor _| 
[OnFlashingColor 
[TopLeftAlarmColor | 
|BottomRightAlarmColor _| 
AlarmColor 
[AlarmFlashingColor_ | 
ModelndVis 

ModeColor 
[Controlindvis 
[ControlColor 
FrameWidth 
[DisplayColor 


TD] COPPS] PO] PO] PO] POP Po] A] aH 
mi) m 
fella ed) 
oR (o} 

a 


P4 


DisplayColor 13(Grey), any other color 
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Extended Display Element Library 


GBIPD86 : Pump Down Flow 


Presentation: 


3. Frame 2 Flag 3. Frame 2. Flag 
\ . Fla \ . Fla 
A a 
C C 
) ) 


1. Symbol (filled 1. Symbol (unfilled 


Behavior: 


UnFilled 


TopLeftEdge Green flashing 


PC_ST_24 = PC_ST_25 


PC_ST_25=1 and 
PC_ST 24=0 
Dark Green 


PC_ST_24 <> PC_ST_25 


PC_ST_25=1 and 
PC_ST 24=0 


Light Green 


BottomRightEdge Green flashing 


Dark Green 


Center Color 


= ) 
AU_ST_00 = 1 or 
AU_ST_01 =1 or 
AU_ST_04 =1 or 
AU_ST_05 =1 or 
AU_ST_06 = 1 or 
AU_ST_07 = 1 


Flashing Red 


PC_ST_00=1 or 
PC_ST_01=1or 
PC_ST_04=1o0r 
PC_ST_05=1o0r 
PC_ST_06=1 or 
PC_ST_07 =1 


PC_ST_25=1 and 
PC_ST 24=0 
PC_ST_ 24=PC_ST_ 25 


Flashing Green 


Light Green 
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Filled PC_ST_24 <> PC_ST_25 


Advant Station 500 Series OS 


3D Display Object 


TopLeftFlashingColor 
PC_ST_24=PC_ST_25 TopLeftColor 


BottomRightColor 
BottomRightFlashingColor 


PC_ST_24<> PC_ST_25 TopLeftColor 
PC_ST_24=PC_ST_25 BottomRightColor 
(PC_ST_24=PC_ST 25 Off OffColor 


Unacknowledged signal error 
UnAck alarm feedback error 
UnAck alarm Hi limit2 

UnAck alarm HI limit1 

UnAck alarm Lo limit1 

UnAck alarm Lo limit2 


AlarmFlashingColor 


Signal error 

Alarm feedback error 
Alarm Hi limit2 
Alarm HI limit1 
Alarm Lo limit? 
Alarm Lo limit2 
AlarmColor 


OnFlashingColor 
On OnColor 


3BSE 014 763R0001 


Extended Display Element Library Advant Station 500 Series OS 


oi 


Flags Status Indication 


AU_ST_00 = 1 or Alarm Indication 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05 = 1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 or 
PC_ST_00=1 or 
PC_ST_01=1o0r 
PC_ST_04=1o0r 
PC_ST_05=10o0r 
PC_ST_06=1 or 
PC_ST_07=1 


PC_ST_08-11 =1 Interlock Indication 


Flashing Red AU_ST_00 = 1 or AlarmFlashingColor 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05=1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 


PC_ST_00=1 or AlarmColor 
PC_ST_01=10o0r 

PC_ST_04=10o0r 

PC_ST_05=10o0r 

PC_ST_06=1 or 

PC_ST_07=1 


Yellow PC_ST_ 08-1 1 =1 InterlockColor 
Manual Indication 
Auto Indication 
Blocked Indication 
Standby Indication 


Mode Indication 


Mode Indication color 


ModeColor 


Remote Indication 


Local Indication 
Central Indication 


eee es 
Solid White Line SELECTED = 1 
Dotted Yellow Line AL_BLK = 1 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Control Indication 


Control indication 


FrameColor 


oO 
ee 
3 =) 
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Extended Display Element Library Advant Station 500 Series OS 


Configuration: 


Option (bold is default) Remarks 


ymbol 
ymbol 
ymbol 
ymbol 
ymbol 
ymbol 


l 


TopLeftColor 
BottomRightColor 


TopLeftFlashingColor 
BottomRightFlashingColor 
OnFlashingColor 
TopLeftAlarmColor 
BottomRightAlarmColor 


fr 


a 
pO 
po 
pO 
ee 
pO 
ymbol [N5(Green), any othercolor | 
ymbol [Li(Red), any othercolor | 
ymbol [M1(Red), any othercolor | 
ymbol [Ki(Red), any othercolor | 
po 
pO 
pO 
pO 
po 
pO 
pO 
pO 
Pp 


Symbol 
Flag 


Flag Ise, true 


Flag 5(Green), any other color 


Flag C20, any other font 


Frame 


ackground 


AlarmFlashingColor 
nterlockColor 


= 


ControllndVis 
ControlColor 


NY) Als 


[TopLeftColor 
[BottomRightColor 
OffColor 
[TopLeftFlashingColor | 
| BottomRightFlashingColor _| 
[OnFlashingColor 
[TopLeftAlarmColor | 
|BottomRightAlarmColor _| 
AlarmColor 
[AlarmFlashingColor_ | 
ModelndVis 

ModeColor 
[Controlindvis 
[ControlColor 
FrameWidth 
[DisplayColor 


TD] COPPS] PO] PO] PO] POP Po] A] aH 
mi) m 
fella ed) 
oR (o} 

a 


P4 


DisplayColor 13(Grey), any other color 
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Extended Display Element Library 


GBIPD87 : Fan Right Flow 


Presentation: 


2. Flag 2. Flag 


N 


3. Frame A C 3. Frame 


N N 


AC 


1. Symbol (filled) 1. Symbol (unfilled) 


Behavior: 


Presentation 
PO UnFilled 


TopLeftEdge Green flashing 


Dark Green 


BottomRightEdge Green flashing 


Dark Green 


rm] 
aa 

Ed 

[4 
| P 
a eat 
es 
L_ 


3BSE 014 763R0001 


PC_ST_24 = PC_ST_25 


PC_ST_25=1 and 
PC_ST 24=0 


PC_ST_24 <> PC_ST_25 


PC_ST_25=1 and 
PC_ST 24=0 


= ) 
AU_ST_00 = 1 or 
AU_ST_01 =1 or 
AU_ST_04 =1 or 
AU_ST_05 =1 or 
AU_ST_06 = 1 or 
AU_ST_07 =1 


Flashing Red 


PC_ST_00=1 or 
PC_ST_01=1or 
PC_ST_04=1o0r 
PC_ST_05=1or 
PC_ST_06=1 or 
PC_ST_07 =1 


PC_ST_25=1 and 
PC_ST 24=0 
PC_ST_ 24=PC_ST 25 


Flashing Green 


Light Green 


PC_ST_24 <> PC_ST_25 


Advant Station 500 Series OS 


3D Display Object 


TopLeftFlashingColor 
PC_ST_24=PC_ST_25 TopLeftColor 


BottomRightColor 
BottomRightFlashingColor 


PC_ST_24<> PC_ST_25 TopLeftColor 
PC_ST_24=PC_ST_25 BottomRightColor 
(PC_ST_24=PC_ST_ 25 Off OffColor 


Unacknowledged signal error 
UnAck alarm feedback error 
UnAck alarm Hi limit2 

UnAck alarm HI limit1 

UnAck alarm Lo limit1 

UnAck alarm Lo limit2 


AlarmFlashingColor 


Signal error 

Alarm feedback error 
Alarm Hi limit2 
Alarm HI limit1 
Alarm Lo limit 
Alarm Lo limit2 
AlarmColor 


OnFlashingColor 
On OnColor 
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Extended Display Element Library Advant Station 500 Series OS 


ee 


Flags Status Indication 


AU_ST_00 = 1 or Alarm Indication 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05=1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 or 
PC_ST_00=1 or 
PC_ST_01=10o0r 
PC_ST_04=1o0r 
PC_ST_05=1o0r 
PC_ST_06=1 or 
PC_ST_07=1 


PC_ST_08-11 =1 Interlock Indication 


Flashing Red AU_ST_00 = 1 or AlarmFlashingColor 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05=1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 


PC_ST_00=1 or AlarmColor 
PC_ST_01=10or 

PC_ST_04=1o0r 

PC_ST_05=1or 

PC_ST_06=1 or 

PC_ST_07=1 


Mode Indication Po 


Mode Indication color Po 
ModeColor 


PC_ST_18=1 Remote Indication 


PC_ST_17=1 Local Indication 
PC_ST_16=1 Central Indication 


Cc 
Control indication aa 
FrameColor 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


oa 


Control Indication 


(o>) 


io) 
=| |S 
2 o 
3 = 
oO 
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Extended Display Element Library Advant Station 500 Series OS 


Configuration: 


Option (bold is default) Remarks 


ymbol 
ymbol 
ymbol 
ymbol 
ymbol 
ymbol 


l 


TopLeftColor 
BottomRightColor 


TopLeftFlashingColor 
BottomRightFlashingColor 
OnFlashingColor 
TopLeftAlarmColor 
BottomRightAlarmColor 


fr 


a 
pO 
po 
pO 
ee 
pO 
ymbol [N5(Green), any othercolor | 
ymbol [Li(Red), any othercolor | 
ymbol [M1(Red), any othercolor | 
ymbol [Ki(Red), any othercolor | 
po 
pO 
pO 
pO 
po 
pO 
pO 
pO 
Pp 


Symbol 
Flag 


Flag Ise, true 


Flag 5(Green), any other color 


Flag C20, any other font 


Frame 


ackground 


AlarmFlashingColor 
nterlockColor 


= 


ControllndVis 
ControlColor 


NY) Als 


[TopLeftColor 
[BottomRightColor 
OffColor 
[TopLeftFlashingColor | 
| BottomRightFlashingColor _| 
[OnFlashingColor 
[TopLeftAlarmColor | 
|BottomRightAlarmColor _| 
AlarmColor 
[AlarmFlashingColor_ | 
ModelndVis 

ModeColor 
[Controlindvis 
[ControlColor 
FrameWidth 
[DisplayColor 


TD] COPPS] PO] PO] PO] POP Po] A] aH 
mi) m 
fella ed) 
oR (o} 

a 


P4 


DisplayColor 13(Grey), any other color 
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Extended Display Element Library Advant Station 500 Series OS 


GBIPD88 : Fan Left Flow 


Presentation: 


2. Flag 2. Flag 


N 


3. Frame A C 3. Frame A C 


N N 


1. Symbol (filled) 1. Symbol (unfilled) 


Behavior: 


[Ro [Pessrion [Resenavon—[eonaiton—Jremarts 


a 


TopLeftEdge Green flashing PC_ST_25 =1 and TopLeftFlashingColor 
7 
= 
a) 
a 
a 
i 
az 


1 
1.1 
1.2 


PC_ST_24=0 


Po Light Green PC_ST 24 <>PC_ST 25 BottomRightColor 


BottomRightEdge Green flashing PC_ST_25 = 1 and BottomRightFlashingColor 
PC ST 24=0 

Po Light Green PC_ST 24=PC_ST 25 BottomRightColor 

Center Color Black (PC_ST_ 24 =PC_ST_25) Off OffColor 


Flashing Red AU_ST_00 =1 or Unacknowledged signal error 
AU_ST_01 =1 or UnAck alarm feedback error 
AU_ST_04 =1 or UnAck alarm Hi limit2 
AU_ST_05 =1 or UnAck alarm HI limit1 
AU_ST_06 = 1 or UnAck alarm Lo limit1 
AU_ST_07 = 1 UnAck alarm Lo limit2 


AlarmFlashingColor 


Flashing Green PC_ST_25=1 and OnFlashingColor 
PC_ST 24=0 
Light Green PC_ST_24 = PC_ST_25 On OnColor 


PC_ST_00 =1 or Signal error 
PC_ST_01=1o0r Alarm feedback error 
PC_ST_04=1o0r Alarm Hi limit2 
PC_ST_05 =1 or Alarm HI limit1 
PC_ST_06 =1 or Alarm Lo limit? 
PC_ST_07 =1 Alarm Lo limit2 
AlarmColor 
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Extended Display Element Library Advant Station 500 Series OS 


oi 


Flags Status Indication 


AU_ST_00 = 1 or Alarm Indication 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05 = 1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 or 
PC_ST_00=1 or 
PC_ST_01=1o0r 
PC_ST_04=1o0r 
PC_ST_05=10o0r 
PC_ST_06=1 or 
PC_ST_07=1 


PC_ST_08-11 =1 Interlock Indication 


Flashing Red AU_ST_00 = 1 or AlarmFlashingColor 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05=1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 


PC_ST_00=1 or AlarmColor 
PC_ST_01=10o0r 

PC_ST_04=10o0r 

PC_ST_05=10o0r 

PC_ST_06=1 or 

PC_ST_07=1 


Yellow PC_ST_ 08-1 1 =1 InterlockColor 
Manual Indication 
Auto Indication 
Blocked Indication 
Standby Indication 


Mode Indication 


Mode Indication color 


ModeColor 


Remote Indication 


Local Indication 
Central Indication 


eee es 
Solid White Line SELECTED = 1 
Dotted Yellow Line AL_BLK = 1 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Control Indication 


Control indication 


FrameColor 


oO 
ee 
3 =) 
@O 
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Extended Display Element Library Advant Station 500 Series OS 


Configuration: 


Option (bold is default) Remarks 


ymbol 
ymbol 
ymbol 
ymbol 
ymbol 
ymbol 


l 


TopLeftColor 
BottomRightColor 


TopLeftFlashingColor 
BottomRightFlashingColor 
OnFlashingColor 
TopLeftAlarmColor 
BottomRightAlarmColor 


fr 


a 
pO 
po 
pO 
ee 
pO 
ymbol [N5(Green), any othercolor | 
ymbol [Li(Red), any othercolor | 
ymbol [M1(Red), any othercolor | 
ymbol [Ki(Red), any othercolor | 
po 
pO 
pO 
pO 
po 
pO 
pO 
pO 
Pp 


Symbol 
Flag 


Flag Ise, true 


Flag 5(Green), any other color 


Flag C20, any other font 


Frame 


ackground 


AlarmFlashingColor 
nterlockColor 


= 


ControllndVis 
ControlColor 


NY) Als 


[TopLeftColor 
[BottomRightColor 
OffColor 
[TopLeftFlashingColor | 
| BottomRightFlashingColor _| 
[OnFlashingColor 
[TopLeftAlarmColor | 
|BottomRightAlarmColor _| 
AlarmColor 
[AlarmFlashingColor_ | 
ModelndVis 

ModeColor 
[Controlindvis 
[ControlColor 
FrameWidth 
[DisplayColor 


TD] COPPS] PO] PO] PO] POP Po] A] aH 
mi) m 
fella ed) 
oR (o} 

a 


P4 


DisplayColor 13(Grey), any other color 
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Extended Display Element Library 


GBIPD89 : Fan Up Flow 


Presentation: 


3. Frame 2 Flag 3. Frame 2. Flag 
\ . Fla NX . Fla 
A a 
C C 
) ) 


1. Symbol (filled 1. Symbol (unfilled 


Behavior: 


UnFilled 


TopLeftEdge Green flashing 


PC_ST_24 = PC_ST_25 


PC_ST_25=1 and 
PC_ST 24=0 
Dark Green 


PC_ST_24 <> PC_ST_25 


PC_ST_25=1 and 
PC_ST 24=0 


Light Green 


BottomRightEdge Green flashing 


Dark Green 


Center Color 


= ) 
AU_ST_00 = 1 or 
AU_ST_01 =1 or 
AU_ST_04 =1 or 
AU_ST_05 =1 or 
AU_ST_06 = 1 or 
AU_ST_07 = 1 


Flashing Red 


PC_ST_00=1 or 
PC_ST_01=1or 
PC_ST_04=1o0r 
PC_ST_05=1o0r 
PC_ST_06=1 or 
PC_ST_07 =1 


PC_ST_25=1 and 
PC_ST 24=0 
PC_ST_ 24=PC_ST_ 25 


Flashing Green 


Light Green 


3BSE 014 763R0001 


Filled PC_ST_24 <> PC_ST_25 


Advant Station 500 Series OS 


3D Display Object 


TopLeftFlashingColor 
PC_ST_24=PC_ST_25 TopLeftColor 


BottomRightColor 
BottomRightFlashingColor 


PC_ST_24<> PC_ST_25 TopLeftColor 
PC_ST_24=PC_ST_25 BottomRightColor 
(PC_ST_24=PC_ST 25 Off OffColor 


Unacknowledged signal error 
UnAck alarm feedback error 
UnAck alarm Hi limit2 

UnAck alarm HI limit1 

UnAck alarm Lo limit1 

UnAck alarm Lo limit2 


AlarmFlashingColor 


Signal error 

Alarm feedback error 
Alarm Hi limit2 
Alarm HI limit1 
Alarm Lo limit? 
Alarm Lo limit2 
AlarmColor 


OnFlashingColor 
On OnColor 
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Extended Display Element Library Advant Station 500 Series OS 


oi 


Flags Status Indication 


AU_ST_00 = 1 or Alarm Indication 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05 = 1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 or 
PC_ST_00=1 or 
PC_ST_01=1o0r 
PC_ST_04=1o0r 
PC_ST_05=10o0r 
PC_ST_06=1 or 
PC_ST_07=1 


PC_ST_08-11 =1 Interlock Indication 


Flashing Red AU_ST_00 = 1 or AlarmFlashingColor 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05=1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 


PC_ST_00=1 or AlarmColor 
PC_ST_01=10o0r 

PC_ST_04=10o0r 

PC_ST_05=10o0r 

PC_ST_06=1 or 

PC_ST_07=1 


Yellow PC_ST_ 08-1 1 =1 InterlockColor 
Manual Indication 
Auto Indication 
Blocked Indication 
Standby Indication 


Mode Indication 


Mode Indication color 


ModeColor 


Remote Indication 


Local Indication 
Central Indication 


eee es 
Solid White Line SELECTED = 1 
Dotted Yellow Line AL_BLK = 1 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Control Indication 


Control indication 


FrameColor 


oO 
ee 
3 =) 
@O 
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Extended Display Element Library Advant Station 500 Series OS 


Configuration: 
Parameters Option (bold is default) Remarks 
TopLeftColor ymbol L5(Green), any other color 
BottomRightColor ymbol M5(Green), any other color 
OnColor K5(Green), any other color 
OffColor 1 Symbol K16(Black), any other color 
TopLeftFlashingColor 1 Symbol N5(Green), any other color 
BottomRightFlashingColor | 1 Symbol N6(Green), any other color 
OnFlashingColor 1 Symbol N5(Green), any other color 
TopLeftAlarmColor ymbol L1(Red), any other color 
BottomRightAlarmColor ymbol M1(Red), any other color 
AlarmColor 1 Symbol K1(Red), any other color 
AlarmFlashingColor 1 N1(Red flash), any other color 
InterlockColor 2 K3(Yellow), any other color 
ModelndVis 2 
ModeColor 

ControllndVis 

ControlColor 

Font 


FrameWidth me, 
DisplayColor background N13(Grey), any other color 


l 


1 
1 


TH 111 
ojos 
a }a}3 
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o 
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Extended Display Element Library 


GBIPD90 : Fan Down Flow 


Presentation: 


3. Frame 2 Flag 3. Frame 2. Flag 
\ . Fla \ . Fla 
A a 
C C 
) ) 


1. Symbol (filled 1. Symbol (unfilled 


Behavior: 


UnFilled 


TopLeftEdge Green flashing 


PC_ST_24 = PC_ST_25 


PC_ST_25=1 and 
PC_ST 24=0 
Dark Green 


PC_ST_24 <> PC_ST_25 


PC_ST_25=1 and 
PC_ST 24=0 


Light Green 


BottomRightEdge Green flashing 


Dark Green 


Center Color 


= ) 
AU_ST_00 = 1 or 
AU_ST_01 =1 or 
AU_ST_04 =1 or 
AU_ST_05 =1 or 
AU_ST_06 = 1 or 
AU_ST_07 = 1 


Flashing Red 


PC_ST_00=1 or 
PC_ST_01=1or 
PC_ST_04=1o0r 
PC_ST_05=1o0r 
PC_ST_06=1 or 
PC_ST_07 =1 


PC_ST_25=1 and 
PC_ST 24=0 
PC_ST_ 24=PC_ST_ 25 


Flashing Green 


Light Green 
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Filled PC_ST_24 <> PC_ST_25 


Advant Station 500 Series OS 


3D Display Object 


TopLeftFlashingColor 
PC_ST_24=PC_ST_25 TopLeftColor 


BottomRightColor 
BottomRightFlashingColor 


PC_ST_24<> PC_ST_25 TopLeftColor 
PC_ST_24=PC_ST_25 BottomRightColor 
(PC_ST_24=PC_ST 25 Off OffColor 


Unacknowledged signal error 
UnAck alarm feedback error 
UnAck alarm Hi limit2 

UnAck alarm HI limit1 

UnAck alarm Lo limit1 

UnAck alarm Lo limit2 


AlarmFlashingColor 


Signal error 

Alarm feedback error 
Alarm Hi limit2 
Alarm HI limit1 
Alarm Lo limit? 
Alarm Lo limit2 
AlarmColor 


OnFlashingColor 
On OnColor 


3BSE 014 763R0001 


Extended Display Element Library Advant Station 500 Series OS 


oi 


Flags Status Indication 


AU_ST_00 = 1 or Alarm Indication 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05 = 1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 or 
PC_ST_00=1 or 
PC_ST_01=1o0r 
PC_ST_04=1o0r 
PC_ST_05=10o0r 
PC_ST_06=1 or 
PC_ST_07=1 


PC_ST_08-11 =1 Interlock Indication 


Flashing Red AU_ST_00 = 1 or AlarmFlashingColor 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05=1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 


PC_ST_00=1 or AlarmColor 
PC_ST_01=10o0r 

PC_ST_04=10o0r 

PC_ST_05=10o0r 

PC_ST_06=1 or 

PC_ST_07=1 


Yellow PC_ST_ 08-1 1 =1 InterlockColor 
Manual Indication 
Auto Indication 
Blocked Indication 
Standby Indication 


Mode Indication 


Mode Indication color 


ModeColor 


Remote Indication 


Local Indication 
Central Indication 


eee es 
Solid White Line SELECTED = 1 
Dotted Yellow Line AL_BLK = 1 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Control Indication 


Control indication 


FrameColor 


oO 
ee 
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Extended Display Element Library Advant Station 500 Series OS 


Configuration: 
Parameters Option (bold is default) Remarks 
TopLeftColor ymbol L5(Green), any other color 
BottomRightColor ymbol M5(Green), any other color 
OnColor K5(Green), any other color 
OffColor 1 Symbol K16(Black), any other color 
TopLeftFlashingColor 1 Symbol N5(Green), any other color 
BottomRightFlashingColor | 1 Symbol N6(Green), any other color 
OnFlashingColor 1 Symbol N5(Green), any other color 
TopLeftAlarmColor ymbol L1(Red), any other color 
BottomRightAlarmColor ymbol M1(Red), any other color 
AlarmColor 1 Symbol K1(Red), any other color 
AlarmFlashingColor 1 N1(Red flash), any other color 
InterlockColor 2 K3(Yellow), any other color 
ModelndVis 2 
ModeColor 

ControllndVis 

ControlColor 

Font 


FrameWidth me, 
DisplayColor background N13(Grey), any other color 


l 


1 
1 
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Extended Display Element Library Advant Station 500 Series OS 


GBIPD91 : Choke Valve Left/Down 


Presentation: 


3. Frame = 3. Frame = 
\ . Flag \ . Flag 
A A 
1. Symbol (filled) 1. Symbol (unfilled) 


Behavior: 


ES C2 
Ea 
Sa C1 Gc 


TopLeftEdge Green flashing PC_ST_25 =1 and TopLeftFlashingColor 
PC_ST_24=0 
Pe Light Green PC_ST 24<>PC_ST 25 BottomRightColor 


BottomRightEdge Green flashing PC_ST_25 = 1 and BottomRightFlashingColor 
PC_ST 24=0 
Po Light Green PC_ST_24=PC_ST 25 BottomRightColor 


Flashing Red AU_ST_00 = 1 or Unacknowledged signal error 
AU_ST_01 =1 or UnAck alarm feedback error 
AU_ST_04 =1 or UnAck alarm Hi limit2 
AU_ST_05 = 1 or UnAck alarm HI limit1 
AU_ST_06 = 1 or UnAck alarm Lo limit? 
AU_ST_07 =1 UnAck alarm Lo limit2 
AlarmFlashingColor 


PC_ST_00 =1 or Signal error 
PC_ST_01=1or Alarm feedback error 
PC_ST_04=1o0r Alarm Hi limit2 
PC_ST_05 = 1 or Alarm HI limit? 
PC_ST_06 =1 or Alarm Lo limit? 
PC_ST_07 = 1 Alarm Lo limit2 
AlarmColor 


Flashing Green PC_ST_25=1 and OnFlashingColor 
PC_ST 24=0 
Light Green PC_ST_24 = PC_ST_25 On OnColor 


p= 
Led 
La 
= 
Ls 
— 
Ea ed 
enter Color = olor 
LA 


3BSE 014 763R0001 page 116 


Extended Display Element Library Advant Station 500 Series OS 


oi 


Flags Status Indication 


AU_ST_00 = 1 or Alarm Indication 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05 = 1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 or 
PC_ST_00=1 or 
PC_ST_01=1o0r 
PC_ST_04=1o0r 
PC_ST_05=10o0r 
PC_ST_06=1 or 
PC_ST_07=1 


PC_ST_08-11 =1 Interlock Indication 


Flashing Red AU_ST_00 = 1 or AlarmFlashingColor 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05=1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 


PC_ST_00=1 or AlarmColor 
PC_ST_01=10o0r 

PC_ST_04=10o0r 

PC_ST_05=10o0r 

PC_ST_06=1 or 

PC_ST_07=1 


Yellow PC_ST_ 08-1 1 =1 InterlockColor 
Manual Indication 
Auto Indication 
Blocked Indication 
Standby Indication 


Mode Indication 


Mode Indication color 


ModeColor 


Remote Indication 


Local Indication 
Central Indication 


eee es 
Solid White Line SELECTED = 1 
Dotted Yellow Line AL_BLK = 1 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Control Indication 


Control indication 


FrameColor 
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Configuration: 


Remarks 
ymbol 
ymbol 
ymbol 
ymbol 
ymbol 


Parameters 
TopLeftColor 
BottomRightColor 
OnColor 

OffColor 
TopLeftFlashingColor 
BottomRightFlashingColor 
OnFlashingColor 
TopLeftAlarmColor 
BottomRightAlarmColor 
AlarmColor 
AlarmFlashingColor 
InterlockColor 
ModelndVis 
ModeColor 
ControllndVis 
ControlColor 
ActuatorIndVis 

Font 

FrameWidth 
DisplayColor 


ymbol 
ymbol 
ymbol 
ymbol 


ymbol 
Flag 
Flag 
Flag 
Flag 
Flag 
Frame 


ackground N13(Grey), any other color 
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Extended Display Element Library Advant Station 500 Series OS 


GBIPD92 : Choke Valve Right/Down 
Presentation: 


3. Frame 3. Frame 
2. Flag 


Na 
C 


2. Flag 


1. Symbol (filled) 1. Symbol (unfilled) 


Behavior: 


ES 2 
En 
Sa Ci 
ed 


TopLeftEdge Green flashing PC_ST_25 = 1 and TopLeftFlashingColor 
PC_ST 24=0 
Pe Light Green PC_ST 24 <>PC_ST 25 BottomRightColor 


BottomRightEdge Green flashing PC_ST_25 =1 and BottomRightFlashingColor 
PC_ST_ 24=0 
Po Light Green PC_ST_24=PC_ST 25 BottomRightColor 


1 
1.1 
2 


1 


Center Color 


Flashing Red AU_ST_00 = 1 or Unacknowledged signal error 
AU_ST_01 =1 or UnAck alarm feedback error 
AU_ST_04 =1 or UnAck alarm Hi limit2 
AU_ST_05 = 1 or UnAck alarm HI limit? 
AU_ST_06 = 1 or UnAck alarm Lo limit1 
AU_ST_07 = 1 UnAck alarm Lo limit2 
AlarmFlashingColor 


PC_ST_00=1 or Signal error 
PC_ST_01=1or Alarm feedback error 
PC_ST_04=1o0r Alarm Hi limit2 
PC_ST_05 =1 or Alarm HI limit1 
PC_ST_06 = 1 or Alarm Lo limit1 
PC_ST_07 = 1 Alarm Lo limit2 
AlarmColor 


Flashing Green PC_ST_25=1 and OnFlashingColor 
PC_ST 24=0 
Light Green PC_ST_24 = PC_ST_25 On OnColor 
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Flags Status Indication 


AU_ST_00 = 1 or Alarm Indication 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05 = 1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 or 
PC_ST_00=1 or 
PC_ST_01=1o0r 
PC_ST_04=1o0r 
PC_ST_05=10o0r 
PC_ST_06=1 or 
PC_ST_07=1 


PC_ST_08-11 =1 Interlock Indication 


Flashing Red AU_ST_00 = 1 or AlarmFlashingColor 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05=1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 


PC_ST_00=1 or AlarmColor 
PC_ST_01=10o0r 

PC_ST_04=10o0r 

PC_ST_05=10o0r 

PC_ST_06=1 or 

PC_ST_07=1 


Yellow PC_ST_ 08-1 1 =1 InterlockColor 
Manual Indication 
Auto Indication 
Blocked Indication 
Standby Indication 


Mode Indication 


Mode Indication color 


ModeColor 


Remote Indication 


Local Indication 
Central Indication 


eee es 
Solid White Line SELECTED = 1 
Dotted Yellow Line AL_BLK = 1 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Control Indication 


Control indication 


FrameColor 


oO 
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Extended Display Element Library Advant Station 500 Series OS 


Configuration: 


Remarks 
ymbol 
ymbol 
ymbol 
ymbol 
ymbol 


Parameters 
TopLeftColor 
BottomRightColor 
OnColor 

OffColor 
TopLeftFlashingColor 
BottomRightFlashingColor 
OnFlashingColor 
TopLeftAlarmColor 
BottomRightAlarmColor 
AlarmColor 
AlarmFlashingColor 
InterlockColor 
ModelndVis 
ModeColor 
ControllndVis 
ControlColor 
ActuatorIndVis 

Font 

FrameWidth 
DisplayColor 


ymbol 
ymbol 
ymbol 
ymbol 


ymbol 
Flag 
Flag 
Flag 
Flag 
Flag 
Frame 


ackground N13(Grey), any other color 
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GBIPD93 : Breaker Horizontal 3D 


Presentation: 


3. Frame 3. Frame 


N N 


| 
2 ok 1. Zo 


2. Flag 2. Flag 


Behavior: 


Bescon [Presentation [Conaiion ——[enars 
(PC_ST_24 = PC_ST_25 Off OffColor 


AU_ST_00 = 1 or Unacknowledged signal error 
AU_ST_01=1 or UnAck alarm feedback error 
AU_ST_04=1 or UnAck alarm Hi limit2 
AU_ST_05 = 1 or UnAck alarm HI limit1 
AU_ST_06 = 1 or UnAck alarm Lo limit1 
AU_ST_07 = 1 UnAck alarm Lo limit2 


AlarmFlashingColor 


1.2 


PC_ST_00 =1 or Signal error 
PC_ST_01=10r Alarm feedback error 
PC_ST_04=1o0r Alarm Hi limit2 
PC_ST_05 = 1 or Alarm HI limit1 
PC_ST_06 =1or Alarm Lo limit! 
PC_ST_07 = 1 Alarm Lo limit2 
AlarmColor 


Flashing Green PC_ST_25=1 and OnFlashingColor 
PC_ST_ 24=0 
Light Green PC_ST_24 = PC_ST_25 On OnColor 
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Flags Status Indication 


AU_ST_00 = 1 or Alarm Indication 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05 = 1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 or 
PC_ST_00=1 or 
PC_ST_01=1o0r 
PC_ST_04=1o0r 
PC_ST_05=10o0r 
PC_ST_06=1 or 
PC_ST_07=1 


PC_ST_08-11 =1 Interlock Indication 


Flashing Red AU_ST_00 = 1 or AlarmFlashingColor 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05=1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 


PC_ST_00=1 or AlarmColor 
PC_ST_01=10o0r 

PC_ST_04=10o0r 

PC_ST_05=10o0r 

PC_ST_06=1 or 

PC_ST_07=1 


Yellow PC_ST_ 08-1 1 =1 InterlockColor 
Manual Indication 
Auto Indication 
Blocked Indication 
Standby Indication 


Mode Indication 


Mode Indication color 


ModeColor 


Remote Indication 


Local Indication 
Central Indication 


eee es 
Solid White Line SELECTED = 1 
Dotted Yellow Line AL_BLK = 1 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Control Indication 


Control indication 


FrameColor 


oO 
ee 
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Configuration: 
Parameters Option (bold is default) Remarks 
TopLeftColor ymbol L5(Green), any other color 
BottomRightColor ymbol M5(Green), any other color 
OnColor K5(Green), any other color 
OffColor 1 Symbol K16(Black), any other color 
TopLeftFlashingColor 1 Symbol N5(Green), any other color 
BottomRightFlashingColor | 1 Symbol N6(Green), any other color 
OnFlashingColor 1 Symbol N5(Green), any other color 
TopLeftAlarmColor ymbol L1(Red), any other color 
BottomRightAlarmColor ymbol M1(Red), any other color 
AlarmColor 1 Symbol K1(Red), any other color 
AlarmFlashingColor 1 N1(Red flash), any other color 
InterlockColor 2 K3(Yellow), any other color 
ModelndVis 2 
ModeColor 

ControllndVis 

ControlColor 

Font 


FrameWidth me, 
DisplayColor background N13(Grey), any other color 


l 
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1 


TH 111 
ojos 
a }a}3 
ior 
o 


3BSE 014 763R0001 page 124 


Extended Display Element Library Advant Station 500 Series OS 


GBIPD94 : Breaker Vertical 3D 


Presentation: 


3. Frame 3. Frame 
2. Flag VA 2. Flag 
A A 
C C 
1. On-Symbol 1. Off-Symbol 


Behavior: 


Besson [Preseniaion [Conaifon [renaris 
(PC_ST_24 = PC_ST_25 Off OffColor 


AU_ST_00 = 1 or Unacknowledged signal error 
AU_ST_01=1 or UnAck alarm feedback error 
AU_ST_04=1 or UnAck alarm Hi limit2 
AU_ST_05 =1 or UnAck alarm HI limit1 
AU_ST_06 = 1 or UnAck alarm Lo limit1 
AU_ST_07 = 1 UnAck alarm Lo limit2 
AlarmFlashingColor 


1.2 


PC_ST_00 =1 or Signal error 
PC_ST_01=10o0r Alarm feedback error 
PC_ST_04=1o0r Alarm Hi limit2 
PC_ST_05 = 1 or Alarm HI limit1 
PC_ST_06=1or Alarm Lo limit1 
PC_ST_07 = 1 Alarm Lo limit2 
AlarmColor 


Flashing Green PC_ST_25=1 and OnFlashingColor 
PC_ST_24=0 
Light Green PC_ST_24 = PC_ST_25 On OnColor 
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Flags Status Indication 


AU_ST_00 = 1 or Alarm Indication 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05 = 1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 or 
PC_ST_00=1 or 
PC_ST_01=1o0r 
PC_ST_04=1o0r 
PC_ST_05=10o0r 
PC_ST_06=1 or 
PC_ST_07=1 


PC_ST_08-11 =1 Interlock Indication 


Flashing Red AU_ST_00 = 1 or AlarmFlashingColor 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05=1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 


PC_ST_00=1 or AlarmColor 
PC_ST_01=10o0r 

PC_ST_04=10o0r 

PC_ST_05=10o0r 

PC_ST_06=1 or 

PC_ST_07=1 


Yellow PC_ST_ 08-1 1 =1 InterlockColor 
Manual Indication 
Auto Indication 
Blocked Indication 
Standby Indication 


Mode Indication 


Mode Indication color 


ModeColor 


Remote Indication 


Local Indication 
Central Indication 


eee es 
Solid White Line SELECTED = 1 
Dotted Yellow Line AL_BLK = 1 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Control Indication 


Control indication 


FrameColor 
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Configuration: 
Parameters Option (bold is default) Remarks 
TopLeftColor ymbol L5(Green), any other color 
BottomRightColor ymbol M5(Green), any other color 
OnColor K5(Green), any other color 
OffColor 1 Symbol K16(Black), any other color 
TopLeftFlashingColor 1 Symbol N5(Green), any other color 
BottomRightFlashingColor | 1 Symbol N6(Green), any other color 
OnFlashingColor 1 Symbol N5(Green), any other color 
TopLeftAlarmColor ymbol L1(Red), any other color 
BottomRightAlarmColor ymbol M1(Red), any other color 
AlarmColor 1 Symbol K1(Red), any other color 
AlarmFlashingColor 1 N1(Red flash), any other color 
InterlockColor 2 K3(Yellow), any other color 
ModelndVis 2 
ModeColor 

ControllndVis 

ControlColor 

Font 


FrameWidth me, 
DisplayColor background N13(Grey), any other color 


l 


1 
1 
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GBIPD95 : Mixer 


Presentation: 


3. Frame 3. Frame 


iN 
ed 


AC AC 


1. On-Symbol 1. Off-Symbol 


7 


2. Flag 2. Flag 


Behavior: 


Description 


«ae 
ae ae 
ences 


=? 


Symbol 


=? 
=? 


Shape 


= 
ye) 


Color 


TopLeftEdge Green flashing PC_ST_25 = 1 and TopLeftFlashingColor 


PC_ST_24=0 


Dark Green PC_ST_ 24=PC_ST 25 TopLeftColor 
Light Green PC_ST_24 <> PC_ST_25 BottomRightColor 


Green flashing PC_ST_25 = 1 and BottomRightFlashingColor 
PC_ST_24=0 


Dark Green PC_ST_24<> PC_ST_25 TopLeftColor 
Light Green PC_ST_24 = PC_ST_25 BottomRightColor 
(PC_ST_24 = PC_ST_25) Off OffColor 


Flashing Red AU_ST_00 =1 or Unacknowledged signal error 
AU_ST_01 =1 or UnAck alarm feedback error 
AU_ST_04 =1 or UnAck alarm Hi limit2 
AU_ST_05 =1 or UnAck alarm HI limit1 
AU_ST_06 = 1 or UnAck alarm Lo limit1 
AU_ST_07 = 1 UnAck alarm Lo limit2 
AlarmFlashingColor 


BottomRightEdge 


Center Color 


PC_ST_00 =1 or Signal error 
PC_ST_01=1or Alarm feedback error 
PC_ST_04=1o0r Alarm Hi limit2 
PC_ST_05 =1 or Alarm HI limit1 
PC_ST_06 = 1 or Alarm Lo limit1 
PC_ST_07 = 1 Alarm Lo limit2 
AlarmColor 


Flashing Green PC_ST_25=1 and OnFlashingColor 
PC_ST 24=0 
PC_ST 24=PC_ST_ 25 On OnColor 
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Flags Status Indication 


AU_ST_00 = 1 or Alarm Indication 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05 = 1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 or 
PC_ST_00=1 or 
PC_ST_01=1o0r 
PC_ST_04=1o0r 
PC_ST_05=10o0r 
PC_ST_06=1 or 
PC_ST_07=1 


PC_ST_08-11 =1 Interlock Indication 


Flashing Red AU_ST_00 = 1 or AlarmFlashingColor 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05=1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 


PC_ST_00=1 or AlarmColor 
PC_ST_01=10o0r 

PC_ST_04=10o0r 

PC_ST_05=10o0r 

PC_ST_06=1 or 

PC_ST_07=1 


Yellow PC_ST_ 08-1 1 =1 InterlockColor 
Manual Indication 
Auto Indication 
Blocked Indication 
Standby Indication 


Mode Indication 


Mode Indication color 


ModeColor 


Remote Indication 


Local Indication 
Central Indication 


eee es 
Solid White Line SELECTED = 1 
Dotted Yellow Line AL_BLK = 1 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Control Indication 


Control indication 


FrameColor 


oO 
ee 
3 =) 
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Configuration: 


Option (bold is default) Remarks 


ymbol 
ymbol 
ymbol 
ymbol 
ymbol 
ymbol 


l 


TopLeftColor 
BottomRightColor 


TopLeftFlashingColor 
BottomRightFlashingColor 
OnFlashingColor 
TopLeftAlarmColor 
BottomRightAlarmColor 


fr 


a 
pO 
po 
pO 
ee 
pO 
ymbol [N5(Green), any othercolor | 
ymbol [Li(Red), any othercolor | 
ymbol [M1(Red), any othercolor | 
ymbol [Ki(Red), any othercolor | 
po 
pO 
pO 
pO 
po 
pO 
pO 
pO 
Pp 


Symbol 
Flag 


Flag Ise, true 


Flag 5(Green), any other color 


Flag C20, any other font 


Frame 


ackground 


AlarmFlashingColor 
nterlockColor 


= 


ControllndVis 
ControlColor 


NY) Als 


[TopLeftColor 
[BottomRightColor 
OffColor 
[TopLeftFlashingColor | 
| BottomRightFlashingColor _| 
[OnFlashingColor 
[TopLeftAlarmColor | 
|BottomRightAlarmColor _| 
AlarmColor 
[AlarmFlashingColor_ | 
ModelndVis 

ModeColor 
[Controlindvis 
[ControlColor 
FrameWidth 
[DisplayColor 


TD] COPPS] PO] PO] PO] POP Po] A] aH 
mi) m 
fella ed) 
oR (o} 

a 


P4 


DisplayColor 13(Grey), any other color 
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GBIPD96 : Breaker Horizontal 2D 


Presentation: 


3. Frame 3. Frame 


Seen aad 
1. On-Symbol 1. Off-Symbol 


2. Flag 


Behavior: 


Bessnion —[Presenaion [Conaifon [renaris 
(PC_ST_24 = PC_ST_25 Off OffColor 


AU_ST_00 = 1 or Unacknowledged signal error 
AU_ST_01=1 or UnAck alarm feedback error 
AU_ST_04=1 or UnAck alarm Hi limit2 
AU_ST_05 = 1 or UnAck alarm HI limit1 
AU_ST_06 = 1 or UnAck alarm Lo limit! 
AU_ST_07 = 1 UnAck alarm Lo limit2 
AlarmFlashingColor 


1.2 


PC_ST_00 =1 or Signal error 
PC_ST_01=1o0r Alarm feedback error 
PC_ST_04=1o0r Alarm Hi limit2 
PC_ST_05 = 1 or Alarm HI limit1 
PC_ST_06 =1or Alarm Lo limit! 
PC_ST_07 = 1 Alarm Lo limit2 
AlarmColor 


Flashing Green PC_ST_25=1 and OnFlashingColor 
PC_ST 24=0 
[Green PC_ST 24=PC_ST 25 On OnColor 
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Flags Status Indication 


AU_ST_00 = 1 or Alarm Indication 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05 = 1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 or 
PC_ST_00=1 or 
PC_ST_01=1o0r 
PC_ST_04=1o0r 
PC_ST_05=10o0r 
PC_ST_06=1 or 
PC_ST_07=1 


PC_ST_08-11 =1 Interlock Indication 


Flashing Red AU_ST_00 = 1 or AlarmFlashingColor 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05=1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 


PC_ST_00=1 or AlarmColor 
PC_ST_01=10o0r 

PC_ST_04=10o0r 

PC_ST_05=10o0r 

PC_ST_06=1 or 

PC_ST_07=1 


Yellow PC_ST_ 08-1 1 =1 InterlockColor 
Manual Indication 
Auto Indication 
Blocked Indication 
Standby Indication 


Mode Indication 


Mode Indication color 


ModeColor 


Remote Indication 


Local Indication 
Central Indication 


eee es 
Solid White Line SELECTED = 1 
Dotted Yellow Line AL_BLK = 1 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Control Indication 


Control indication 


FrameColor 


oO 
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Configuration: 


Parameters Option (bold is default) Remarks 


FrameWidth 
ackground N13, any other color 
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GBIPD97 : Breaker Vertical 2D 


Presentation: 


3. Frame 3. Frame 


2. Flag Va 2. Flag VA 
aN aN 


A A 
C C 
1. On-Symbol 1. Off-Symbol 
Behavior: 
[Ne [Bessrinton [Presentation [eendion [Remats 
1 Symbol 3D Display Object 


On-Symbol PC_ST_24 <> PC_ST_25 Po 
Off-Symbol PC_ST_24 = PC_ST_25 Po 
(PC_ST_24 = PC_ST_25) Off OffColor 


AU_ST_00 = 1 or Unacknowledged signal error 
AU_ST_01=1 or UnAck alarm feedback error 
AU_ST_04=1 or UnAck alarm Hi limit2 
AU_ST_05 = 1 or UnAck alarm HI limit1 
AU_ST_06 = 1 or UnAck alarm Lo limit! 
AU_ST_07 = 1 UnAck alarm Lo limit2 


AlarmFlashingColor 


PC_ST_00 =1 or Signal error 
PC_ST_01=10o0r Alarm feedback error 
PC_ST_04=1o0r Alarm Hi limit2 
PC_ST_05=1or Alarm HI limit1 
PC_ST_06 =1or Alarm Lo limit1 


PC_ST_07=1 Alarm Lo limit2 


AlarmColor 


Flashing Green PC_ST_25=1 and OnFlashingColor 
PC_ST 24=0 
[Green PC_ST 24=PC_ST 25 On OnColor 
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Flags Status Indication 


AU_ST_00 = 1 or Alarm Indication 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05 = 1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 or 
PC_ST_00=1 or 
PC_ST_01=1o0r 
PC_ST_04=1o0r 
PC_ST_05=10o0r 
PC_ST_06=1 or 
PC_ST_07=1 


PC_ST_08-11 =1 Interlock Indication 


Flashing Red AU_ST_00 = 1 or AlarmFlashingColor 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05=1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 


PC_ST_00=1 or AlarmColor 
PC_ST_01=10o0r 

PC_ST_04=10o0r 

PC_ST_05=10o0r 

PC_ST_06=1 or 

PC_ST_07=1 


Yellow PC_ST_ 08-1 1 =1 InterlockColor 
Manual Indication 
Auto Indication 
Blocked Indication 
Standby Indication 


Mode Indication 


Mode Indication color 


ModeColor 


Remote Indication 


Local Indication 
Central Indication 


eee es 
Solid White Line SELECTED = 1 
Dotted Yellow Line AL_BLK = 1 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Control Indication 


Control indication 


FrameColor 


oO 
ee 
3 =) 
@O 
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Configuration: 


Parameters Option (bold is default) Remarks 


FrameWidth 
ackground N13, any other color 


3BSE 014 763R0001 page 136 
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GBIPD98 : Motor Vertical Flow 


Presentation: 


3. Frame 3. Frame 
Sy 2. Flag NX 2. Flag 
A A 
C C 
1. Symbol (filled) 1. Symbol (unfilled) 


Behavior: 


Presentation 


Symbol 


TopLeftEdge 


Filled 


UnFilled PC_ST_24 = PC_ST_25 


Green flashing PC_ST_25=1 and 
PC_ST 24=0 


Dark Green 


Light Green 


PC_ST_24 <> PC_ST_25 


Advant Station 500 Series OS 


Remarks 


TopLeftFlashingColor 


PC_ST_24=PC_ST_25 TopLeftColor 


BottomRightEdge 
Center Color 


Green flashing PC_ST_25=1 and 
PC_ST 24=0 


Dark Green 


Light Green 


Flashing Red AU_ST_00 =1 or 
AU_ST_01 =1 or 
AU_ST_04 =1 or 
AU_ST_05 =1 or 
AU_ST_06 = 1 or 
AU_ST_07 =1 


PC_ST_00=1 or 
PC_ST_01=1or 
PC_ST_04=1o0r 
PC_ST_05=1 or 
PC_ST_06=1or 
PC_ST_07 =1 


Flashing Green PC_ST_25=1 and 
PC_ST 24=0 


Light Green PC_ST_24 = PC_ST_25 


3 
al 
i) 
al 
Et 
a 
i 
i 
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PC_ST 24 <>PC_ST 25 BottomRightColor 


BottomRightFlashingColor 


PC_ST_24<> PC_ST_25 TopLeftColor 
PC_ST_24=PC_ST_25 BottomRightColor 
(PC_ST_24 = PC_ST_25) Off OffColor 


Unacknowledged signal error 
UnAck alarm feedback error 
UnAck alarm Hi limit2 

UnAck alarm HI limit1 

UnAck alarm Lo limit1 

UnAck alarm Lo limit2 
AlarmFlashingColor 


Signal error 

Alarm feedback error 
Alarm Hi limit2 
Alarm HI limit1 
Alarm Lo limit1 
Alarm Lo limit2 
AlarmColor 


OnFlashingColor 
On OnColor 
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oi 


Flags Status Indication 


AU_ST_00 = 1 or Alarm Indication 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05 = 1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 or 
PC_ST_00=1 or 
PC_ST_01=1o0r 
PC_ST_04=1o0r 
PC_ST_05=10o0r 
PC_ST_06=1 or 
PC_ST_07=1 


PC_ST_08-11 =1 Interlock Indication 


Flashing Red AU_ST_00 = 1 or AlarmFlashingColor 
AU_ST_01=1 or 
AU_ST_04=1 or 
AU_ST_05=1 or 
AU_ST_06 = 1 or 
AU_ST_07=1 


PC_ST_00=1 or AlarmColor 
PC_ST_01=10o0r 

PC_ST_04=10o0r 

PC_ST_05=10o0r 

PC_ST_06=1 or 

PC_ST_07=1 


Yellow PC_ST_ 08-1 1 =1 InterlockColor 
Manual Indication 
Auto Indication 
Blocked Indication 
Standby Indication 


Mode Indication 


Mode Indication color 


ModeColor 


Remote Indication 


Local Indication 
Central Indication 


eee es 
Solid White Line SELECTED = 1 
Dotted Yellow Line AL_BLK = 1 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Control Indication 


Control indication 


FrameColor 


oO 
ee 
3 =) 
@O 
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Configuration: 


Option (bold is default) Remarks 


ymbol 
ymbol 
ymbol 
ymbol 
ymbol 
ymbol 


l 


TopLeftColor 
BottomRightColor 


TopLeftFlashingColor 
BottomRightFlashingColor 
OnFlashingColor 
TopLeftAlarmColor 
BottomRightAlarmColor 


fr 


a 
pO 
po 
pO 
ee 
pO 
ymbol [N5(Green), any othercolor | 
ymbol [Li(Red), any othercolor | 
ymbol [M1(Red), any othercolor | 
ymbol [Ki(Red), any othercolor | 
po 
pO 
pO 
pO 
po 
pO 
pO 
pO 
Pp 


Symbol 
Flag 


Flag Ise, true 


Flag 5(Green), any other color 


Flag C20, any other font 


Frame 


ackground 


AlarmFlashingColor 
nterlockColor 


= 


ControllndVis 
ControlColor 


NY) Als 


[TopLeftColor 
[BottomRightColor 
OffColor 
[TopLeftFlashingColor | 
| BottomRightFlashingColor _| 
[OnFlashingColor 
[TopLeftAlarmColor | 
|BottomRightAlarmColor _| 
AlarmColor 
[AlarmFlashingColor_ | 
ModelndVis 

ModeColor 
[Controlindvis 
[ControlColor 
FrameWidth 
[DisplayColor 


TD] COPPS] PO] PO] PO] POP Po] A] aH 
mi) m 
fella ed) 
oR (o} 

a 


P4 


DisplayColor 13(Grey), any other color 
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3.8. Userdefined Control (GENUSD) 
GU1PD81 : Valve Horizontal 


Presentation: 
2. Flag 2. Flag 


N N 


3. Frame A M1 3. Frame A M1 


N N 


1. Symbol (filled) 1. Symbol (unfilled) 


Behavior: 


3D Displa 
UnFilled PC_ST_24 = PC_ST_25 


ActuatorIndVis = true Actuator visible 


Green flashing PC_ST_25=1 and TopLeftFlashingColor 
PC_ST 24=0 

PC_ST_24=PC_ST_25 TopLeftColor 

Light Green PC_ST_ 24 <>PC_ST_ 25 BottomRightColor 


Green flashing PC_ST_25=1 and BottomRightFlashingColor 
PC_ST 24=0 


PC_ST 24<> PC_ST 25 TopLeftColor 
Light Green PC_ST_24 = PC_ST_25 BottomRightColor 
Black = (PC_ST_24=PC_ST 25 Off OffColor 


Flashing Red AU_ST_00 = 1 or Unacknowledged signal error 
AU_ST_01 =1 UnAck alarm feedback error 


AlarmFlashingColor 


PC_ST_00=1 or Signal error 
PC_ST_01 =1 Alarm feedback error 
AlarmColor 


Flashing Green PC_ST_25=1 and OnFlashingColor 
PC_ST_ 24=0 
Light Green PC_ST_24 = PC_ST_25 On OnColor 
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2 

et 
Let 
[= 
ad 
i 
La 
Ed 
a 
aod 
a 
Et 


Advant Station 500 Series OS 


Status Indication 


Alarm Indication 


PC_ST_08-11 =1 Interlock Indication 
Flashing Red AU_ST_00 = 1 or AlarmFlashingColor 
AU_ST_01=1 
PC_ST_00=1 or AlarmColor 
PC_ST_01=1 
PC_ST_08-11 =1 InterlockColor 
PC_ST_20=1 Manual Indication 
PC_ST_19=1 Auto Indication 
PC_ST_21=1 Blocked Indication 
PC_ST_22=1 Standby Indication 
ModelndVis = 1 ModeColor 
PC_ST_18=1 Remote Indication 
PC_ST_17=1 Local Indication 
PC_ST_16=1 Central Indication 


a aes 
ee 0 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 
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Configuration: 


Parameters 
TopLeftColor 
BottomRightColor 
OnColor 

OffColor 
TopLeftFlashingColor 
BottomRightFlashingColor 
OnFlashingColor 
TopLeftAlarmColor 
BottomRightAlarmColor 
AlarmColor 
AlarmFlashingColor 
InterlockColor 
ModelndVis 
ModeColor 
ControllndVis 
ControlColor 
ActuatorIndVis 

Font 

FrameWidth 
DisplayColor 


Remarks 
ymbol 
ymbol 
ymbol 
ymbol 
ymbol 
ymbol 
ymbol 


ymbol 
ymbol 
ymbol 
Flag 
Flag 
Flag 
Flag 
Flag 
Frame 


ackground N13(Grey), any other color 


i 


| 9} Po] Po] Po] PO] Po} po] PO] |] = 
TH 11 
o}os 
a}a}3 
ior 
o 
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GU1PD82 : Valve Vertical 


Presentation: 


NX 2. Flag \ 2. Flag 


M1 M1 
1. Symbol (filled) 1. Symbol (unfilled) 
Behavior: 
[Re [Beserinton[Presenation  [ondten [Remarks 
1 Symbol 3D Display Object 


UnFilled PC_ST 24=PC_ST 25 
ActuatorIndVis = true 


Green flashing PC_ST_25=1 and TopLeftFlashingColor 
PC_ST 24=0 

PC_ST_24=PC_ST_25 TopLeftColor 

Light Green PC_ST 24 <>PC_ST_ 25 BottomRightColor 


Green flashing PC_ST_25=1 and BottomRightFlashingColor 
PC_ST_24=0 
Ll PC_ST_24<> PC_ST_ 25 TopLeftColor 
F | Light Green PC_ST_24=PC_ST 25 BottomRightColor 


Filled PC_ST_24 <> PC_ST_25 


Black = (PC_ST_24 = PC_ST_25) Off OffColor 


Flashing Red AU_ST_00 =1 or Unacknowledged signal error 
AU_ST_01 =1 UnAck alarm feedback error 


AlarmFlashingColor 


PC_ST_00 =1 or Signal error 
PC_ST_01=1 Alarm feedback error 

AlarmColor 
PC_ST 24=0 
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2.1 Alarm Indication 


F AU_ST_00=1 or Alarm Indication 
AU_ST_01=1 or 
PC_ST_00=1or 
PC_ST_01=1 


PC_ST_08-11 =1 Interlock Indication 

Flashing Red AU_ST_00 = 1 or AlarmFlashingColor 
AU_ST 01=1 

PC_ST_00=1 or AlarmColor 

PC_ST 01 =1 

PC_ST_08-11 =1 InterlockColor 

PC_ST_ 20=1 Manual Indication 

PC_ST_19=1 Auto Indication 

PC_ST_21=1 Blocked Indication 

PC_ST 22=1 Standby Indication 


Yellow 


ModelndVis = 1 ModeColor 


PC_ST_18=1 Remote Indication 


PC_ST_17=1 Local Indication 
PC_ST_16=1 Central Indication 


i 
ControllndVis = 1 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Solid White Line 
Dotted Yellow Line 
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Configuration: 


Parameters 
TopLeftColor 
BottomRightColor 
OnColor 

OffColor 
TopLeftFlashingColor 
BottomRightFlashingColor 
OnFlashingColor 
TopLeftAlarmColor 
BottomRightAlarmColor 
AlarmColor 
AlarmFlashingColor 
InterlockColor 
ModelndVis 
ModeColor 
ControllndVis 
ControlColor 
ActuatorIndVis 

Font 

FrameWidth 
DisplayColor 


Option (bold is default) Remarks 
ymbol L5(Green), any other color 
ymbol M5(Green), any other color 
ymbol K5(Green), any other color 
ymbol K16(Black), any other color 
ymbol N5(Green), any other color 
ymbol N6(Green), any other color 
ymbol N5(Green), any other color 
ymbol L1(Red), any other color 
ymbol M1(Red), any other color 
ymbol K1(Red), any other color 
N1(Red flash), any other color 
K3(Yellow), any other color 


Flag 5(Green), any other color 

Flag false, true 

Flag 

Flag fasle, true 

Flag 
Frame 


ackground 13(Grey), any other color 


[TopLeftColor 
[BottomRightColor 
[OnColor 
JOffColor 
[TopLeftFlashingColor___ 
| BottomRightFlashingColor_| 
[OnFlashingColor 
[TopLeftAlarmColor__— 
[BottomRightAlarmColor__| 
|AlarmColor 
|AlarmFlashingColor___ 1 
[InterlockColor 
[ModeIndVis 
[ModeColor 
[ControlindVis 
[ControlColor 
[ActuatorindVis 
[Font 
[FrameWidth 
[DisplayColor 


| 9] Po] Po} 9] PO] Po] po] po 
TH 11 
ojos 
a}a}3 
ox 
o 
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GU1PD83 : Pump Up 2-Way 


Presentation: 


3. Frame > FI 3. Frame > FI 
N y~ N ee 
A A 
M1 M1 
1. Forward-Symbol 1. Reverse-Symbol 


Behavior: 


Besernion [Presentation [Gondion [Remarks 
Off-Symbol PC_ST_24 =0 and 
PC_ST_25=0 
a a (a (rere 
TopLeftEdge Green flashing PC_ST_25 =1 and TopLeftFlashingColor 
PC_ST_24=0 
Po Light Green PC_ST 24 <>PC_ST 25 BottomRightColor 


BottomRightEdge Green flashing PC_ST_25 = 1 and BottomRightFlashingColor 
PC_ST 24=0 


ly Object 


Po Light Green PC_ST 24=PC_ST 25 BottomRightColor 
Black ( unfilled ) (PC_ST_24=PC_ST 25) Off OffColor 


Flashing Red AU_ST_00 = 1 or Unacknowledged signal error 

AU_ST_01 =1 UnAck alarm feedback error 
PC_ST_00=1 or Signal error 
PC_ST_01 =1 Alarm feedback error 
AlarmColor 


Flashing Green PC_ST_25=1 and OnFlashingColor 
PC_ST 24=0 
Light Green (filled ) | PC_ST_24 =PC_ST_25 On OnColor 


me 
—_ 
a 
LS 
a 
nz 
Ls 
a 
— 
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Flags 


Status Indication 


Alarm Indication 


ie) 
= 


Alarm Indication 


PC_ST_01= 
PC_ST_08-11 =1 Interlock Indication 


Flashing Red or AlarmFlashingColor 


PC_ST_00=1 or AlarmColor 
PC_ST_01 =1 
Yellow PC_ST_08-11 =1 InterlockColor 


Oo 


ie) 


Alarm Indication color 


i) 


Mode Indication 


Es Cree 


ie) 


Mode Indication color 


ModelndVis = 1 ModeColor 
PC_ST_18=1 Remote Indication 
PC_ST_17=1 Local Indication 
PC_ST_16=1 Central Indication 
ControllndVis = 1 ControlColor 
Solid White Line SELECTED = 1 Object selected 
Dotted Yellow Line AL_BLK = 1 Alarm blocked 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


ie) 
oa 


Control Indication 


ie) 
(o>) 


Control indication 
color 


Frame 


FrameColor 


is 
hod 
pe 
eae 
ss 
a 
— 
Ld 
pe 
a) 
anes 
ss 
es 
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Configuration: 


Parameters Affects Option (bold is default) Remarks 
TopLeftColor 
BottomRightColor 
OnColor 

OffColor 
TopLeftFlashingColor 
BottomRightFlashingColor 
OnFlashingColor 
TopLeftAlarmColor 
BottomRightAlarmColor 
AlarmColor 
AlarmFlashingColor 
InterlockColor 

ModelndVis 

ModeColor 

ControllndVis 
ControlColor 

Font 

FrameWidth 

DisplayColor 
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GU1PD84 : Pump Down 2-Way 


Presentation: 


3. Frame > FI 3. Frame > FI 
N\ as N a 
Wa a 
M1 M1 
1. Forward-Symbol 1. Reverse-Symbol 
Behavior: 
[Ne [Bescrnton [Presenision [ondon 
1 Symbol 3D Display Object 


Off-Symbol PC_ST_24 =0 and 
PC_ST 25=0 

Green flashing PC_ST_25=1 and TopLeftFlashingColor 
PC_ST 24=0 

PC_ST_24=PC_ST_25 TopLeftColor 

Light Green PC_ST_ 24 <>PC_ST_ 25 BottomRightColor 


Green flashing PC_ST_25=1 and BottomRightFlashingColor 
PC_ST 24=0 
PC_ST 24<> PC_ST 25 TopLeftColor 


Black ( unfilled ) (PC_ST_24 = PC_ST_25 Off OffColor 


Flashing Red AU_ST_00 =1 or Unacknowledged signal error 
AU_ST_01 =1 UnAck alarm feedback error 
nel AlarmFlashingColor 
PC_ST_00=1 or Signal error 
PC_ST_01=1 Alarm feedback error 
AlarmColor 


Flashing Green PC_ST_25=1 and OnFlashingColor 
PC_ST 24=0 
Light Green (filled ) | PC_ST_24 =PC_ST_25 On OnColor 


= 
a 
[4 
a 
a 
| 
[=a 
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Flags 


Status Indication 


Alarm Indication 


ie) 
= 


Alarm Indication 


PC_ST_01= 
PC_ST_08-11 =1 Interlock Indication 


Flashing Red or AlarmFlashingColor 


PC_ST_00=1 or AlarmColor 
PC_ST_01 =1 
Yellow PC_ST_08-11 =1 InterlockColor 


Oo 


ie) 


Alarm Indication color 


i) 


Mode Indication 


Es Cree 


ie) 


Mode Indication color 


ModelndVis = 1 ModeColor 
PC_ST_18=1 Remote Indication 
PC_ST_17=1 Local Indication 
PC_ST_16=1 Central Indication 
ControllndVis = 1 ControlColor 
Solid White Line SELECTED = 1 Object selected 
Dotted Yellow Line AL_BLK = 1 Alarm blocked 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


ie) 
oa 


Control Indication 


ie) 
(o>) 


Control indication 
color 


Frame 


FrameColor 


is 
hod 
pe 
eae 
ss 
a 
— 
Ld 
pe 
a) 
er 
i 
a 
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Configuration: 


Parameters Affects Option (bold is default) Remarks 
TopLeftColor 
BottomRightColor 
OnColor 

OffColor 
TopLeftFlashingColor 
BottomRightFlashingColor 
OnFlashingColor 
TopLeftAlarmColor 
BottomRightAlarmColor 
AlarmColor 
AlarmFlashingColor 
InterlockColor 

ModelndVis 

ModeColor 

ControllndVis 
ControlColor 

Font 

FrameWidth 

DisplayColor 
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GU1PD85 : Choke Valve Left/Down 


Presentation: 


3. Frame eT 3. Frame ar 
\ a \ e 
VA ae 
M1 M1 
1. Symbol (filled) 1. Symbol (unfilled) 


Behavior: 


a er (2.00 
ActuatorIndVis = true 
rs ee 


TopLeftEdge Green flashing PC_ST_25 = 1 and TopLeftFlashingColor 
PC_ST_ 24=0 
PC_ST_24 = PC_ST_25 TopLeftColor 


P| Light Green PC_ST 24 <>PC_ST 25 BottomRightColor 
BottomRightEdge Green flashing PC_ST_25 = 1 and BottomRightFlashingColor 
PC_ST 24=0 


PC_ST_24<> PC_ST_25 TopLeftColor 
Light Green PC_ST_24 = PC_ST_25 BottomRightColor 
Center Color Black = (PC_ST_24 = PC_ST_25) Off OffColor 


AU_ST_00 = 1 or Unacknowledged signal error 
AU_ST_01 =1 UnAck alarm feedback error 
AlarmFlashingColor 


Signal error 

Alarm feedback error 

AlarmColor 
PC_ST 24=0 
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Alarm Indication 


Alarm Indication color 


AU_ST_00 = 1 or 
AU_ST_01=1o0r 
PC_ST_00=1or 
PC_ST_01=1 


PC_ST_08-11 =1 


Alarm Indication 


Interlock Indication 


AlarmFlashingColor 


AlarmColor 
InterlockColor 
Manual Indication 
Auto Indication 
Blocked Indication 
Standby Indication 


Flashing Red AU_ST_00 = 1 or 


AU_ST 01 =1 
PC_ST_00=1 or 
PC_ST_01 =1 
PC_ST_08-11 =1 


Yellow 
PC_ST 20=1 
PC_ST_19=1 
PC_ST_21=1 
PC_ST_ 22=1 


ModeColor 


Remote Indication 


Local Indication 
Central Indication 


ins 


ModelndVis = 1 
PC_ST_18=1 


PC_ST_17=1 
PC_ST_16=1 


ControllndVis = 1 


SELECTED = 1 
AL_BLK = 1 


Solid White Line 
Dotted Yellow Line 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 
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Configuration: 


Parameters 
TopLeftColor 
BottomRightColor 
OnColor 

OffColor 
TopLeftFlashingColor 
BottomRightFlashingColor 
OnFlashingColor 
TopLeftAlarmColor 
BottomRightAlarmColor 
AlarmColor 
AlarmFlashingColor 
InterlockColor 
ModelndVis 
ModeColor 
ControllndVis 
ControlColor 
ActuatorIndVis 

Font 

FrameWidth 
DisplayColor 


Option (bold is default) Remarks 
ymbol L5(Green), any other color 
ymbol M5(Green), any other color 
ymbol K5(Green), any other color 
ymbol K16(Black), any other color 
ymbol N5(Green), any other color 
ymbol N6(Green), any other color 
ymbol N5(Green), any other color 
ymbol L1(Red), any other color 
ymbol M1(Red), any other color 
ymbol K1(Red), any other color 
N1(Red flash), any other color 
K3(Yellow), any other color 


Flag 5(Green), any other color 

Flag false, true 

Flag 

Flag fasle, true 

Flag 
Frame 


ackground 13(Grey), any other color 


[TopLeftColor 
[BottomRightColor 
[OnColor 
JOffColor 
[TopLeftFlashingColor___ 
| BottomRightFlashingColor_| 
[OnFlashingColor 
[TopLeftAlarmColor__— 
[BottomRightAlarmColor__| 
|AlarmColor 
|AlarmFlashingColor___ 1 
[InterlockColor 
[ModeIndVis 
[ModeColor 
[ControlindVis 
[ControlColor 
[ActuatorindVis 
[Font 
[FrameWidth 
[DisplayColor 


| 9] Po] Po} 9] PO] Po] po] po 
TH 11 
ojos 
a}a}3 
ox 
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GU1PD86 : Choke Valve Right/Down 


Presentation: 


3. Frame 3. Frame 
2. Flag 2. Flag 4 
A A 
M1 M1 
1. Symbol (filled) 1. Symbol (unfilled) 


Behavior: 


Filled PC_ST_24 <> PC_ST_25 On 
UnFilled PC_ST_24 = PC_ST_25 Off 


Actuator visible 


PC_ST_25=1 and 
PC_ST 24=0 


Light Green PC_ST_ 24 <>PC_ST_ 25 BottomRightColor 
Green flashing PC_ST_25 = 1 and BottomRightFlashingColor 
PC_ST_24=0 


PC_ST_ 24<> PC_ST 25 TopLeftColor 
Light Green PC_ST_24 = PC_ST_25 BottomRightColor 
Black = (PC_ST_ 24 =PC_ST_25) Off OffColor 


AU_ST_00 =1 or Unacknowledged signal error 
AU_ST_01 =1 UnAck alarm feedback error 
AlarmFlashingColor 


Signal error 
Alarm feedback error 
AlarmColor 
PC_ST_25 =1 and OnFlashingColor 
PC_ST 24=0 
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2.1 Alarm Indication 


F AU_ST_00=1 or Alarm Indication 
AU_ST_01=1 or 
PC_ST_00=1or 
PC_ST_01=1 


PC_ST_08-11 =1 Interlock Indication 

Flashing Red AU_ST_00 = 1 or AlarmFlashingColor 
AU_ST 01=1 

PC_ST_00=1 or AlarmColor 

PC_ST 01 =1 

PC_ST_08-11 =1 InterlockColor 

PC_ST_ 20=1 Manual Indication 

PC_ST_19=1 Auto Indication 

PC_ST_21=1 Blocked Indication 

PC_ST 22=1 Standby Indication 


Yellow 


ModelndVis = 1 ModeColor 


PC_ST_18=1 Remote Indication 


PC_ST_17=1 Local Indication 
PC_ST_16=1 Central Indication 


i 
ControllndVis = 1 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Solid White Line 
Dotted Yellow Line 
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Configuration: 


Parameters 
TopLeftColor 
BottomRightColor 
OnColor 

OffColor 
TopLeftFlashingColor 
BottomRightFlashingColor 
OnFlashingColor 
TopLeftAlarmColor 
BottomRightAlarmColor 
AlarmColor 
AlarmFlashingColor 
InterlockColor 
ModelndVis 
ModeColor 
ControllndVis 
ControlColor 
ActuatorIndVis 

Font 

FrameWidth 
DisplayColor 


Option (bold is default) Remarks 
ymbol L5(Green), any other color 
ymbol M5(Green), any other color 
ymbol K5(Green), any other color 
ymbol K16(Black), any other color 
ymbol N5(Green), any other color 
ymbol N6(Green), any other color 
ymbol N5(Green), any other color 
ymbol L1(Red), any other color 
ymbol M1(Red), any other color 
ymbol K1(Red), any other color 
N1(Red flash), any other color 
K3(Yellow), any other color 


Flag 5(Green), any other color 

Flag false, true 

Flag 

Flag fasle, true 

Flag 
Frame 


ackground 13(Grey), any other color 


[TopLeftColor 
[BottomRightColor 
[OnColor 
JOffColor 
[TopLeftFlashingColor___ 
| BottomRightFlashingColor_| 
[OnFlashingColor 
[TopLeftAlarmColor__— 
[BottomRightAlarmColor__| 
|AlarmColor 
|AlarmFlashingColor___ 1 
[InterlockColor 
[ModeIndVis 
[ModeColor 
[ControlindVis 
[ControlColor 
[ActuatorindVis 
[Font 
[FrameWidth 
[DisplayColor 


| 9] Po] Po} 9] PO] Po] po] po 
TH 11 
ojos 
a}a}3 
ox 
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GU1PD87 : Valve Horizontal 


Presentation: 


rc 


5. Label 5. Label 


\ 3. Frame \ 3. Frame 
75 % 13% 
A OFA A OFA 


4. MValue 


A Mi A Mi 


1. Symbol (filled) 1. Symbol (unfilled) 


2. Flag 


Behavior: 


Present [eonaiion [Renae 


PC_ST_24 <> PC_ST_25 


UnFilled PC_ST_24=PC_ST 25 
ActuatorIndVis = true Actuator visible 


Green flashing PC_ST_25=1 and TopLeftFlashingColor 
PC_ST 24=0 

PC_ST_ 24 =PC_ST_25 TopLeftColor 

Light Green PC_ST_ 24 <>PC_ST_ 25 BottomRightColor 


Green flashing PC_ST_25=1 and BottomRightFlashingColor 
PC_ST_24=0 

PC_ST 24<> PC_ST 25 TopLeftColor 

Light Green PC_ST_24 = PC_ST_25 BottomRightColor 

Black = (PC_ST_24=PC_ST 25 Off OffColor 


Flashing Red AU_ST_00 =1 or Unacknowledged signal error 
AU_ST_01 =1 UnAck alarm feedback error 


AlarmFlashingColor 


PC_ST_00=1 or Signal error 
PC_ST_01 =1 Alarm feedback error 
AlarmColor 


Flashing Green PC_ST_25=1 and OnFlashingColor 
PC_ST_ 24=0 
Light Green PC_ST_24 = PC_ST_25 On OnColor 
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Status Indication 


Alarm Indication 


AU_ST_00 = 1 or 
AU_ST_01=1 or 
PC_ST_00=1or 
PC_ST_01 =1 

PC_ST_08-11 =1 


Alarm Indication 


X 


Interlock Indication 


AlarmFlashingColor 


AlarmColor 
InterlockColor 


Manual Indication 
Auto Indication 
Blocked Indication 
Standby Indication 
ModeColor 
Remote Indication 
Local Indication 
Central Indication 


ControlColor 
Measured Value 
UnAcknowledge alarm 
ValueColor 
AlarmflashingColor 
AlarmColor 


OnFlashingColor 


AU_ST_00 = 1 or 
AU_ST_01=1 
PC_ST_00=1 or 
PC_ST_01=1 
PC_ST_08-11 =1 


Flashing Red 


PC_ST 20=1 
PC_ST_19=1 
PC_ST 21=1 
PC_ST 22=1 


ModelndVis = 1 
PC_ST_18=1 


PC_ST_17=1 
PC_ST_16=1 


ControllndVis = 1 


AU_ST_00-07 
PC_ST_00-07 


=1or 


=1or 


AU_ST_00-02 
PC_ST_00-02 


PC_ST_25=10o0r 
(PC_ST_24 <>PC_ST_ 25) 


=1or 


=1or 


SELECTED = 1 
AL_BLK =1 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 
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Configuration: 


Parameters 
ActuatorIndVis 
TopLeftColor 
BottomRightColor 
OnColor 

OffColor 
TopLeftFlashingColor 
BottomRightFlashingColor 
OnFlashingColor 
TopLeftAlarmColor 
BottomRightAlarmColor 
AlarmColor 
AlarmFlashingColor 
InterlockColor 
ModelndVis 
ModeColor 
ControllndVis 
ControlColor 

Font 

FrameWidth 
SelectAreaColor 
ValueFont 

UnitVisible 
ValueColor 

Label 

LabelFont 
UseDisplayColor 
DisplayColor 


Option (bold is default) Remarks 
ymbol 
ymbol 

ymbol 

ymbol 

ymbol K16(Black), any other color 

ymbol N5(Green), any other color 

ymbol N6(Green), any other color 

ymbol 5(Green), any other color 

ymbol 1(Red), any other color 

ymbol M1(Red), any other color 


[NG(Green), any other color 
|M1(Red), any other color 
ymbol 
|K5(Green), any other color 


1(Red flash), any other color 
3(Yellow), any other color 
alse, true 

Flag K5(Green), any other color 
Flag Ise, true 

Flag K5(Green), any other color 
Flag FC20, any other font 

Frame 
MValue 

MValue 

MValue onRequest, noSubscription 
MValue 

Label "M", any other character 
Label 
ackground 
ackground 


alo} ono} A} A] A} A] oo] po] po] pol} po] po] po] | 
TH 11] O) 

ojos 

a}ja}3 

oy 

o 
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GU2PD82 : Valve Vertical 


Presentation: 


\ 2. Flag \ 2. Flag 


M1 M1 
1. Symbol (filled) 1. Symbol (unfilled) 
Behavior: 
[No [Beseripion [Presentation [eandion [Remanss 
1 Symbol 3D Display Object 


Filled PC_ST_24 <> PC_ST_25 
UnFilled PC_ST_24 = PC_ST_25 


ActuatorIndVis = true Actuator visible 


TopLeftEdge Green flashing PC_ST_25 = 1 and TopLeftFlashingColor 
PC_ST_ 24=0 
Pe Light Green PC_ST 24 <>PC_ST 25 BottomRightColor 


BottomRightEdge Green flashing PC_ST_25 = 1 and BottomRightFlashingColor 
PC_ST 24=0 


P Dark Green PC_ST 24<> PC_ST 25 TopLeftColor 
Po Light Green PC_ST 24=PC_ST 25 BottomRightColor 


Flashing Red AU_ST_00 = 1 or Unacknowledged signal error 
AU_ST_01 =1 UnAck alarm feedback error 


AlarmFlashingColor 


Flashing Green PC_ST_25=1 and OnFlashingColor 
PC_ST 24=0 
Light Green PC_ST_24 = PC_ST_25 On OnColor 


PC_ST_00=1 or Signal error 
PC_ST_01 =1 Alarm feedback error 
AlarmColor 
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2.1 Alarm Indication 


F AU_ST_00=1 or Alarm Indication 
AU_ST_01=1 or 
PC_ST_00=1or 
PC_ST_01=1 


PC_ST_08-11 =1 Interlock Indication 

Flashing Red AU_ST_00 = 1 or AlarmFlashingColor 
AU_ST 01=1 

PC_ST_00=1 or AlarmColor 

PC_ST 01 =1 

PC_ST_08-11 =1 InterlockColor 

PC_ST_ 20=1 Manual Indication 

PC_ST_19=1 Auto Indication 

PC_ST_21=1 Blocked Indication 

PC_ST 22=1 Standby Indication 


Yellow 


ModelndVis = 1 ModeColor 


PC_ST_18=1 Remote Indication 


PC_ST_17=1 Local Indication 
PC_ST_16=1 Central Indication 


ee 
ControllndVis = 1 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Solid White Line 
Dotted Yellow Line 
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Configuration: 


Parameters 
TopLeftColor 
BottomRightColor 
OnColor 

OffColor 
TopLeftFlashingColor 
BottomRightFlashingColor 
OnFlashingColor 
TopLeftAlarmColor 
BottomRightAlarmColor 
AlarmColor 
AlarmFlashingColor 
InterlockColor 
ModelndVis 
ModeColor 
ControllndVis 
ControlColor 
ActuatorIndVis 

Font 

FrameWidth 
DisplayColor 


Option (bold is default) Remarks 
ymbol L5(Green), any other color 
ymbol M5(Green), any other color 
ymbol K5(Green), any other color 
ymbol K16(Black), any other color 
ymbol N5(Green), any other color 
ymbol N6(Green), any other color 
ymbol N5(Green), any other color 
ymbol L1(Red), any other color 
ymbol M1(Red), any other color 
ymbol K1(Red), any other color 
N1(Red flash), any other color 
K3(Yellow), any other color 


Flag 5(Green), any other color 

Flag false, true 

Flag 

Flag fasle, true 

Flag 
Frame 


ackground 13(Grey), any other color 


[TopLeftColor 
[BottomRightColor 
[OnColor 
JOffColor 
[TopLeftFlashingColor___ 
| BottomRightFlashingColor_| 
[OnFlashingColor 
[TopLeftAlarmColor__— 
[BottomRightAlarmColor__| 
|AlarmColor 
|AlarmFlashingColor___ 1 
[InterlockColor 
[ModeIndVis 
[ModeColor 
[ControlindVis 
[ControlColor 
[ActuatorindVis 
[Font 
[FrameWidth 
[DisplayColor 


| 9] Po] Po} 9] PO] Po] po] po 
TH 11 
ojos 
a}a}3 
ox 
o 
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GU2PD85 : Choke Valve Left/Down 


Presentation: 


3. Frame eT 3. Frame ar 
N as N Re 
ad ae 
M1 M1 
1. Symbol (filled) 1. Symbol (unfilled) 


Behavior: 


Filled 


a 
a 
i = Off 


UnFilled PC_ST 24=PC_ST 25 Cae 
ActuatorIndVis = true Actuator visible 


TopLeftEdge Green flashing PC_ST_25 = 1 and TopLeftFlashingColor 
PC_ST 24=0 
PC_ST_24=PC_ST_25 TopLeftColor 
Light Green PC_ST_ 24 <>PC_ST_ 25 BottomRightColor 


el 

| 

i 

Lo 

= | 

Ll BottomRightEdge PC_ST 25 =1 and BottomRightFlashingColor 

PC ST 24=0 

Ee 

a 

a 

a 


PC_ST 24<> PC_ST 25 TopLeftColor 
Light Green PC_ST_24 = PC_ST_25 BottomRightColor 
Center Color Black = (PC_ST_ 24 =PC_ST_25) Off OffColor 


Flashing Red AU_ST_00 =1 or Unacknowledged signal error 
AU_ST_01 =1 UnAck alarm feedback error 


AlarmFlashingColor 


PC_ST_00=1 or Signal error 
PC_ST_01=1 Alarm feedback error 

AlarmColor 
PC_ST 24=0 
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2.1 Alarm Indication 


F AU_ST_00=1 or Alarm Indication 
AU_ST_01=1 or 
PC_ST_00=1or 
PC_ST_01=1 


PC_ST_08-11 =1 Interlock Indication 

Flashing Red AU_ST_00 = 1 or AlarmFlashingColor 
AU_ST 01=1 

PC_ST_00=1 or AlarmColor 

PC_ST 01 =1 

PC_ST_08-11 =1 InterlockColor 

PC_ST_ 20=1 Manual Indication 

PC_ST_19=1 Auto Indication 

PC_ST_21=1 Blocked Indication 

PC_ST 22=1 Standby Indication 


Yellow 


ModelndVis = 1 ModeColor 


PC_ST_18=1 Remote Indication 


PC_ST_17=1 Local Indication 
PC_ST_16=1 Central Indication 


ee 
ControllndVis = 1 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Solid White Line 
Dotted Yellow Line 
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Configuration: 


Parameters 
TopLeftColor 
BottomRightColor 
OnColor 

OffColor 
TopLeftFlashingColor 
BottomRightFlashingColor 
OnFlashingColor 
TopLeftAlarmColor 
BottomRightAlarmColor 
AlarmColor 
AlarmFlashingColor 
InterlockColor 
ModelndVis 
ModeColor 
ControllndVis 
ControlColor 
ActuatorIndVis 

Font 

FrameWidth 
DisplayColor 


Option (bold is default) Remarks 
ymbol L5(Green), any other color 
ymbol M5(Green), any other color 
ymbol K5(Green), any other color 
ymbol K16(Black), any other color 
ymbol N5(Green), any other color 
ymbol N6(Green), any other color 
ymbol N5(Green), any other color 
ymbol L1(Red), any other color 
ymbol M1(Red), any other color 
ymbol K1(Red), any other color 
N1(Red flash), any other color 
K3(Yellow), any other color 


Flag 5(Green), any other color 

Flag false, true 

Flag 

Flag fasle, true 

Flag 
Frame 


ackground 13(Grey), any other color 


[TopLeftColor 
[BottomRightColor 
[OnColor 
JOffColor 
[TopLeftFlashingColor___ 
| BottomRightFlashingColor_| 
[OnFlashingColor 
[TopLeftAlarmColor__— 
[BottomRightAlarmColor__| 
|AlarmColor 
|AlarmFlashingColor___ 1 
[InterlockColor 
[ModeIndVis 
[ModeColor 
[ControlindVis 
[ControlColor 
[ActuatorindVis 
[Font 
[FrameWidth 
[DisplayColor 


| 9] Po] Po} 9] PO] Po] po] po 
TH 11 
ojos 
a}a}3 
ox 
o 
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3.9. Motor Controller (MOTCON) 
MOTPD83 : Pump Right Flow 


Presentation: 


2. Flag 2. Flag 
M 3. Frame M 3. Frame 
1. Symbol (filled) 1. Symbol (unfilled) 


Behavior: 


Filled IND1_12 = 1 or IND1_15 = 1 | Started 


Unfilled IND1_12 =0 or IND1_15 =0 | Stopped 


IND2_03 Out of service 


03 = 1 
Red Flashing AU_IND = 1 Alarm 
Unacknowledged 
Green Flashing IND1_15=1 DirChangeColor 
ae oa 


Status Indication 


IND2_05 = 0 and Manual mode 
IND2_02 = 0 and 
IND2_03 = 0 


IND2_05 = 1 and Auto mode 
IND2_02 = 0 and 
IND2_03 = 0 


Green Flashing IND2_05 = 0 and 
IND2_02 = 0 and 
IND2_03 = 0 and 
IND2_06 = 0 and 
IND2_12=0 
IND2_05 = 1 and ManModeColor 
IND2_02 = 0 and 
IND2_03 = 0 
IND2_05 = 1 and AutoModeColor 
IND2_03 = 0 


a 


Solid Yellow Line IND2_00 = 1 Interlock override by 
operator 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 
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Configuration: 


[Parameters —sC*d Affects, SSC Option (bold is default) [Remarks i 
OffColor 1 Symbol K16(Black), any other color fos =U 


OnColor 1 Symbol K5(Green), any other color 
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Extended Display Element Library Advant Station 500 Series OS 
MOTPD84 : Pump Left Flow 
Presentation: 
2. XN 2. Y 
M 3. Frame M 3. Frame 


1. Symbol (filled) 1. Symbol (unfilled) 


Behavior: 


Filled IND1_12 =1 or IND1_15 = 1 | Started 
Unfilled IND1_12 =0 or IND1_15 =0 | Stopped 
=1 [ 


a 


Red Flashing AU_IND = 1 Alarm 
Unacknowledged 


Green Flashing IND1_15 = 1 DirChangeColor 


OnColor 


ne es ND ccc 
Mode Indication IND2_05 = 0 and Manual mode 
IND2_03 = 0 
IND2_05 = 1 and Auto mode 
IND2_02 =0 and 
IND2_03 = 0 


Mode Indication color 


1 
1.1 
1.2 
2 

2.1 
2.2 


Green Flashing IND2_05 = 0 and 
IND2_02 = 0 and 
IND2_03 = 0 and 
IND2_06 = 0 and 
IND2_12=0 


IND2_05 = 1 and ManModeColor 
IND2_02 = 0 and 
IND2_03 = 0 


IND2_05 = 1 and AutoModeColor 
IND2_02 = 0 and 
IND2_03 = 0 

Solid White Line SELECTED = 1 Object selected 
Dotted Yellow Line ALARM_BLK = 1 Alarm Blocked 


Solid Yellow Line IND2_00 = 1 Interlock override by 
operator 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


3 
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Configuration: 


Parameters 
OffColor 


NotReleasedAutoColor 
AutoModeColor 
ModelndVis 


DisplayColor 


3BSE 014 763R0001 


Advant Station 500 Series OS 


Option (bold is default) 


K5(Green), any other color 


Ise, true 
5(Green), any other color 
C20, any other font 


=| oe 
is’) 


NINA 
=i 
K 


N13(Grey), any other color 


= 


Remarks 
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MOTPD85 : Pump Up Flow 


Presentation: 
2. N 2. id 
@ O 
1. Symbol (filled) 1. Symbol (unfilled) 


Bescon [Reseiaton [onaon [romartg 
a 
ee 


3. Frame 


Behavior: 


Color 


Red Flashing AU_IND = 1 Alarm 
Unacknowledged 


Green Flashing IND1_15 = 1 DirChangeColor 


OnColor 


eee 
Mode Indication IND2_05 = 0 and Manual mode 
IND2_03 = 0 
IND2_05 =1 and Auto mode 
IND2_02 = 0 and 
IND2_03 = 0 


Mode Indication color 


1 
1.1 
1.2 
2 

2.1 
2.2 


Green Flashing IND2_05 = 0 and 
IND2_02 = 0 and 
IND2_03 = 0 and 
IND2_06 = 0 and 
IND2_12=0 


IND2_05 = 1 and ManModeColor 
IND2_02 = 0 and 
IND2_03 = 0 


IND2_05 = 1 and AutoModeColor 
IND2_02 = 0 and 
IND2_03 = 0 

Solid White Line SELECTED = 1 Object selected 
Dotted Yellow Line ALARM_BLK = 1 Alarm Blocked 


Solid Yellow Line IND2_00 = 1 Interlock override by 
operator 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


3 
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Configuration: 


[Parameters —sC*d Affects, SSC Option (bold is default) [Remarks i 
OffColor 1 Symbol K16(Black), any other color fos =U 


OnColor 1 Symbol K5(Green), any other color 
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MOTPD86 : Pump Down Flow 


Presentation: 


2. Flag 2. Flag 
M 3. Frame M 3. Frame 
1. Symbol (filled) 1. Symbol (unfilled) 


Behavior: 


Shape Filled IND1_12=1 or Started 
IND1_15 = 1 
Unfilled IND1_12=0Oor Stopped 
IND1_15=0 
ee 


Grey IMPLEMENTED = 0 Lee 


po ea 
Red Flashing AU_IND = 1 Alarm 
Unacknowledged 
Po Green Flashing IND1_15 = 1 DirChangeColor 
ny eS 


IND2_05 = 0 and Manual mode 
IND2_02 = 0 and 

IND2_03 = 0 

IND2_05 = 1 and Auto mode 
IND2_02 = 0 and 

IND2_03 =0 


Green Flashing IND2_05 = 0 and 

IND2_02 = 0 and 

IND2_03 = 0 and 

IND2_06 = 0 and 

IND2_12=0 
IND2_05 = 1 and ManModeColor 
IND2_02 = 0 and 
IND2_03 = 0 
IND2_05 = 1 and AutoModeColor 
IND2_03 = 0 


Solid White Line SELECTED = 1 Object selected 
| BLK = 1 


Po Dotted Yellow Line ALARM_BLK Alarm Blocked 
a Solid Yellow Line IND2_00 = 1 Interlock override by 


operator 


Mode Indication 


Mode Indication color 


1 
1.1 
1.2 
2 
2.1 
oa 


2 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


page 173 3BSE 014 763R0001 


Extended Display Element Library Advant Station 500 Series OS 


Configuration: 


[Parameters —sC*d Affects, SSC Option (bold is default) [Remarks i 
OffColor 1 Symbol K16(Black), any other color fos =U 


OnColor 1 Symbol K5(Green), any other color 
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MOTPD87 : Fan Right Flow 


Presentation: 
2. Flag 


eS 


1. Symbol (filled) 


3. Frame 


Behavior: 


Symbol 


Color 


Mode Indication 
Mode Indication color 


1 
1.1 
1.2 
2 
2.1 
2 


2 


Grey 
Grey 


Green Flashing 


Green Flashing 


Yellow 


Dotted Yellow Line ALARM_BLK Alarm Blocked 


i Solid Yellow Line 


Advant Station 500 Series OS 


2. oe 
M 
1. Symbol (unfilled) 
cs ae 


IND1_12=1 or IND1_15=1 | Started 
IND1_12 =0 or IND1_15=0 | Stopped 


03 = 1 
AU_IND = 1 Alarm 
Unacknowledged 
a =1 
=1 


3. Frame 


ee 
a 


IND2_05 = 0 and Manual mode 
IND2_02 = 0 and 

IND2_03 = 0 

IND2_05 = 1 and Auto mode 
IND2_03 = 0 


IND2_05 = 0 and 

IND2_02 = 0 and 

IND2_03 = 0 and 

IND2_06 = 0 and 

IND2_12=0 

IND2_05 = 1 and ManModeColor 
IND2_02 = 0 and 

IND2_03 = 0 

IND2_05 = 1 and AutoModeColor 
IND2_02 = 0 and 

IND2_03 = 0 


| 1 
SELECTED = 1 Object selected 
| BLK=1 


IND2_00 = 1 Interlock override by 
operator 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 
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Configuration: 


Parameters 


DirChangeColor 
Light83DColor 
Medium3DColor 
Dark3DColor 
NotReleasedAutoColor 
AutoModeColor 
ModelndVis 
ManModeVisible 
ManModeColor 


UseDisplayColor 
DisplayColor 


OffColor 
[DirChangeColor 
[Light3DColor 
[Medium3DColor 
[Dark3DColor 
[NotReleasedAutoColor _| 
|AutoModeColor 
[ModeindVis_ 
[ManModeVisible 
[ManModeColor 
FrameWidth 
[UseDisplayColor 
[DisplayColor 
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MOTPD88 : Fan Left Flow 


Presentation: 


2. Flag 2. Flag 
M 3. Frame M 3. Frame 
1. Symbol (filled) 1. Symbol (unfilled) 


Behavior: 


Shape Filled IND1_12=1 or Started 
IND1_15 = 1 
Unfilled IND1_12=0or Stopped 
IND1_15=0 
aa! 


Grey IMPLEMENTED = 0 Po 


- 1 
Red Flashing AU_IND = 1 Alarm 
Unacknowledged 
Green Flashing IND1_15 = 1 DirChangeColor 
es ee 


IND2_05 = 0 and Manual mode 
IND2_02 = 0 and 

IND2_03 = 0 

IND2_05 = 1 and Auto mode 
IND2_03 = 0 


Green Flashing IND2_05 = 0 and 
IND2_02 = 0 and 
IND2_03 = 0 and 
IND2_06 = 0 and 
IND2_12=0 
IND2_05 = 1 and ManModeColor 
IND2_02 = 0 and 
IND2_03 = 0 
IND2_05 = 1 and AutoModeColor 
IND2_02 = 0 and 
IND2_03 = 0 


Solid White Line SELECTED = 1 Object selected 
| BLK = 1 


Po Dotted Yellow Line ALARM _BLK Alarm Blocked 
oe Solid Yellow Line IND2_00 = 1 Interlock override by 


operator 


Flag 


Mode Indication 


Mode Indication color 


1 
1.1 
1.2 
2 
2.1 
2 


2 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 
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Extended Display Element Library 


Configuration: 


Parameters 
OffColor 


NotReleasedAutoColor 
AutoModeColor 
ModelndVis 


DisplayColor 


3BSE 014 763R0001 


Advant Station 500 Series OS 


Option (bold is default) 


K5(Green), any other color 


Ise, true 
5(Green), any other color 
C20, any other font 


=| oe 
is’) 


NINA 
=i 
K 


N13(Grey), any other color 


= 


Remarks 
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MOTPD89 


: Fan Up Flow 


Presentation: 


Behavior: 


page 179 


2. Flag 2. 


aul 
» 
a 


M 3. Frame M 3. Frame 


1. Symbol (filled) 1. Symbol (unfilled) 


[No [peserpion[iesetaton [orion [Ranans 


1 Symbol 3D Display Object 


Filled IND1_12=1 or Started 
IND1_15 = 1 
Unfilled IND1_12=Oor Stopped 
IND1_15=0 
i a Sa ic 


Red Flashing AU_IND = 1 Alarm 
Unacknowledged 


Shape 


Green Flashing IND1_15=1 DirChangeColor 
es 


Mode Indication IND2_05 = 0 and Manual mode 
IND2_03 = 0 
IND2_05 = 1 and Auto mode 
IND2_02 =0 and 
IND2_03 = 0 
aE (cee ("eel (2 a 
(I a (cs 


Green Flashing IND2_05 = 0 and 
IND2_02 = 0 and 
IND2_03 = 0 and 
IND2_06 = 0 and 


IND2_05 = 1 and ManModeColor 
IND2_02 = 0 and 
IND2_03 = 0 


IND2_05 = 1 and AutoModeColor 
IND2_02 = 0 and 
IND2_03 = 0 
Solid White Line SELECTED = 1 Object selected 
Dotted Yellow Line ALARM_BLK = 1 Alarm Blocked 


Solid Yellow Line IND2_00 = 1 Interlock override by 
operator 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 
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Configuration: 


[Parameters —sC*d Affects, SSC Option (bold is default) [Remarks i 
OffColor 1 Symbol K16(Black), any other color fos =U 


OnColor 1 Symbol K5(Green), any other color 
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MOTPDS90 : Fan Down Flow 


Presentation: 


2. Flag 2. Flag 
M 3. Frame M 3. Frame 
1. Symbol (filled) 1. Symbol (unfilled) 


Behavior: 


Shape Filled IND1_12=1 or Started 
IND1_15 = 1 
Unfilled IND1_12=0or Stopped 
IND1_15=0 
res 


Grey IMPLEMENTED = 0 Pe 


i ones 
Red Flashing AU_IND = 1 Alarm 
Unacknowledged 
Po Green Flashing IND1_15 = 1 DirChangeColor 
ad es ee 


IND2_05 = 0 and Manual mode 
IND2_02 = 0 and 

IND2_03 = 0 

IND2_05 = 1 and Auto mode 
IND2_03 = 0 


1 
Green Flashing IND2_05 = 0 and 

IND2_02 = 0 and 

IND2_03 = 0 and 

IND2_06 = 0 and 

IND2_12=0 
IND2_05 = 1 and ManModeColor 
IND2_02 = 0 and 
IND2_03 = 0 
IND2_05 = 1 and AutoModeColor 
IND2_02 = 0 and 
IND2_03 = 0 


Solid White Line SELECTED = 1 Object selected 
| BLK = 1 


Po Dotted Yellow Line ALARM _BLK Alarm Blocked 
ee Solid Yellow Line IND2_00 = 1 Interlock override by 


operator 


Mode Indication 


Mode Indication color 


1 
1.1 
1.2 
2 
2.1 
2 


2 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 
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Extended Display Element Library Advant Station 500 Series OS 


Configuration: 


[Parameters —sC*d Affects, SSC Option (bold is default) [Remarks i 
OffColor 1 Symbol K16(Black), any other color fos =U 


OnColor 1 Symbol K5(Green), any other color 
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3.10. Process Controller (PIDCON) 


PIDPD80 : Integer Limit 
Presentation: 


4, Mode 5. External 


2. Value Noa xX x 


main 
H1 iN 


1. Frame y, 1 3. Unit 
6.Limit 


Behavior: 


[Ro [pesernion [iesetaton[eonaon [rewaris 


1 SelectFrame 
Dotted Yellow Line 
eS 2 
222 Red flashing |ERROR =1 and 
ALARM_UNACK = 1 unacknowledged 
Red flashing 
1 


FrameColor 


2 


ai 
nae 
ial 
Esl 
i 
i 
[=A 
el 
Lo 


Measured Value 


eT 
DSTORERICEST | 
[_|omator 


=1 
Unit Color 
noSubscription 
ModelndVisible = true Mode Indication 
et Nae | 
ManModeColor 
AutoModeColor 
EiModeCOlor 
ModeColor 
ModeColor 
ModeCOlor 
ManModeColor 
ManModeColor 
ManModeColor 


InterlockIndVis = true External Output 
Limitation 


External OUT 
Limitation 


page 183 3BSE 014 763R0001 


Extended Display Element Library Advant Station 500 Series OS 


(OUT_HL = 1 or OUT_LL J] InterLockColor 

= 1) and 

EOLIM = 1 

InterlockIndVis = false External Output 
Limitation is invisible 


Limit is invisible 


esd 
sy | f= = 2 
ee ee oa, 
iT pau aa 
i 
iT 
al 
a! 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration: 


Parameters [Affects | Option (boldis default) | 
SelectAreaColor 
FrameColor 
FrameWidth 
NormalColor 
NumberOfChar 
Font 
UnitVisible 
ModelndVisible 
ModeColor 
ManModeColor 
AutoModeColor 
E1ModeColor 
InterlockIndVisible true, false 

InterlockColor 
UseDisplayColor 
DisplayColor 
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3.11. Valve Controller (VALVECON) 
VALPD74 : 3-Valve Horizontal/Down 


Presentation: 


2. Flag 2. Flag 


3. Frame 3. Frame 


N N 


1. On-Symbol 1. Off-Symbol 


Behavior: 


IND1_15=0 and No intermediate 
IND1_07 = 1 position 
Limit position for 
open 


IND1_15=0 and No intermediate 
IND1_11=0 position 
No Limit position for 
open 
ClosedColor 
IND1_15=1 and Intermediate position 
IND1_12=0 Not open 
IntermediateColor 


Green Flashing IND1_15=1 and Intermediate position 
IntermediateColor 

Red Flashing IND1_09 = 1 Unacknowledged 

pee ee le 


IND1_15=0 and No intermediate 
IND1_07 = 1 position 
Limit position for 
open 
OpenColor 


IND1_08 = 1 Alarm or Error 


ModelndVisible = true Status Indication 


ManModeVisible = true and | Manual mode 
IND2_05 = 0 and ManModeColor 
IND2_02 = 0 and 

IND2_03=0 
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A Green IND2_05 = 1 and Auto mode 

aa IND2_02 = 0 and AutoModeColor 
IND2_03 = 0 

* Yellow IND2_02 = 1 and Test 

a ee ee] 
IND2_04=0 
IND2_04=0 

Pa (22 


InterlockIndVis = true 


X Yellow IND2_08 = 1 or 
IND2_09 =1 or 
IND2_11=1 or 


(IND2_13 =1 and 

IND1_11 =0) or 

(IND2_00 = 0 and (Bikintl = 0 & 

(IND2_10 =1 or (IB1 or 

(IND2_12 =1 and (IB3 & 

IND1_11=0))) OPN = 0))) 
InterlockColor 


Sa = 
ara 
=1 


Dotted Yellow Line ALARM_BLK Alarm blocked by 
operator 


Solid Yellow Line IND2_00 = 1 Interlock override by 
operator 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration: 
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VALPD75 : 3-Valve Vertical/Left 


Presentation: 


3. Frame 3. Frame 


1. On-Symbol 1. Off-Symbol 


Behavior: 


[Re [eserpvon [resentation [eonaivon [Reman 


1 Symbol 3D Display Object 


IND1_15=0and No intermediate 
IND1_07 = 1 position 
Limit position for 
open 


IND1_15=0and No intermediate 

IND1_11=0 No limit position for 
open 

ActuatorIndVis = 1 Actuator visible 


IND1_15=0 and No intermediate 
IND1_11=0 position 
No Limit position for 
open 
ClosedColor 
IND1_15=1 and Intermediate position 
IND1_12=0 Not open 
IntermediateColor 


IND1_15=1 and Intermediate position 
IND1_12=1 Open 
IntermediateColor 


IND1_09 = 1 Unacknowledged 


Alarm 
IND1_15=0and No intermediate 
IND1_07 = 1 position 

Limit position for 

open 

OpenColor 


IND1_08 = 1 Alarm or Error 
ModelndVisible = true Status Indication 


IND2_05 = 0 and ManModeColor 
IND2_02 = 0 and 
IND2_03 = 0 


IND2_05 = 1 and Auto mode 
IND2_02 = 0 and AutoModeColor 
IND2_03 = 0 
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* Yellow IND2_02 = 1 and 
IND2_03 =0 
2.2 Control Indication fet ManModeVisible = false PF 
L Green IND2_01 =1 and Local control 
IND2_04=0 
C Green IND2_01 =0 and Central control 
IND2_04=0 


Po ManModeVisible = false Mode is invisible 
2.3 Interlock Indication InterlockIndVis = true Po 


X Yellow IND2_08 = 1 or IC1 or 
IND2_09 = 1 or IC2 or 
IND2_11 = 1 or IB2 or 
(IND2_13 = 1 and (IB4 & 
IND1_11 =0) or OPN = 0) or 
(IND2_00 = 0 and (Bikintl = 0 & 
(IND2_10 = 1 or (IB1 or 
(IND2_12 = 1 and (IB3 & 
IND1_11 =0))) OPN = 0))) 

InterlockColor 


XA Yellow 
3 


Interlock override by 
operator 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration: 


false, true 
true, false 
ManMode Visible 


FrameWidth 
UseDisplayColor background 
DisplayColor background 
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VALPD76 : 3-Valve Vertical/Right 


Presentation: 


3. Frame 3. Frame 


1. On-Symbol 1. Off-Symbol 


Behavior: 


[Re [eserpvon —[reseraton—[eonaivon [Reman 


1 Symbol 3D Display Object 


IND1_15=0and No intermediate 
IND1_07 = 1 position 
Limit position for 
open 


IND1_15=0and No intermediate 
IND1_11=0 No limit position for 
open 
ActuatorIndVis = 1 Actuator visible 
=1 


IND1_15=0and No intermediate 
IND1_11=0 position 

No Limit position for 

open 

ClosedColor 
IND1_15=1 and Intermediate position 
IND1_12=0 Not open 

IntermediateColor 
IND1_15=1 and Intermediate position 
IND1_12=1 Open 

IntermediateColor 
IND1_09 = 1 Unacknowledged 

Alarm 
IND1_15=0and No intermediate 
IND1_07 = 1 position 

Limit position for 

open 

QpenColor 


IND1_08 = 1 Alarm or Error 


IND2_05 = 0 and ManModeColor 
IND2_02 = 0 and 
IND2_03 = 0 


IND2_05 = 1 and Auto mode 
IND2_02 = 0 and AutoModeColor 
IND2_03 = 0 
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* Yellow IND2_02 = 1 and 
IND2_03 =0 
2.2 Control Indication fet ManModeVisible = false PF 
L Green IND2_01 =1 and Local control 
IND2_04=0 
C Green IND2_01 =0 and Central control 
IND2_04=0 


Po ManModeVisible = false Mode is invisible 
2.3 Interlock Indication InterlockIndVis = true Po 


X Yellow IND2_08 = 1 or IC1 or 
IND2_09 = 1 or IC2 or 
IND2_11 = 1 or IB2 or 
(IND2_13 = 1 and (IB4 & 
IND1_11 =0) or OPN = 0) or 
(IND2_00 = 0 and (Bikintl = 0 & 
(IND2_10 = 1 or (IB1 or 
(IND2_12 = 1 and (IB3 & 
IND1_11 =0))) OPN = 0))) 

InterlockColor 


XA Yellow 
3 


Interlock override by 
operator 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration: 


false, true 
true, false 
ManMode Visible 


FrameWidth 
UseDisplayColor background 
DisplayColor background 
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VALPD77 : 3-Valve Horizontal/Up 


Presentation: 


3. Frame 3. Frame 
2. Flag 2. Flag 2. Flag 2. Flag 
Sime Nuk 
1. On-Symbol 1. Off-Symbol 


Behavior: 


[Re [eserpvon [resentation [eonaivon [Reman 


1 Symbol 3D Display Object 


IND1_15=0and No intermediate 
IND1_07 = 1 position 
Limit position for 
open 


IND1_15=0and No intermediate 

IND1_11=0 No limit position for 
open 

ActuatorIndVis = 1 Actuator visible 


IND1_15=0 and No intermediate 
IND1_11=0 position 

No Limit position for 

open 

ClosedColor 
IND1_15=1 and Intermediate position 
IND1_12=0 Not open 

IntermediateColor 
IND1_15=1 and Intermediate position 
IND1_12=1 Open 

IntermediateColor 
IND1_09 = 1 Unacknowledged 

Alarm 
IND1_15=0and No intermediate 
IND1_07 = 1 position 

Limit position for 

open 

OpenColor 


IND1_08 = 1 Alarm or Error 
ModelndVisible = true Status Indication 


IND2_05 = 0 and ManModeColor 
IND2_02 = 0 and 
IND2_03 = 0 


IND2_05 = 1 and Auto mode 
IND2_02 = 0 and AutoModeColor 
IND2_03 = 0 
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* Yellow IND2_02 = 1 and 
IND2_03 =0 
2.2 Control Indication fet ManModeVisible = false PF 
L Green IND2_01 =1 and Local control 
IND2_04=0 
C Green IND2_01 =0 and Central control 
IND2_04=0 


Po ManModeVisible = false Mode is invisible 
2.3 Interlock Indication InterlockIndVis = true Po 


X Yellow IND2_08 = 1 or IC1 or 
IND2_09 = 1 or IC2 or 
IND2_11 = 1 or IB2 or 
(IND2_13 = 1 and (IB4 & 
IND1_11 =0) or OPN = 0) or 
(IND2_00 = 0 and (Bikintl = 0 & 
(IND2_10 = 1 or (IB1 or 
(IND2_12 = 1 and (IB3 & 
IND1_11 =0))) OPN = 0))) 

InterlockColor 


XA Yellow 
3 


Interlock override by 
operator 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration: 


false, true 
true, false 
ManMode Visible 


FrameWidth 
UseDisplayColor background 
DisplayColor background 
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VALPD78 : Damper Horizontal Flow 


Presentation: 


2. Flag 2. Flag 
M x M X 
3. Frame +4 3. Frame 
1. On-Symbol 1. Off-Symbol 


Behavior: 


[Re eserpvon[reseriaton[eonaivon [Reman 


| Symbol 3D Display Object 


On-Symbol IND1_15 =0 and No intermediate 
IND1_07 = 1 position 
Limit position for 
open 
Off-Symbol IND1_15 =0 and No intermediate 
IND1_11=0 No limit position for 
open 


Black IND1_15=0 and No intermediate 
IND1_11=0 position 
No Limit position for 
open 
ClosedColor 
Green Flashing IND1_15=1 and Intermediate position 
| IND1_12=0 Not open 
IntermediateColor 
Green Flashing IND1_15=1 and Intermediate position 
IntermediateColor 
Red Flashing IND1_09 = 1 Unacknowledged 


Green IND1_15=0 and No intermediate 
IND1_07 = 1 position 
Limit position for 
open 
OpenColor 


Red IND1_08 = 1 Alarm or Error 
Po ModelndVisible = true Status Indication 


M Green ManModeVisible = true and | Manual mode 
IND2_05 = 0 and ManModeColor 
IND2_02 = 0 and 
IND2_03 = 0 

A Green IND2_05 = 1 and Auto mode 
IND2_02 = 0 and AutoModeColor 
IND2_03 = 0 
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* Yellow IND2_02 = 1 and 
IND2_03 =0 
2.2 Control Indication fet ManModeVisible = false PF 
L Green IND2_01 =1 and Local control 
IND2_04=0 
C Green IND2_01 =0 and Central control 
IND2_04=0 


Po ManModeVisible = false Mode is invisible 
2.3 Interlock Indication InterlockIndVis = true Po 


X Yellow IND2_08 = 1 or IC1 or 
IND2_09 = 1 or IC2 or 
IND2_11=1 or IB2 or 
(IND2_13 = 1 and (IB4 & 
IND1_11 =0) or OPN = 0) or 
(IND2_00 = 0 and (Bikintl = 0 & 
(IND2_10 = 1 or (IB1 or 
(IND2_12 =1 and (IB3 & 
IND1_11 =0))) OPN = 0))) 

InterlockColor 


XA Yellow 
3 


Interlock override by 
operator 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration: 


[Parameters sf Affects | Option (bold is default) 
K16(Black), any other color 
K5(Green), any other color 
N5(Green flash), any other color 
L5(Green), any other color 
M5(Green), any other color 
false, true 

K3(Yellow), any other color 


Po} po] po} |] af a} aya 


true, false 
ManModeVisible 


DO] OO] PO] PO] PY] P 


UseDisplayColor ackground 
DisplayColor ackground N13(Grey), any other color 


| 
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VALPD79 : Damper Vertical Flow 


Presentation: 


2. Flag 2. Flag 
M xX M xX 
3. Frame | 3. Frame 
1. On-Symbol 1. Off-Symbol 


Behavior: 


Shape IND1_15 =0 and No intermediate 
IND1_07 = 1 position 
Limit position for 
open 


IND1_15=0and No intermediate 
IND1_11=0 No limit position for 
open 
1 


—=/ oa 
=? 


=e 


IMPLEMENTED = 0 


IND1_15=0and No intermediate 
IND1_11=0 position 

No Limit position for 

open 

ClosedColor 
IND1_15=1 and Intermediate position 
IND1_12=0 Not open 

IntermediateColor 
IND1_15=1 and Intermediate position 
IND1_12=1 Open 

IntermediateColor 


IND1_09 = 1 


IND1_15=0 and No intermediate 
IND1_07 = 1 position 
Limit position for 


IND1_08 = 1 Alarm or Error 
ModelndVisible = true Status Indication 


ManModeVisible = true and | Manual mode 
IND2_05 = 0 and ManModeColor 
IND2_02 = 0 and 

IND2_03=0 


A Green IND2_05 = 1 and Auto mode 
IND2_02 = 0 and AutoModeColor 
IND2_03 =0 
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* Yellow IND2_02 = 1 and 
IND2_03 =0 
2.2 Control Indication fet ManModeVisible = false PF 
L Green IND2_01 =1 and Local control 
IND2_04=0 
C Green IND2_01 =0 and Central control 
IND2_04=0 


Po ManModeVisible = false Mode is invisible 
2.3 Interlock Indication InterlockIndVis = true Po 


X Yellow IND2_08 = 1 or IC1 or 
IND2_09 = 1 or IC2 or 
IND2_11=1 or IB2 or 
(IND2_13 = 1 and (IB4 & 
IND1_11 =0) or OPN = 0) or 
(IND2_00 = 0 and (Bikintl = 0 & 
(IND2_10 = 1 or (IB1 or 
(IND2_12 =1 and (IB3 & 
IND1_11 =0))) OPN = 0))) 

InterlockColor 


XA Yellow 
3 


Interlock override by 
operator 


The conditions are in priority order. Underlined parameters are configurable. Bold is the default value. 


Configuration: 


[Parameters sf Affects | Option (bold is default) 
K16(Black), any other color 
K5(Green), any other color 
N5(Green flash), any other color 
L5(Green), any other color 
M5(Green), any other color 
false, true 

K3(Yellow), any other color 


Po} po] po} |] af a} aya 


true, false 
ManModeVisible 


DO] OO] PO] PO] PY] P 


UseDisplayColor ackground 
DisplayColor ackground N13(Grey), any other color 


| 
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